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The writer approaches with some diffidence the questions dis- 
cussed in this volume. In the light of the experience of the 
past on the Witwatersrand Goldfields, and in view of the present 
proportions of an industry which had its beginning only some 
thirteen years ago — and in view, also, of the lessons of potential 
development and expansion which it teaches — one feela lost 
in a maze of magnificent promise. That promise, indeed, 
stretches far beyond the limit of our present horizon, as 
bonnded by experience and analogy, and included therein are 
many factors of recognizable uncertainty, adding largely to the 
magnitude and complexity of the problems which the future 
may be expected to unravel. 

To the writer's mind, the future of these Fields is bound 
up with the exploration and development of the deeper levels 
of the Main Keef series ; and while not losing sight of the 
very ample room for expansion still available on the Outcrop 
Mines, where ores of a low grade prevail, he believes that this 
latter will be a matter of quite secondary importance in com- 
parison with the probable development in the Deep-levels, in 
districts vfhere the Outcrop Mines have proved the most re- 
munerative. He therefore confines himself in this volume to 
the consideration of the future of the Deep-level Mines of the 
Rand. 

The object he has in view is not to discuss issues pertaining 
to Deep-level Mining from a scientific standpoint, but rather 
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to dieclosd the bearing they have upon the Gold Mining 
Industry in its commercial aspect. For this reason, technicality 
has, as far as possible, been avoided, and the various subjects 
which are treated will be found (it is hoped) dealt with here 
in a manner which will be clear not only to the engineer, bat 
to the reader whose training has been purely commercial. 

The writer may add that he has in preparation an exhaustive 
work dealing with the Machinery Equipment of Deep-level 
Mines. 

JOHAKNEiBUlia, 

Febmary, 1902. 
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DEEP-LEVEL MINES OF THE RAND. 



CHAPTER I. 

INTRODUCTION.— EXTENT OF THE 
^ GOLDFIELDS. 

Ik speaking of the future of the Eand, there arises before one's 
mental vision a possibility of productive mines at distances from 
the outcrop, and at depths from the surface, which to-day would 
appear impracticable. The proved productive character of the 
ore in the deeper levels, in all those sections on the Witwaters- 
rand along which the outcrop of the reefs has proved payable, 
has given data for the projection of similar conditions still further 
into the deeper ground, with a very great degree of certainty 
that the postulates will be supported by material realization. 

The special features of these banket reefs — inasmuch as they 
form an integral portion of an enormous aqueous deposit which 
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the relationship of an immensely deep level; that the reefs and 
quartzites form inseparable parts of a whole which, as such, 
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2 THE DEEP-LEVEL MINES OF THE RAND. 

muBt be regarded as above any saspioion of doubt of continuity ; 
tbat the present line of oatcrop is only accidental on the plane 
it represents, and might easily, if acted npon by the same forces 
in another axial direction, have occupied a position correspond- 
ing to portions now very remote from the outcrop ; — all these 
premises form strong links in a chain of evidence, favouring the 
assumption of the permanency of average conditions in the 
reefs themselves, which cannot be controverted. 

The writer, however, although optimistic as to the future, 
and although fully appreciating the infinite possibilities inherent 
in the " deep-deep" zones of the reefs, cannot but reaUze that 
for the present any consideration of regions beyond the third row 
of deep-levels would be premature, considering the enormous 
expenditure of time and money which the development of 
property within that limit would entail. The principal element 
of difficulty and uncertainty, in dealing with ground so far 
removed from present experience as properties distant four miles 
(if not farther) from outcrop, is our ignorance of the effect which 
the mighty outburst of igneous rock forming the Klipriversburg 
range has had upon the horizon of the qaartzites and reefs of the 
Witwatersrand, and of the extent to which the reefs themselves 
have been affected by the ramifying dykes and numerous faults 
which would accompany such an outburst. We are in ignorance, 
also, as to the distance from the eruptive margin at which the 
reefs, may be so affected as to introduce conditions inimical to 
their economic value. 

It has been, suggested that the probabilities are in favour of 
finding that the successive intrusions have so acted upon the 
reef in the very deep ground, that its depth from the surface (in 
the sections between intrusions) remains more or less constant. 
That such conditions exist is quite possible ; and granting their 
existence, the writer holds that the tendency would be to fo«u 
> a series of synclinals, the anticlinal crowns being occupied by 
dyke matter ; and further, that the movements engendered would 
result in such detailed faulting as to make the working of them 
(granting for a moment its feasibiUty) economically impossible. 

These are matters, however, which are outside the limit of 
the thfrd row of " deeps," beyond which it is not proposed to 
venture in these pages, and they must therefore be relegated to 
the future. 

The Witwatersrand goldfields proper may be stated to extend 
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INTRODUCTION— EXTENT OF GOLDFIELDS. 3 

from the farm Eandfontein, distant 21 milee from JohaimeBbarg 
on the weBtern Bide, to the farm Modderfontein, distant 21 mUes 
from Johannesburg on the eastern Bide, both farms inclusiye, a 
total length of 42 miles. 

The general direction of a line drawn through the outcrop 
mines would be east and west, this general direction being 
subject to Blight alteration owing to faulting, and variation io 
the angles of dip, between the limits of the vlUage of Krugers- 
dorp on the west, and the village of Boksburg on the east, and 
to more violent alteration at the points indicated ; there being at 
about the position of the first limit named a very radical change 
to southward, in the direction assumed by the reef outcrop, and 
similarly a northward inclination at about the position of the 
second Kmit. 

It is remarkable, enpassa7U, that these decided variations in 
direction — which are due to dynamic causes, in some measure 
reasonably explicable — should exist at relatively similar positions 
regarding the wings of the goldfields, and also that at a distance 
of approximately seven miles, in each instance, from the points 
at which the change of direction may be dated, the reefs cease 
to be profitably worked. 

Along the whole distance named there is an unbroken line of 
mines, these being clastered together in the richer sections of 
the reef, and farther apart in those of lower grade. 
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CHAPTER 11. 
GEOLOGICAL CONDITIONS. 

(I) Dykes. 

Of great importance ia the study of the probable value of auy 
deep-level ground is a knowledge of the dykes and fault systems 
which are present in the neighbourhood, these having a direct 
bearing not only on mining conditions, but also very frequently 
upon ore value. The quartzites of the Witwatersrand are rami- 
fied by dykes in all directions, from the so-called Hospital Hill 
shales lying to the north of the reefs — which in the writer's 
opinion are true intrusive rocks — to the enormous Kliprivershurg 
intrusion forming the limit of the reefs in a sontbwaid direction. 
These bodies of igneous rock may occur in any thickness from a 
mass 500 feet in width — as in the case of the great dyke which 
causes the uptilting of the eastern end of the Goch Mine, and 
the practical verticality of the Henry Nourse — ^to the veriest 
wafer thickness, as exhibited in the interbedded dyke between 
the Main Beef and Main Beef Leader, in the central section of 
the Band. 

As a rule, the dykes encountered in the mines pierce the 
qnartzite formation in such a manner that they present planes 
more or less approaching the vertical, although to this rule there 
are some notable exceptions, especially in the workings of the 
Violet Mine at Krugersdorp — this mine, however, having only 
developed the Kimberley reef. 

The dykes which, as a role, cause the greatest diflBculty from 
the aspect of ore-winning, are those which have a course more 
or less parallel to the strike of the reefs. These dykes frequently 
cause dislocations of the strata to such an extent that the same 
reef is twice outcropping at surface, whilst they, in the majority 
of instances, form faults of some magnitude. The e£fect of the 
dykes is well illustrated in the following cross-sections D and E 
— Figs. 1 and 2 — the first taken through the reef in the vicinity 
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of the East Kand Proprietary Mines, and the second through 

the New Goch Mine, situated in the central section of the Band. 

The dykes represented in these sections are approximately, in 

N s- 



—EastRano —~S£crioft D. — 



I -Main ftmef 3ca/tf sooo . ^.SeiMftmef 

NEW GOCH Section £ . 

Fig. ». 

horizontal section, 100 feet in widtb, and as the rock of which 
they are composed is peculiarly tongh to bore, and difficult to 
blast, cross-cutting through them costs considerable sums of 
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6 THE DEEP-LEVEL MINES OF THE RAND. 

money. It can well be imagined, even by non-technical readers, 
how such a diatarbance of the reefs, as is portrayed in section E, 
interferes with the scheme of mining. The first work would 
naturally be done on the northern outcropping reef, and the 
main shaft Bunk until the reef was found to be cut off by the 
dyke, as shown. Experience and applied knowledge would then 
determine in what position the reef had been thrown by the 
dyke, and in this case a cross-cut would be run southward for 
the purpose of intersecting it in its new position. 

Later development would prove that the reef was again cut 
off, and the origina] cross-cut would probably be continued 
through the second dyke mass, to again locate the reefs 
position. The position then could be — and actually is, in the 
mine which affects this cross-section — that the portion north of 
the dyke would need separate and distinct development from 
the portion lying in between the dykes ; this portion again 
requiring the same special development as distinct from the 
north and south portions, and the southward portion requiring 
similar separate treatment. In the mine indicated, the writer is 
sinking a new shaft south of the dyke for the development of 
the deeper ground. All this separate treatment is, in effect, so 
much piling up of development costs, which, appearing later in 
the working costs, reduces the net profit per ton. 

The other dykes with which the miner has to deal are those 
which have a course more or less at right angles to the general 
reef strike. These, though frequently 100 feet and more in 
width, do not complicate the mining operations to the same 
extent as the strike dykes earlier mentioned, and only In rare 
instances does the writer know of any serious dislocation of the 
reef on either side of them. 

The next aspect of the question of dykes is that of their effect 
upon values. The writer concedes the view that detail faulting 
due to dyke action will seriously affect reef grade, for the reason 
that the earth movements engender frictional sliding of the 
heavy homogeneous rock masses, which will take effect upon 
the more porous bodies constituting the reefs, and thus probably 
in most cases be detrimental to their value. It is not easy to 
conceive of any possible connection between dykes and the 
value of the reefs other than in the way previously indicated, if 
the view be held that the dykes were erupted into their present 
positions long posterior to the consolidation of the banket reefs, 
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GEOLOGICAL CONDITIONS. 7 

and that in these latter the varions constituents of gold, quartz, 
pebbles, etc., were contemporaneously deposited; and yet it is 
a singular coincidenoe that a dip dyke frequently marks the 
boundary between payable and unpayable ore. 

(2) Faults. 

Next in importance to the dyke systems, as affecting the 
mining economy, come the fault systems, and although we have 
already considered these in combination with the dykes, yet 
there are features of fault which are quite separate and distinct 
from dykes. Many faults are, in fact, of much older date, if not 
really in great measure the primary cause of dykes, for if a 
portion of the consolidated outer rock shell suddenly detaches 
itself and presses with enormous force on the inner fluid 
nucleus, the result would be that the magma forming the said 
fluid nucleus would burst through the outer shell along planes 
of weakness to constitute what we know as dykes to-day. 

The fault par excellence of the Rand is one situated in the 
Roodepoort district, which is called from its locality the Witpoortje 
feult. This enormous dislocation has caused a horizontal dis- 
placement of the reefs, as between the east and west side of it, 
of about two miles, and has itself been the subject of very acute 
differences of opinion as to whether there be any fault at all. 
Naturally, in some cases, the opinion that the Main Beef series 
is quite undisturbed in the region of the alleged fault is 
not quite an unprejudiced one, as the proof of its contiuuance 
undisturbed in a westerly direction would mean an exceedjug 
difference in the value of property-holders' areas. But, in the 
opinion of all scientific obserrers, there is a unanimity in 
favour of the existence of the fault and the continuance of the 
reefs at a point two miles north of the western limits. 

Fortunately, there are no other known faults of the same 
magnitude, though it appears probable that the fault which 
terminates the reefe on the extreme west, at Eandfontein, wiU 
prove to be one of unusual proportions. 

With the exception of the Witpoortje fault, there is no 
instance within the writer's knowledge of a fault causing a throw 
of more than 1000 feet, and the majority of even the great 
faults show less displacement than this. Knowledge of the 
direction and dip of these great faults, as also of the point of 
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8 THE DEEP-LEVEL MINES OF THE RAND. 

swing, is of immense importance when laying oat work either 
on outcrop or deep-level properties. A fault with a vertical 
throw of 300 to 400 feet crossiog diagonally through a mine is 
a most serious drawback, for the simple reason that, having the 
reefs on either side of the fault at an impracticable distance for 
cross-cutting connections, the two sections have to be con- 
sidered as separate mines and developed accordingly, necessi- 
tating distinct shafts, levels, pumping arrangements, etc., 
and so greatly increasing the cost. 

When a fault occurs which results in a steepening of the dip 
of the formation, it may happen that, whereas the projection of 
the fault in the one direction from a given point will show an 
ever-increasing separation of the reef-planes in depth, its pro- 
jection in the opposite direction will gradually lessen the separa- 
tion of the said reef-planes until they finally are first coincident, 
and then again separated on the opposite wall of the fault. In 
other words, a fault may be of such a nature that, though 
causing a heavy downthrow in a given mine, in a neighbouring 
mine an upthrow may be experienced. It is, for this reason, 
practically impossible to project faults for any long distance 
beyond a point of observation, with any certainty of finding the 
relation of plane to plane constant in respect of th^ reefs on the 
one side and the other of the fault. 

Another form of fault which is common in the mines of the 
Eand, is the " strike " or longitudinal fault — that is, a fault which 
has a direction more or less parallel to that of the reef. This 
fault may do one of three things : it may cause an inappreciable 
displacement in either the hanging or footwall directions, it 
may cause a considerable downthrow, or a considerable upthrow. 
In the first case its presence is probably quite immaterial ; 
in the second, it will cause considerable loss of ore ; in the 
third, it will sometimes give a duphcation of reef, resulting 
in a substantial gain in the tonnage. In either of the two 
latter instances, however, it is liable to increase the distance 
of cross-cutting from the shaft, and therefore the cost of 
development." 

The feature in connection with faulting which has most to 
be feared in deep-level mining is the occurrence of faults of the 
nature illustrated in sections F and G (Figs. 3 and 4, Plate I.). 

Here we shall assume that a diamond drill has been 
utilized to bore from the point 6, where the reef was lost ; and 
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GEOLOGICAL CONDITIONS. g 

from the data so obtained, the existence of a downthrow in the 
one case and an upthrow in the other was determined. 

In section F, the reef is heavily displaced in the hanging 
wall direction, and the problem arises, how best to attack it from 
the vertical shaft. One of three methods would be chosen, 
namely — 

(1) A cross-cut would be run from the shaft at the point a 
to intersect the projected position of the reef at about a point 
which would give suflBcient " backs " for stoping. 

(2) A cross-cut would be made from the point b to intersect 
point c. 

(3) The vertical shaft would be sunk, and the cross-cut 
between the points b and c be connected to it. 

In the case of section G, anewincUne shaft would be required, 
together with all the equipment and attendant expense ; new 
pumping arrangements would also be necessary ; and altogether 
the new section would require separate and distinct treatment 
as a new mine. 

If the method outlined in (1) were followed, the hoisting 
would remain as partly through the vertical shaft, and partly 
through the new incline. 

If the method outlined in (2) were foUowed, then the broken 
ore would need to be handled three times : firstly, through the 
incline on the side of the dyke remote from the shaft ; secondly, 
tbrough the incline on the neai'er side of the dyke ; and lastly, 
through the vertical shaft. 

If the method outlined in (3) were followed, the hoisting 
would remain as in one lift, through incline, from thence through 
a long cross-cat to the vertical shaft, and to the sur&ce through 
the latter. 

In section G, the reef is displaced in the direction of the foot- 
wall, and one of two methods is open for its exploration, namely — 

(1) To sink the vertical shaft and cross-cut to the reel 

(2) To steepen the angle of the incline shaft, and thus 
eventually intersect the reef. 

The special method which would be adopted would depend 
very largely on the judgment of the engioeer-in-chai'ge. It is 
quite clear that in each instance there may arise questions of 
expediency or exigency which would determine the particular 
form of attack ; in all cases, the very important factor would be 
that of time. 
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The delay which heavy faoltuig occasions in a mine is not 
only that entailed in the locating of the new position, and the 
time expended in reaching that position; there is a far more 
serious delay ajising from the loss of development facilities, 
which are acquired only after gaining a certain number of points 
of attack. In this case the development of the new sections 
must be commenced from two to three cross-cuts, a new gallery 
has to be run, from which the new incline shaft or shafts wUl 
begin, the said shaft or shafts must be equipped and sunk, and 
the whole process of development began de novo. The time and 
cost which all this extra work means to a company is a very 
serioas consideration. 

The annexed illustration (Fig. 5) shows, in plan, a form of 




oure/tOPs Of* VAN nvN Goto Mintss cstate 

fault that is exemplified in some of the outcrop mines of the 
Rand, the diagram illustrating the outcrop of the main reef in 
the property of the Van Ryn Company. The existence of these 
faults, is discovered by the displacement of the line of reef out- 
crop, and provision can be made accordingly. In the deep-level 
sections, however, there is not the same facility for observation, 
and, therefore, it is possible that a company may start operations 
on a block of claims, through which a diagonal fault passes 
causing a vertical displacement of 1000 feet. 

In the next illustration. Fig. 6, let the property be represented 
by the lines EW, ER, RS, SW, and let there be a diagonal 
vertical fault passing through the points E and S. Now assume 
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that shafts are sniik in the positions shown, which strike the 
reef at 3000 feet vertically, and development commences. The 
levels driven in the direction of the western boundary wonld be 
Buecessively shorter, until the arrival of a time when no more 
ore could be opened either south or east of the western shaft ; 
in other words, the usefulness of the 'western shaft as a direct 
means of ore development on the north side of the fault would 
have ceased. 

The angle of the dip of the fault line, however, as illustrated 
in Fig. 6, might be such that the western shaft would pass 




Hf. 6. 

through it before reaching the reef horizou, and consequently 
this shaft would be useless for the development of ore on the 
Dorth side of the fault, aud it would be, therefore, necessary to 
sink it 1000 feet deeper, that is, to the horizon of the reef on 
the south side of the fault. 

Section K (Fig. 7) shows the point at which the western shaft 
would pass through the fault, were it dipping to the north-east 
at an angle of 75°. The shaft would intersect the fault line at a 
depth of 1460 feet from the surface, and thereafter would be 
traversing the country rock on the downthrown or southward 
side of the fault. The intersection of the fault and reef would 
be at a point outside of the boundary of the property we are 
considering, and at that point, the reef would be displaced 
downwards to the extent of 1000 feet, as shown. 

The eastern shaft would strike the reef — which we assume 
to be dipping at 20° — at 3000 feet vertically, and, as shown ia 
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Fig. 6, would have a small triangular piece of reef to attack on the 
northern side of the faalt. It would, however, be continued to 
the horizon of the southern portion of reef, and would, as shown 
in section L (Fig. 8), strike the latter again 1000 feet lower, 




SECTION K . 
( on line A.B I 



at the intersection of the reef and fault, from which point it 
would serve to assist in the development of the deeper ground. 

The horizontal projection of the fault, in the line of true dip, 
at a depth of 3000 feet from the surface, is 800 feet, resulting in a 
dupHoation of a strip of ore in the region of the eastern shaft 
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3200 feet in length, by 270 feet in breadth, equal to say 200,000 
tons of ore. 

The practical effect of a fault dipping, as shown ia the 
foregoing Bections, is that the company is confronted with a 

'—- * <haff 
C ) 



SECTION L . 
( oh link .CD ) 

Fig. 8. 

largely increased expenditure, as well as great delay in reaching 
the producing stage. 

Such cases as that just described illustrate the great 
necessity that exiBts, apart from conBiderations of grade average, 
for having the development work well in advance of the milling 
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requirement. The delay that would arise in the instances just 
quoted might easily lead to a suspension of gold production for 
a period of twelve months, if the precaution of having advance 
development were not observed ; and seeing that during that 
period there would be no revenue from the mine, the unlooked- 
for capital sum required would fall very heavily on the company. 
Moreover, the average cost per foot of the new development 
would be practically doubled, and therefore would have to be 
redeemed at a higher figure per ton than ordinarily, resulting in 
a serious reduction of profits. 
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CHAPTER III. 

. CHARACTERISTICS OF THE REEF. 

Features of the Reef. 

The singularity of the banket beds of the Transvaal, and the 
output of gold which they support, have given birth to such a 
mass of literature on the subject, that only the salient features 
will be mentioned here. The reefs consist substantially of an 
arenaceous pyritio base, in which are set ronnded pebbles of 
quartz, quartzite, and, rarely, other rook fragments, oonsoHdated 
into a massive whole. The quartz pebbles are, for the most part, 
white in colour, and of the size of pullets' eggs, but they vary 
both in colour and size within very wide limits. As a general 
statement, it may be said that the pebbles are quite barren 
of gold, though cases of its inclusion have been reported fix)m 
time to time. The gold affects almost exclusively the iron 
pyrites, which, with the quartzite grains, form the base or 
cementing medium in the ore, and it may be taken as an axiom, 
that an ore which contains no pyrites will likewise contain only 
traces of gold. 

On the other hand, however, it does not at all follow that every 
pyritio ore contains gold ; it usually does, but in any proportion, 
from only a chemical " trace " to the richest impregnation, and 
hence the presence of pyrites in the ore is, per se, no criterion 
of value. The writer has, however, observed in this connection, 
that a highly developed crystallization in the pyritic grains — 
one in which the angles of the crystals are sharply defined 
— is, as a rule, an unfavourable indication, whilst an imperfect 
crystallization, in which appear a proportion of rounded forms 
of pyritio grains, may be regarded as very favourable. The 
large pellet-like forms of pyrites found in the reef are seen, 
after oxidation, to exhibit structural rectangular skeleton forms, 
attached to which may frequently be seen particles of gold. 

From the metallurgist's standpoint, the banket ore is 



.oogic 



i6 THE DEEP-LEVEL MINES OF THE RAND. 

singalarly £ree from refractory Bnbstances — such as antimony, 
arsenic, zinc, and lead ; though all of these, with the exception 
of autimony, have been recognized in specimens by the writer, 
and doubtless all exist in certain small proportions in every mine 
on these Fields, bnt the proportion is too small to afifeot the easy 
treatment of the ore. Besides the minerals named, platinum and 
allied metals hav^ been recognized in concentrates obtained from 
the banket, but again in such proportions as to render their 
association with the gold only one of scientific interest. 

" Visible " gold, or gold which can be seen by the unassisted 
eye, may always be found in the rich sections of the reef, if 
trouble be taken to search for it, but, in general, the ore from the 
mines shows no visible gold. 

The gold " reefs " of the "Wifcwatersrand (although, strictly 
speaking, they do not belong to the same class of deposit as the 
Australian reefs, and hence the term "reef" is a misnomer, 
these being stratified beds) are usually recognized as five in 
number, and in the relative positiouB shown in the annexed 
cross-section A (Fig. 9). 




— Section. A . 

Fl«. 9. 

Distance, horizontal, Main Beef to South reef, from 10 feet to 600 feet. 

„ „ South Reef to Linngstotie Reef, from 1500 feet to 2000 feet 

„ „ LiviDgBtone Reef to Bird Reef, from 1500 feet to 2000 feet^ 

„ „ Bird Reef to Kimberley Reef, from 2500 feet to 3500 feet 

The cross-section measured horizontally will vary obviously 
in strict proportion to the angle of dip which the reefs assume 
on the line of section, as well as owing to greatly varying widths 
of qaartzite between the reefs. Cross -sections, for instance, 
taken through the east end of the New Ooch Mine, and the 
western end of the Roodepoort United Mine, show remarkably 
different thicknesses of quartzite as seen in the sections B and C 
(Figs. 10 and 11). 
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A peculiar feature of the Goch crosB-section is the interbedded 
sheet of igneoas rock lying between the Main Beef and Main 
Beef Leader; This sheet the writer believeB to be continuous 
to the Bame horizon, from the Bobinson Mine on the west to 
the Van Ryn and Modderfontein Mines on the east, forming in 



\. 
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Section THRouflH OPPEH leveh .. new Goch . 
— Section B . 

A Mat'nfita fi. B . InftrbtMee f Duke . 



the latter instances the so-called " slate " foot-wall, which is so 
conspicuous a feature of the mine geology. 

Of the various reefs shown in section A (Fig. 9), only the 
Main Beef, Main Beef Leaders, and South Beef have proved 
to be consistent in gold value — that is, needless to say, in value 
sufSciently great to warrant the heavy expenditure required for 



SECTION THRdUSri UPPKW LEVgLS . ROOOtPOCItT UfllTED . 

■ — Section C — 
A- daifLBSf/ g. Mam ftM f leader . 

Pig. II. 

development and equipment. The Kimberley reef has certainly, 
at points, been proved to contain payable shoots of ore, notably 
in the Krugersdorp district, where it is known as the Battery 
reef. It may be a factor to be reckoned with in the future, on 
account of its great width and undoubted auriferous character, 
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bnt as tax as present economic conditions may be taken as a 
gauge of those that will obtain in the fatore, we may dismiss it 
as unlikely to be worked to any extent by the Deep-level com- 
panies. In the following pages, therefore^ the writer will confine 
his remarks to the Main Beef, Main Beef Leader, and South 
Beef, all included in the one generic term " Main Beef Series." 

Thickness of the Reefs. 

It may well be imagined that, in the stretch of country 
traversed by the Witwatersrand mines, all variations of width 
between maximum and minimum are enoonntered. Aa a general 
proposition it may be stated that the Main Beef is the widest 
body in the series to which it gives its name. It may vary in 
a given mine, and actually does, in one under the writer's 
control, from the merest stringer, difficult of recognition, to 
a massive body of 12 to 15 feet in width. Its average width 
may be placed at from 4 to 6 feet. 

The Main Beef Leader shows similar variation in its thickness 
as the Main Beef, though at its maximum it never attains the 
great thickness of the latter. It rarely attains a width greater 
than 6 feet, and, on the other hand, may not average in a given 
mine more than 6 inches. Its mean width is probably approxi- 
mately expressed by 12 to 18 inches. 

The South Beef exhibits, in common with the Main Beef 
and Main Beef Leader, a high degree of lenticularity. It 
perhaps, more frequently than the other reefs of the series, will 
change in a development heading, from a solid body of 5 to 
6 feet in width to a few disconnected stringers, which are 
difficult to recognize as the continuation of a fine body, less, in 
cases, than 100 feet front the point of observation. It undergoes 
greater changes of character and value, as between district and 
district, than either of the reefs earlier described. In the 
central section of the Band, that is from the Henry Nourse 
Mine on the east side to the Crown Beef Mine on the west, its 
width is consistently greater than at any other section of the 
Band. It assumes in places within this central district, as in 
the Meyer and Charlton Mine, a width of 10 to 12 feet, and 
probably averages not less than four feet. In that section 
extending westward from the Crown Reef Mine to the Witpoortje 
fault at Boodepoort, the reef thins out to a mere leader, 
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averaging no more than a few inches in width, and occurring 
in long stretches as a small stringer not more than one inch in 
width. From the Witpoortje fault westward it continues as a 
small body of an average thickness not greater than four inches. 
Eastward of the Henry Nourse, and as far as the Modder- 
fontein Mine, the reef is but little developed, on account of 
poverty. Where exposed through this section, it shows a 
tendency to divide into a series of thin stringers, this feature 
being well exemplified in the Van Eyn and Modderfontein 
properties. SuflBcient data are not available to warrant the 
statement of an average width of reef for this section. 

Value of the Reefs. 

The values 'of the reefs, no less than their widths, show every 
degree of fluctuation between the highest and lowest values 
recorded. A comparison of the reef values in the different 
districts of the Hand will disclose the varying tenor of the gold 
content very clearly. Take, for instance, the comparative values 
of the South Reef in the Ferreira Mine, and in the May Con- 
solidated. In the first instance, the high-level mark of Band 
ore value is reached, in the seoond it is quite unpayable. The 
same comparisons may he drawn between either of the other two 
reefs of this series, with similar results. 

In the matter of reef values, the central section of the Band 
— or that named as extending from the Grown Reef Mine on the 
west to the Henry Nourse Mine on the east — can show a better 
average over the three reefs than at any other section on these 
Fields. It is not uDcommoa to find within the limits named 
that all three reefs of the series — Main Beef, Main Beef Leader, 
and South Reef — are being mined. 

Going eastward from the Henry Nourse, the South Beef 
and the Main Reef gradually lose their value, until in that 
section from the Geldenhuis Estate to the eastern end of the 
fields — Van Ryn and Modderfontein — what is in the writer's 
opinion the Main Beef Leader only can be profitably mined. 

On the western section, going west from the Crown Reef 
and as far as Roodepoort, the South Reef is the mainstay of the 
producing mines. Occasional patches of both Main Reef and 
Main Reef Leader have been worked, but the total percentage 
of both reefs to the grand total mined is probably under five per 
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cent. From Roodopoort westward, the Main Beef becomes 
increasingly important, furnishing under its local title of Botha 
Beef a large percentage of the ore milled in the Krugersdorp 
district ; the South Reef making np the balance. The latest 
developments in the Randfontein mines lead to the conclusion 
that throughout that section both Main Reef and South Reef are 
payable. 

In consideriDg the value of Rand ore, the very common but 
erroneous idea, that in any given mine but little fluctuation of 
gold content is experienced, must be abandoned. In this 
respect, all the features of ore shoots met with in any other class 
of mineral or metalliferous deposit can be observed, but there 
are on the whole a greater number of shoots ; in other words, 
there is less unpayable ore, as between ore shoot and ore shoot, 
in the banket ore of the Rand, than is the case generally with 
the other deposits mentioned. A glance at the map of the 
Witwatersraud goldfields will suffice to demonstrate the fact, 
that there are long stretches of the Main Beef series, which 
have so far not been very vigorously exploited ; and the reason 
is clearly to be attributed to the low-grade character of the ore 
within such stretches, since at all points where the reefs are 
undoubtedly of good grade they are fully worked, to the depths 
so far attained. 

The writer's experience of the features of the ore value in 
the different mines with which he is actively connected points 
undeniably to the conclusion that the gold affects certain zones 
of the banket areas, which said zones have a well-de6ned 
direction with regard to the strike line of the reefs, varying in 
the said direction in the different localities. This feature is of 
the utmost importance in the writer's opinion, in the deter- 
mination of the probable values of deep-level property, because 
the inclusion or otherwise of a rich shoot from an outcrop 
property might very easily make all the difference between high 
payabihty and a struggle to meet expenditure — this being 
specially the case in the event of having a wide shoot, dipping 
in a direction widely divergent from the line of dip. The 
sketch given in Fig. 12 will illustrate what is meant. 

Let the figure represent four mining properties, and A and 
B two companies workiDg about equally productive mines on 
a wide shoot of ore. In course of time companies are formed 
to develop the properties of C and D, and the assumption is — 



,v Google 



CHARACTERISTICS OF THE REEF. 21 

based on the generally accepted view that a property to the 
immediate dip of a known productive one will be equally pro- 
ductive — that C and D will be equally as valuable as A and B. 
But later development would prove the value of C to be con- 
Biderably lower than that of D, because of the direction assumed 
by the ore ahoot. 

To explain the rationale of shoot phenomena in banket reefs 
is most difficult, holding the view of the writer that the gold, 
quartz pebbles, and other constituents of the now consolidated 
ore, were all contemporaneously deposited. Nature has in some 
way set up segregating influences, in the mass of deposited 
detritus, which have acted upon the gold particles in such a 




manner as to induce a more or less constant axial direction in 
the segregated lines. Under conditions of extreme temperature 
and pressure — when probably these beds, being less homogeneous 
than the surrounding quartzites, would become affected, and the 
silicious matter partly gelatinized — there would be scope for the 
performance of many natural operations, the nature of which 
can only be conjectured to-day. 

If the surfaces of the quartz pebbles have not been gelatinized 
subsequent to their deposition, how can we reasonably account 
for the imbedding of pyritic pellets within the surface of quartz 
pebbles in the manner so frequently seen in specimens from the 
Kimberley reef? And how can the presence of these pellets — 
which are not sufficiently hard to withstand the erosion due to 
transportation from their original source — be accounted for 
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other than hy postulating natural segregation? To the writer's 
mind it is at least clear that, be the scientific explanation what 
it may, his experience in the development of banket areas 
points, in almost every instanoe, to the separation of any given 
developed area into unpayable and payable zones, these being 
roughly parallel, constant in a general direction, and invariable 
as to their classification. As to whether it be permissible to 
project this theory indefinitely is one on which opinion might 
reasonably be divided. 

In speaking of the value of the Main Beef Series, it must be 
borne in mind that values over a stipulated sloping width are 
always given. The actual value of the Main Beef Leader and 
the South Beef footwall leader on a length of, say, 600 feet of 
drive, may be found to average 10 oz. per ton on clean reef over 
the total length ; bat the reef will probably, in such a case, not 
average more than 3 inches in width, and it may not be possible, 
owing to the bedding conditions, to take less than 42 inches of 
thickness when stoping. Thus, instead of having ore assaying 
10 oz. per ton to figure on — when calculating the probable 
recovery value to be obtained from stopes on such a reef— the 
inclusion of 39 inoheB of barren rock, necessitated in winning 
the 3 inches of rich ore, reduces the average value of the whole 
from 10 ozs. per ton to 14-3 dwts. per ton. 

The sorting processes now iu vogue again alter the value in 
proportion to the percentage of waste rock which is discarded ; 
and as this sometimes reaches as high as 40 per cent, of the 
total ore brought to surface, it is obvious that the assay 
value of the remainder — which, with the exception of the 
"fines," is presumably all clean ore — must be considerably 
increased. 

These various influences on the value of the ore proper make 
it impossible to arrive at original values from a study of the 
ultimate recovery values which the mines declare. Let us 
suppose a case of two companies working a thin reef yielding 
ore of equal value, and assume that " A " company is sorting out 
40 per cent, of waste, while " B " company does not sort at aU. 
Let the value of the ore as deUvered at the surface be 10 dwts. 
per ton, then the probable yield from each would be as 
under : — 

" A " Company (40 per cent eortiug) yield per ton milled, 46i. 
" B " „ (no sorting) „ „ „ 32.. 
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In summing up the value of the reefs of the Band, it is there- 
fore necessary to know approximately what conditions are present 
tending to modify the ultimate result, and as these conditions 
vary in the different mines according to reef width and bedding 
features, the ultimate values of any arbitrary section can only 
be ascertained by study of each particular case. 
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CHAPTER IV. 

EXISTING DEEP-LEVEL COMPANIES AND 
THEIR RECORDS. 

Development of Deep-level Mines. 

The tendency has been, during the eyolutionary period of the 
Band deep-level shaft, to demonstrate the neceesity for larger 
and better proportioned shafts than those sank at the beginning 
of the said period. The first shafts sunk consisted of three or 
font compartments, of which two or three were used as hoist- 
ways, and one as a pnmp and ladder -way. The recent practice 
has been to sink five-oompartment shafts, fonr compartments 
for hoisting, and one for pump and ladder-way, the latter being 
extra big for purposes of ventilation. 

In the appended illustrations — Figs. 13 to 18, Plates II., 
in., rV. — particulars are given of a deep-level shaft estimated 
to strike the reef at 3000 feet, now being sunk under the writer's 
supervision on the property of the Cinderella Deep, Limited. 
The details shown in these diagrams will be appreciated by 
engineers, although perhaps not required for the main purpose 
of this volume. 



Rate of Sinking. 

This obviously varies with the conditions which are met with 
in the sinking, such as water, variations iu rock hardness, labour 
supply, etc. Rates of monthly sinking have been achieved on 
the Baud which have no parallel in any mining country, as 
witness the sinkiug of a 26 feet by 6 feet shaft (inside timbers) 
by the Simmer and Jack West, Limited, 203 fpet in one 
calendar month, the depth of shaft at the time being over 
2000 feet. Every endeavour is made, by introducing systems of 
bonus for footage performance above a set minimum, to sink 
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the shaft at the utmoet speed, and in this connection the 
following table of costs and bonus on several different shafts 
will prove interesting : — 

Fbrkeira Deep. Paid as boana, 6<. per foot up to 85 feet, and 12i. per foot after 

thAt. 

No boRDs given for timbering. 

Head Office and London expensea are included in Sundry Costs. 

NatiTe food is tnclnded in native wages. 

Two abana were mink during the period. 

AxoELO Deep. The shaft ia divided into three cage waja, 4' 6" x 6', and a pump 

department, 6' x G'. 
The timbering ia G" x 8" pitcbpine, in aeta 5 feet apart. 
A bonna of £1 per foot waa paid after 80 feet was made. 
One ahalt only was being sunk. 

6i»iEn Wrst. Tha bonus in thia abaft waa as fallows :— 

From 100 to 120 feet, £6 per foot 

From 120 \a 140 feet, £7 per foot. 

From 140 to 160 feet, £8 per foot 

All beyond 160 feet, £9 p«r foot. 
The aizes of the timbera are as followa ; — 

End and wall plates, 8" x 6". 

Studdlea, 3" x 10". 

Dividera, G" x 10". 
One shaft only was being annk. 
Kkigrts Central. The managers' and engineera' feea are included En European wages. 
The bonna was as follows : — 

From 70 feet to 60 feet, £2 per foot 

From 80 feet to 90 feet, £3 per foot. 

All over 90 feet, £4 per foot. 
Tlie sizes of the timbers were — 

Wall and end plates and comer poats, 8" x 8' . 

Studdle8,4i" x 8". 

Dividers, 6" x 8". 

Compiled from official figurea by Mr. F. Drake. 

It is recognized by the engineers in charge of deep-level 
works, that supreme importance attaches to the intersecting of 
the reef iu the least possible time, and for that reason every 
inducement is held ont to the workmen for acceleration in the 
sinking work. The first cost of sinking in these circumstances 
may appear high, but the value of the increased speed attained, 
and therefore the earlier starting of development work, easily 
recompenses a company for the high initial outlay. As an all- 
round figure, the rate of sinking throughont a deep-level shaft 
np to 3000 feet in depth may be placed at 115 feet per month. 
At depths lower than that there will be a diminution iu speed, 
and the writer estimates that from 90 to 100 feet per month will 
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be the highest average rate achieved in the shafts which are laid 
ont to cut the reef at depths of 5000 feet and over. A GOOO-feet 
shaft would therefore occupy, at 90 feet per month, a period of 
5' 7 years in sinking. 



Co5t of Shaft Sinking. 

This figure varies greatly in the different districts. In the 
Roodepoort district the cost of sinking is much less than that on 
the Central Baud, because of inherent differences of structure 
and bedding in the quartzites. In the same locality, however, 
very great differences may occur. In one shaft water may be 
met in more or less abundance, greatly hindering progress ; or 
dykes may be encountered which are very tough to driU, and also 
require a large expenditure of explosives in blasting ; or labour 
may be scarce, resulting in a low footage sunk, and the con- 
sequent higher proportional charges of management and general 



The methods of shaft sinking may be classed under three great 
heads: (1) Handwork only; (2) Machine drill only; (3) Part 
hand and part machine work. All three methods have their 
champions, and doubtless for special conditions a given method 
may prove more advantageous than others. It has, however, 
been fairly conclusively proved that in average conditions hand 
labour is both speedier and cheaper than machine drilling. 

Some actual costs on Rand deep-level shafts — compiled by 
Mr. F. Drake — are shown on the opposite page. 

In this class of work, as in all other, gradual reductions in 
cost were being achieved, and there is no doubt that tmder 
better conditions, and with the increasingly marked attention to 
expenditure in detail which is becoming the rule, the average 
cost per foot will show a considerable fall. 

It may be estimated that the cost of sinking and temporarily 
equipping a deep-level shaft to about 3000 feet is about ^0 per 
foot, and that the expenditure per foot, calculating in the 
permanent plant and all work in connection, will not be less 
than i£35 per foot. 

On the projected deep-level shafts of to-day — 6000 feet and 
thereabouts — the average cost per foot will be much higher, 
firstly, because the footage will gradually decrease with depth, 
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FBSKniMA DUF. 




Dasp. 


SiMMBB WlBT. 


KniGHTS 

Ckntbal. 
1367-1631 


Depth of shaft . . 


980-1192 


1109-1236 


99-2-1112 








1429-1541 










Period covered byrefaira 


Hardi and 


Nov., 1897, and 


Uarcb 


1896 


Aug. and Sept., 1 




April 


1898 


Feb. 


1898 




1S9S 1 


Depth sunk during 
















period 


212 feet 


239 feet 


120 feet 1 264 feet | 


Siu of shaft within 
















timbers . . . 


21jfeet 


X 6 feet 


21 feet 
►hlg.. 


xefeet 


25 feet 


X 6 feet 26 feet 


X 6 feet 




.big.. 


Pct 

C«Dt. 


Per 
ce^t. 






Per 
c«dC 


SlKKIKO. 












1 




Enropean wages . 


37-23 


16-16 


48-73 


14-48 


61-62 


15-02 57-04 


16-63 




718 


2-92 


19-63 


5-89 


27-50 


6-71 33-03 


9-55 


Katii^ wages 


82-08 


33-44 


69-88 


20-71 


72-26 


17-62 1 90-13 


26-09 


„ food . 


_ 




13-56 


4-25 


28-03 


6-83 11-48 


3-32 


Dmamite 


22-87 


9^31 


28-37 


8-42 


32-55 


7-94! -20-18 


5-84 


Fuse .... 


1-43 


0-58 


1-87 


0-56 


1-25 


o-ao 1-70 


0-49 


Detooatora . 


0-52 


0-21 


0-87 


0-25 


0-53 


0-13 0-45 


0-13 


Coal . 


14-85 


6-23 


12-25 


3-63 


21-85 


6-33 26-95 


7-80 


Lubricants, packing and 
















waste . 


1-46 


0-59 


1-Gl 


0-47 


0-16 


OKw! 1-02 


0-29 


Tools .... 


0-69 


0-24 


2-26 


0-67 


1-55 


0-38 — 




Iron, bolts, nuts, etc. . 


0-32 


0-13 


1-03 


0-31 


0-77 


0-19 1-85 


0-53 


Paraffin, candles, etc. . 


1-52 


0-62 


3-93 


1-lG 


2-27 


0-65 1-45 


0-42 


Sundiy stores 


1-65 


0-63 


4-56 


1-35 


9-28 


2-26 4-00 


1-16 


WoTkahops account . . 
Drill Bteel and sbarpen- 


1-35 


0-55 


























ing . . .^ . 
Sundry cash expendi- 


12-08 


4-92 








0-85 


0-21 — 


















ture . 


1-70 


0-69 


2-92 


0-86 








Qeoeral maintenance . 


— 




7-33 


2-17 


36-24 


8-84 1 - 


— 


TmBBRIKQ. 












1 




European wages , 
„ bonus . 


6-46 


2-62 


16-20 


4-81 


12-24 
10-00 


2-98 
2-44 


16-99 


4-62 


Native wages 


1-24 


0-61 






3-66 


0-89 


2-51 


072 


,. f<T . . 










1-26 


0-31 


0-31 


0<I9 


Timber 


47-18 


19-22 






47-17 


11-50 


53-57 


15-60 


Sundry stores 


0-54 


0-22 


41-48 


12-32 


4-25 


1-04 1-50 


0-43 


Workshops account 


4-31 


1-76 


- 


- 


- 


- : - 


— 


Head Owici ahd 
















London. 


















Hanagei^' and engi- 


















neers' fees 






34-86 


10-35 


13-33 


3-26 






Directors' fees 






13-94 


4-14 


9-72 


3-26 






H. 0. salaries 






6-76 


1-71 


6-66 


1-62 


6-06 


1-76 


Loudon salaries . 




— 


5-71 


1-69 


6-14 


1-25 


3-78 


1-00 


Totals 


246-45 


100-00 


336-46 


100-00 


410-12 


lOfrOO 


345-62 


lOfrOO 
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because of the delay that will arise in clearing the bottom 
of the shaft after each blasting ; and, secondly, because all 
equipment will require to be of a much heavier and more 
expensive tjrpe. 

The writer would eslimate an increase of £5 per foot on the 
second stage of the shaft-siukiDg, that is, from 3000 to 6000 
feet, making the cost per foot without the full equipment £25 
per foot, and with the full equipment ^£40 per foot. 

Existing Deep-level Mines. 

In common Band parlance, the deep-level mines now pro- 
ducing gold belong to the " first row" of deeps, the said rows 
being extended indefinitely, according to the fancy of the respec- 
tive property-holders. The north boundary of the first row of 
producing deeps averages only a little over 1000 feet from the 
outcrop ; the second, 4000 to dOOO ; and the third, about 0000 
to 7000 feet from the same starting-point. Section IVI (Fig. 19) 
is a section from the outcrop to the third row of deep levels. 

SMBtSe. JfedMtt mrSflK^ IffiSSt,. 



Section , M. 
Fig. 19. 

The varying angles of dip encountered along the Main Reef 
outcrop, make it quite impossible to state a general average for 
the depths of shafts in the first, second, or third row of deeps. 
This is well illustrated in the case of the Nourse Deep shafts,, 
respectively but 520 and 820 feet from the outcrop. In the 
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first case, the South Keef was struck at approximately 1300 
feet deep, and in the second, the same reef was intersected at 
slightly over 1400 feet. In contrast to this, the deep-level 
shafts of the West Eoodepoort Deep, and the Roodepoort 
Central Beep, distant from outcrop 2S00 and 2600 feet respec- 
tively, strike the South Reef in the first instance under 1200 
feet, and the second under 1400 feet ; and, again, the Vogel- 
struis Consolidated Deep West shaft, 2190 feet from outcrop, 
or somewhat less than the Roodepoort shafts, did not strike 
the South Reef until a depth of 2400 feet was reached. In each 
instance, therefore, separate data have to he collected, upon 
which to base estimates of depth. 

The first row of producing deep-level mines occupies an 
aggregate length of 12'6 mUes, out of a total length, from 
Modderfontein on the east, to Bandfontein on the west, and 
neglecting all curves on outcrop, of 42 miles. Prom the total 
length, let 10 miles he deducted to allow for poor and badly 
faulted ground, and there remains a length of say 32 miles. The 
aggregate of 12*5 miles, representing the producing deep-levels, 
forms to the total length of reef as just specified, a propoi-tion of 
40 per cent, nearly. 

At the moment there is no deep-level mine in existence— or 
projected, as far as the writer is aware — beyond the limits of 
Roodepoort on the west, and Boksburg on the east, with the 
exception of the Tudor deep-level to the west of Roodepoort, 
and the Geduld Proprietary on the east of Boksburg. The 
Benoni Company is not, strictly speaking, a deep-level, nor 
can the Modderfontein Company, although possessing a vertical 
shaft to the south of the Van Ryn Company, he properly classed 
as a deep-level, as it also works the outcrop of the Van Ryn 
Reef at the eastern end of its property. As there is, there- 
fore, but little evidence of deep-level values beyond the limits 
stated, we might fitly, for the present, confine our consideration 
to them. 

The length of a straight Hne drawn from the West Roode- 
poort Deep, which is on the western limit, to the Cinderella 
Deep, which is on the eastern limit, of the section of the 
Rand we shall proceed to consider, is approximately 25 miles. 
The total number of deep-levels actually at work, either pro- 
ducing, in the development, or the shaft-sinking stage, is — going 
from east to west — 33 : 
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NuneotCompu}'- 


ISo. of 

cUilEB. 


PodtioD. 


CiDderolla Deep . 


290 


2nd„» 


Angelo Deep . 












273 


iBt „ 


Knif^tH E>e«p . 




179 


l8t „ 


Knighta CenUul Deep 




443 


2nd .. 


Glen Deep . 




183 




Simmer and Jack East 








Rose Deep 




181 


Irt ,, 1 


South Rose Deep . 
Kaod Victoria E^Rt . 




, 266 


2nd „ 




1 273 


3rd „ 


South GeldenhDis Deep 




19-2 


2nd „ 


Rand Victoria Mines 




1 299 


3rd „ 


Geldenhuis Deep . 




212 


l8t „ 


Simmer and Jack West 




200 


2nd „ 


Jumpere Deep . 






Ixt „ 1 


Jupiter a.M. Co. . 








NourseDeep . 




' 202 


1st „ 


Sonth Konrae Deep . 




1 290 


2nd - 


VillBKe Main Reef . 




140 


iHt „ 


Village Deep . 




1 186 


2nd „ 


Ferreim Deep . 




141 


iBt „ 


Robinsoa Deep 




1 209 




Bobinaon Centrid Deep 






let „ 


Crown Deep . 








LanplaagtB Deep . 








Langlaagte Royal . 
















Main Reef Deep . 




245 


let „ 


Mwn Reef West 




343 


Irt „ 








lat „ 


Durban Rood. Deep 
Roodepoort Central Deep 
West Roodepoort Deep 






lat „ 




186 


1st „ 




244 


iBt „ 


- 


— - 


^ 


_. 



n 



Shaft Mnking 
DevelopiDg 



Producing 
Developing 
IVoducing 

Developing 
Shaft ambing 



Producing 
Shaft ainkmg 
Producing 
Shaft sinking 
ProducinR 
Shaft sinking 
Producing 
Shaft sinking 
Producing 

Shaft sinking 
Producing 

Equipped, but not producing 
Sliaft Mnking 



Developing 
Producing 



Developing 

This list claasjfied atanda as in the nest table. 
FiKST Row Dekp-i^vels. 



Ko. of CompiDia. 



1 equipped, bnt 
not producing ' 



Second Row Dksp-levkls. 



TaiBU Bow DEEP-LEvr:LS. 



In the area under consideration — that is, from the Cinderella 
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Deep on the east to the West Boodepoort Deep ou the ■west — 
these figures show that in the position of the first row of deep- 
levels, of a total of 33 companies in a length of 25 miles, only 13 
have so far reached the producing stage ; one of which, the Lang- 
laagto Koyal, has been shut down since November, 1896, the 
mine being so broken up by dykes and faults as to make the 
operations unprofitable. In the position of tbe second row of 
deeps, only three companies have reached the developing stage, 
tboagh this is imminent in the cases of the Jupiter Gold Mining 
Company, Simmer and Jack West, and South Geldenhuis Deep, 
lu the position of the third row of deeps, only two companies 
have so far broken ground. 

Assuming an average length of 6000 feet along the strike as 
the basis of a company's holding, there is room in the distance, 
between the limits taken, for 22 companies. Out of this length 
however, because of insufiScient data, must be deducted all that 
stretch of reef from the Langlaagte Deep Westward to tbe 
Durban Eoodepoort Deep. 

The length of the section named is approximately eight miles, 
which, deducted from the total distance between the stated east 
and west limits, leaves a length of 17 miles ; and of the total 33 
deep-level companies scheduled on an earlier page, no less than 
28 are included in the 17 miles with which it is now proposed to 
deal. 

Deep-level Shafts now Sinking;. 

The following are the deep-level shafts now in the process of 
sinking, the approximate distance from the outcrop, and esti- 
mated depth to the reef. 

Shafts less thak 2000 feet distance from Odtcbop. 



Comply. 


Shtti. 


DiatuiM from 
Ootorop. 


PrCMDt 

depth. 


"-^ 


Main Reef Wert . 


East 


1900 


50 1300 



Sh.ifts msTAJiT 2000 pbet from Outcrop axd uxdek 3000 fekt. 



Main Beef Deep . 


Wert 


2040 


70 


1250 


Vogel. ConB. Deep 


West 


2190 


2400 


2600 


KleinfoDUin Central . 


West 


2300 


370 


1160 




Main 


2320 


600 


1550 


Main Reef . . . . 


East 


2435 


80 


1700 


Main Reef East ) 
Main Reef Deep / 
South Nonree Deep . 


Joint 


2700 


40 


1800 


■Wert 


2870 


80 


2300 
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Shafts distast 3000 fbet fbom Outcrop as» ckdrr 4000 kbkt. 





Compuir. 

ntein Central . 


' Shaft 
East 


Dirt»Dce from 
Outcrop. 

3030 


IWBt 

depth. 


ErtimittddepUi 


Kleinfe 


250. . 


lC-20 


South Nourae Deep 


TOoet 


3030 


80 


2370 


Village Deep 


YjoX 


3100 


1200 


2250 


Tudor 






3210 


only storied 


2230 


Tudor 




West 


3210 


only Btarted 


2230 


Village 


Deep . . 


West 


3400 




2250 



Shafts dista^tt 4000 ircET from Outcrop t. 



Laocaster . 


Central 




CiaderQlU Deep . 


! Main 




Lancaster West . 


Botha Deep 


4100 


South Oeldenhuia Deep 


Milner 


4100 


Angelo Deep 


■ WeBt 


4260 


Angela Deep 


East 


4350 




Rhodes 


4500 


South Bose Deep 


, Rudd 


4540 


Enigbta Central. 


Kaat 


4937 



100 


,1900 1 


660 


3000 1 


100 


2000 


2750 


2800 


243Q 


4100 


2400 


4100 


2000 


■ 2800 


2400 


3100 


650 


2300- 



5000 FEET FROM OlTTCttC 



Simmer and Jacl East . 
Simmer Rnd Jack West 
Simmer and Jack West 



Lohse 

I Howard 

Webb 



5080 
5340 
5640 
5650 



> U!<I>Elt 6000 FEET, 

1780 : . 1830 
I 3370 > no estimate 
; 430. ; 3000 



Seafts distant 6000 feet f 



Jupiter 
Band Victoria 
Bund Victoria 
Rand Victoria East 



Cablin 
I Albert 

Victoria 




a eotimate 
. 4000 

4000 

4000 



These shafts are conveniently olasaified in depths thus :■ 



DepCha from 
HiTt«oe,iDfeet. 


1500 and 
nader. 

3 


2000 und 
UDdet. 

7 


UhW uid 
{ under. 

8 


3000 and 1 SfiOO and 1 4000 and 
UDder. undw. 1 under. 

6 13 
1 1 


4600 aod 


No 

eatimatc. 


No.ofahafta 


2 


2 



Total 31 shafts. 

In the length of 17 miles which we have taken as a basis for 
the operations of deep-level companies, the first row of deep- 
levels, comprising 21 companies, may be said to be all in process 
of active exploitation, as in these areas — notably in the East 
Band — where first rows of deep-levels do not exist as separate 
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compauies, the ground is held and under operation in the upper 
levels by the outcrop companies. In the second row 10 companies 
are at work, and in the third only two. Assuming that in the 
second and third rows the properties will average 6000 feet along 
the strike of the reef, there remains room for a farther 17 com- 
panies, making in all, on this section alone, a total of 51 companies. 

Records of Deep-level Mines. 

For evidence of permanence in the conditions of the ree&, 
we cannot do better than study the records of the producing 
deep-level mines. These are twelve in number, namely : — 















-ITT ^ r I 1. t ' Darbaii Boodopoort Deep, 
West of Johannesburg j La„g,^gt^ ^e^. 


I Crown Deep. 




' Robinson Deep. 








. Village Main Beef. 




, KonraeDeep. 




I Jumpera Deep. 




East of Johannesbui^ { GeMenhuia Deep. 




/ Rom Deep. 




\ Glen Deep. 




COMPARATIVE YIELDS, COSTS, AND PEOPITS. 


Outcrop Companies asd Corkesposdixo Deep-lkvels, 




KuM of Compur. 




Profit 
pertun. 

6-92 


Kame of Compin.v. 


Tisld 
31-90 


J^ 1 perton. 
30-9 1-00 


PrinceBB Estate 


34-92 ! 28-0 


\ Deep . . 


Durban Boodepoort . 


5(M)0 1 2--7 


aa.an '(Durbftii Roodepoort 
^'°" \ Deep . 


48-97 36-4 i 8-57 | 


Lang!a^!te EaUte . 


27-75 , 20-6 




' 33-56 28-0 


5-56 


Crown Reef . 


.52-47 1 23-9 


28-57 1 Crown Deep . 


36-95 1 23-2 


13-75 


RobiDBon . 


71-76 23-0 


48-76 




1 47-59 »4-4 


1319 


Worcester 


45-04 21-0 


24-041 








Ferreira . 


85-22 27-5 


57-72 


Ferreira Deep . 


70i)0 31-9 


38-10 


Weramar. 


G6-32 24-9 


4I-42J 








Salisbury . . . 
JnbUae . 


27-23 21-0 
34-00 21-0 


J:g}'vil!sge Main Reef . 


65-10 20-9 


38-20 


Henrr Nourae , 


07-45 , 2G-9 


30-55 


Noorse Deep . 


44-08 30-5 


13-58 


New Heriot . 
Jumpers , 


46-28 25-5 
.'t3-96 24-8 


2>-78l 
9-1 of 


Jumpers Deep . 


41-73 30-0 


11-73 


46-24 ' 17-8 


28-44 


Oeldenhuie Deep . 


42-07 21-0 


21-07 


New Primrose . 


33-46 1 18-5 


14-96 


Rose Deep . 


4-2K14 -21-4 , 20-64 


May Conwiidated . 


42-43 19-8 
29-92 ■ 17-6 


22-631 
12-32/ 


Glen Deep . . 


44-42 26-8 17-62 



* Tbe Suuhope and Oddenhuis Main Reef Companies, which, jointly with ibe Geldenhuis 
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An examinatioa of this table will show that there is not of 
necessity the same grade ore iu the outcrop and immediate 
deep-level ground— as witness the Crown Deep and Crown 
Beef — the tendency being to find a similarity between the 
outcrop mine and its next eastward deep-level ; in other words, 
the trend of the ore shoots has a direction rather eastward 
of the true dip line, in all that region from the Langlaagte 
Deep to the Glen Deep. In the Boodepoort district the shoot 
direction is westward, although this is not clearly shown 
by the results so far achieved by the deep-levels ; but the 
writer, iu examining mines in that district, and recommend- 
ing the policy of development, has based the said policy on 
that view, with quite successful Hwults, iu opening up ore of 
higher grade within the projected shoot direction thau in other 
sections. 

The results shown in the table, however, go to show that in 
the neighbourhood of rich outcrop mines there is also rich ore in 
the deep-levels. Taking the districts " on grade," the central 
district comes easily first with the high-grade yields of the 
Ferreira Deep, Village Main Reef, and Robinsou Deep, whilst 
there is quite a remarkable uniformity of grade in the more 
easterly mines, from the Nourne Deep to the Glen Deep, both 
inclusive. The Langlaagte Deep is probably the lowest grade of 
the series, although it shows better in the list than the Boode- 
poort Central Deep ; but the writer believes, as elsewhere 
mentioned, that the grade of the latter, as shown, is by no 
means a fair criterion of the value which the mine will yield 
when working under normal conditions. 

In the comparison as it stands, the yields from five of the 
deep-level mines are lower than those of the corresponding 
outcrop mines, and seven show a higher return. 

In the matter of cost per ton, the outcrop mines easily hold 
the low record, and only in one instance, that of the Crown 
Deep, is there any approximation to similarity as between the 
outcrop and the corresponding deep mine. 

Taking the differences, in each case, between yield and cost, 
there are only two instances — namely, that of the Village Main 
Reef and the Rose Deep — in which the result is appreciably in 
favour of the deep-level mine. In one other instance, that of 

Estate, nork the outcrop aloog this section, are not indnded, aa, on accoant of their bdibU 
area aod the small scale of their operations, t^ej form no basia of corapariBon. 
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the Glen Deep, the " difTerenoe " is almost practically the same 
as the average of its outcrop mines. 

Averaging the differences between yield and cost per ton of 
the outcrop mines, and those of the corresponding deep-level 
mines, and comparing the figures, the result is &s. 3d. per ton 
profit in favour of the outcrop mines, and in like manner, a 
comparison of the average costs will show that the outcrop 
mines work for 5s. Qd. per ton less than the deep-levels. No 
comparison of either cost or profit is, however, quite fair, because 
of differences in aTooont of waste rock sorted. 

It must be taken into consideration, however, that at least 
three of the deep- level mines are not working normally — namely, 
the Bpodepoort Central Deep, the Langlaagte Deep, and the 
Ferreira Deep. 

Id the first case, that of the Roodepoort Central Deep, the 
published assay value of the ore developed in the mine, taken 
together with the high percentage of sorting, calls for a recovery 
equal to that of the Durban Boodepoort, namely, 50^. per ton. 

The reason this was not obtained was due entirely, it is 
alleged — and the writer believes with good foundation — to 
shortness of native labour, making it necessary to use machine 
drills in tbe stopes, thus increasing the width very considerably 
above that of hand stoping ; and further, in order to augment the 
mill supply, about 35 per cent, of the ore milled was obtained 
from the development dumps. These explanations are quite 
sound when it is considered that the actual average width of the 
reef in this mine is probably under 6 inches. Given a full 
complement of native labour, and other conditions favourable, 
the mine should produce 60a. per ton, if any reliance can be 
placed on the published assay values. 

In the second case, that of the Langlaagte Deep, the costs 
had been reduced, in the last two months of running, by about 
43. per ton. 

In the third case, that of the Ferreira Deep, the mill had 
only been running three months, and, without doubt, the costs 
would have been considerably lowered when the mine and plant 
had commenced to run smoothly. 

On the next page will be found a detailed tabular statement 
of the returns given by the various deep-level companies for the 
periods shown. 
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CHAPTER V. 
DIMENSIONS OF DEEP-LEVEL PROPERTIES. 

It is generally held that a deep-level property should have an 
area of approximately 200 claims, this being figured as contain- 
ing sufBcient ore to keep 200 stamps rnnning for 20 years. In 
the opinion of the author, this area is not sufficient for the third 
row of deeps, for the following reasons. 

As a general statement, it is true that only two reefs are 
worked even in the best portions of the Eand' — namely, South 
Beef and Main Beef Leader. Let ns assume that the South 
Beef averages 4 feet in width throughout a given area of 200 
claims, and the Main Beef Leader averages 3 feet in width in 
the same block. It is not probable that the angle of dip in the 
third row will average more than 20°. 

At an angle of 20° and 4 feet width, the South Beef would 
yield roughly 20,000 tons per claim, and similarly, the Main 
Beef Leader, at 3 feet in width, would yield 15,000 tons per 
claim, or a total of 35,000 tons. From this total, the following 
deductions must be made : — 

Total ore contiuned .... 35,000 tone per claim. 
Deduct 10 per cent for dykea aod Stilts . 3,600 „ „ 

31,500 
Deduct 20 per cent for nnpajable ore . 6,300 „ „ 

25,200 
Deduct 20 per ceoL for sorting, say . 5,200 „ „ 

Total milling ore - 20,000 „ 

Now, a 200-stamp mill of latest pattern will crush, in a 28 
working-day month, 28,000 tons of ore. The total estimated 
milling tonnage in the 200-claim block under discussion is 
4,000,000 tons, which, divided by the monthly crushing, gives 
143 months, or say 12 years only, as the life of the mine. It will 
probably be urged that in allowing 20 per cent, of the available 
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toDQage for unpayable ground, after dedncting for dykes and 
faults, I am taking too conservative a view. That, of course, is 
a matter of opinion and experience, and the writer would not 
care to allow less as a general rule. On the other hand, the 
assumption of two reefs throughout the property is quite a 
favourable one, and in many instances one that will not be 
realized ; in fact, there are sections of the Baud in which the 
writer has only estimated a milling tonnage of 10,000 per claim. 

On this estimate, to provide a property which at 20,000 
milling tons per claim and a 200-stamp equipment will have a 
life of 20 years, we require 336 claims. 

The boundaries of a property should be very carefully con- 
sidered, in relation, firstly, to the dykes and faults in the vicinity 
— data of which are obtainable from the shallower mines — and 
also to the ore shoots. 

In the case of the latter, the trend can be very accurately 
determined by a study of the assay plans of mines working 
nearer the outcrop in the same neighbourhood, and where large 
areas are being split up into subsidiary companies, this aspect 
of the question should receive every attention. It might easily 
happen, as pointed out elsewhere, that of two companies placed 
south of developed outcrop properties, a boundary-line, laid out 
on paper, might give to the one company all the best section of 
ground at the expense of the other. 

As a general scheme, deep-level properties should have, where 
possible, a dimension along the strike of three to four times that 
along the dip — the nearer the greater figure the better — for the 
reason that in developing such an area, and having encountered 
poor ore at the start, the great width on strike allows of the 
possibUity that in continuing the work of driving, ore of better 
grade will be met with, whilst, were the property narrow along 
the strike, and the same conditions of poor ore encountered, the 
chances of opening up better grade rock are minimized directly 
as to the narrowness of the property in the strike direction. 
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CHAPTER VI. 

LOCATION OF DEEP-LEVEL SHAFTS, AND 
BORING FOR REEF HORIZON. 

The Location of Deep-level Shafts. 

The practice in the past, ia the laying out of deep-level shafts, 
has been to choose positions as near the outcrop as the 
boundaries of the property would permit. Although, from the 
engineer's standpoint pure and simple, this method does not 
commend itself to the writer as being the best, for reasons given 
at length in a paper read before the South African Institute of 
Engineers in 1897, yet for financial reasons, which have to do 
with the realization of earning capacity upon the invested capital 
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in the shortest time, there is no doubt that it is the best. lu a 
recent paper* read before the American Institute of Mining 
Engineers, a departure fiom the former method has been made, 
by advocating and adopting a scheme of joint and combination 
shafts, which shall be common to several companies. The 
scheme is illustrated in Fig. 20. 

' " Deep-level Shafto on the WitwRtererand," by T. H. L^gelt 
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The four deep-level companiea under this scheme agree to 
Bink the three shafts, in the positions shown, the combination 
shaft being sunk by four participants, and the joint west and 
joiot east shafts, respectively, by two participants. It is claimed 
that this method best serves the four companies concerned, for 
the development of their properties. 

In comparing the methods of developing the properties, it has 
been taken for granted that the lower companies are ia any case 
dependent upon the good offices of the upper companies for 
development, since the only comparisons drawn are as between 
the joint shafts, in the position shown, and as from shafts sunk at 
the points A, B, and C in the northern properties, and from the 
reef horizon in those shafts, by inclines through the total breadth 
of the said northern properties, untU finally the southern 
companies' ground was reached. 

If it were true that tbe only plan of attack for the southern 
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Fig. ai. 

companies lay in some form of co-operation with the northern 
companies, then the writer would heartily endorse the views 
expressed as to the advisability of using the central shaft system 
recommended, but the southern companies are by no means so 
dependent. They have the option, if they think fit, of sinking a 
joint shaft on their divisional boundaries, and just inside their 
northern boundary, and of sinking shafts quite independently in 
any other position cbosen, or in the positions shown in Fig. 21. 

This is, in the writer's opinion, a better location than that 
advocated in tbe paper under notice, for tbe reason that each 
shaft commands an equal length of development, and therefore, 
all other things being equal, connection should be made between 
shaft and shaft, and the levels reach tbe lateral boundaries 
at the same time. Also the equal division of the total length 
avoids the long tramming distances from the outer sections, 
which the criticized location would involve. 
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The scheme advanced in the paper under notice is im- 
doubtedly one which, from a financial aspect, favours the 
Boutheni companies at the expense of the northern, and may he 
expressed in the following statement : — 

" A " company sinks its shafts on its northern boundary, and 
begins milling operations four years after its formation. '* B " 
company sinks its shafts in the centre of its property, and begins 
milling operations five years after its formation. What net 
advantage does "A" gain over "B" on account of entering 
the profit-earning stage 12 months before " B " ? Assume for 
both cases — 

(1) The properties and the tonnage contained to be equal. 

(2) 200 stamps as the basis of equipment. 

(3) Life of mine, 10 years. 

(4) Annual profit, il44,000. 

(5) Work started, January let, 1903. 

" A " company would beginmilling on January 1st, 1907, and 
it would have in baud 12 months' profits by January 1st, 1908, 
when *' B "would begin. 

By January Ist, 1917, "A" company would have earned 
^1,440,000 in profits. If the profits were annually deposited to 
bear 5 per cent, compound interest, the amount would be, at 
the date named, ^1,731,825. (This is the amount of an annuity 
of £144,000 for 9 years bearing 6 per cent, compound interest, 
'plus the last amount of ^£144,000 earned in the teoth year, upon 
which no interest would have accumulated.) The position of 
" B " company would at the same date be, that it had earned 
£1,296,000 in profits. 

Treating these profits in the same manner as before, the 
amount is ^1,619,071. 

" A " company has exhausted its mine, but " B " company 
has still to earn £144,000. The present value of £144,000, due 
in 12 months, isX137,142; and this amottnt added to £1,519,071 
reflects the value of " B " profits at January 1st, 1917, thus : 
£1,619,071 + £137,142 = £1,656,213. 

The difference in " A's " favour at the date named is there- 
fore £76,612 ; which amount represents 5 per cent, compound 
interest on the profit made by '* A" in its first year. 

The present value of £75,612 due in 10 years is £46,409. 

The actual difference is therefore simply the compounded 
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interest on the first year's profits, and whether it be one month's 
or twelve months' difference, thk is the basis upon which the 
calculation mast be made. 

As a matter of fact, in assuming a difference of 12 months 
in favonr of the northern vertical as compared- to the central 
vertical method in the above statement, an extreme figure has 
been taken, bat for the reqairements of the illastration it serves 
its purpose. 

It is clear that, as Interest is obtainable npon cash profits, the 
earlier these are iu hand the greater wUl be the altimate amount. 
In the comparison of two propositions, however, such as those 
above cited, it is equally clear that, as the actual amount to be 
netted in profit, exclusive of interest, is the same in either case, 
the only element of difference must lie in the factor of interest. 

If, as stated in the concluding remarks, "it suggests the 
policy of a general pooling of interests in such a block of four 
companies, or their amalgamation into a single concem," it 
resolves itself into one large property of 848 claims in extent, 
which it is proposed to work by central vertical shafts, or a 
scheme similar to that suggested by the writer in 1897, but 
abandoned later because it delayed the mines' producing 
stage by some considerable time, which latter the writer of the 
said paper admits is, in deep-level mining, " the essence of the 
contract." 

A comparison of the various methods suggests indubitably, in 
the writer's opinion, for each pair of deep-level companies in 
strike direction, the adoption of the principle of shafts sunk near 
the northern boundary, so that the producing stage may as early 
as possible be attained, and the principle of the joint shafii on the 
divisional boundary, for the reduction of expense in shaft-sinking, 
the positions of shafts being shown in diagram. 

Boring; for Reef Horizon. 

When the boundaries of the deep-level properties are fixed, 
and the positions of the shafts are located — after study of the 
prevailing lines of dyke and fault — diamond drills should be 
brought into position adjacent to the shaft and work imme- 
diately begun, shaft-sinking commencing simultaneously. This 
is the course the writer has adopted at the Cinderella Deep, for 
the following reasons : — 
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(1) The diamond drill pierces the formation rapidly, and 
gives the eogineer a perfect section of the rock through which 
the shaft hae to pass. 

(2) The presence of longitudinal faults which lie beyond the 
region of development in the upper adjoining mines is disclosed, 
and also the presence of dip faults, which may cause great 
■vertical displacement in the reefs position between the two 
shafts. 

(3) The reef horizon is determined with certainty, thus 
giving opportunity for starting the first cross-cuts from the 
shaft to the reef. This is a most important point, as the sinking 
and cross-cutting go forward simultaneously from the horizon 
of the first cross-cut, and thus the reef is struck at about the 
same time in both cross-cut and shaft. This enables a connec- 
tion to be made on the reef from the fijrst level to the second in 
the earliest possible time, thus aiding ventilation of the work- 
ings, and also enabling a start to be made in the driving of both 
first and second levels at practically the same date. 

In case no borehole has been cut, and the shaft is sunk 
until the reef is encountered, there is the decided loss of the 
time taken to sink from the point of first cross-cut to the reef, 
and the additional loss of time and the expense involved in 
starting the cross-cut from the timbered shaft. 

It may also happen that a figure of depth is arrived at on 
seemingly certain data from the upper company's workings, and 
at a calculated depth the first cross-cut is started out to inter- 
sect the reef in the projected position, but, owing to unforeseen 
conditions, the reef may be displaced and the said cross-cut 
go to the northern boundary without having intersected the 
reef, thus proving nothing. This feature is illustrated in 
Fig. 22. 

The cost of boring is, of course, an item of expenditure, 
since it would amount to probably not much less than £80,000 
for two holes of 6000 feet each, but the information obtained is, 
firstly, of great value as a time-saver, and, secondly, obviates 
heavy and useless expenditure for cross-cutting ; moreover, the 
value of the interest on the capital and dividends of the 
company, calculated on the saving of a clear three months, 
will be found to amount to a moiety of the sum originally spent 
in obtaining the information which resulted in the said saving 
of three months. 
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Finally, the diamoud borehole gives much valaable informa- 
tion for use in the laying out of the pumping and hoisting 
equipment required on the shaft concerned. 




SecTlOW TO 1I.I.USTRATE ADVI>*atHTY O F 
SOMNO TO tOCOrC Wtcr POtlTIOW . 



The following noteworthy boreholes have proved the Main 
Beef horizon in the deep-levels : — 



Poiitioo. 


from outcrop. 


Verticil depth ht reef. 


Approx. •irerage 


BezuidenTilla 

No. 1 hole 
GeduW No. 2 hole 

No. 3 hole 


5,800 

9,500 
14.500 

16,000 
8.565 
8,576 


3130 
1391 

1724 

213S 

4887 

Present depth 3006 feet. 

Reef not yet struck. 


25dognK» 

7 "., 
20 „ 



The Locality Plan attached hereto (Plate V.) shows the 
relative position of the Beznidenville and TurfTontein holes in 
respect to the outcrop and the surrounding properties. 
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The section of the Bezmdenville borehole shown below in 
Fig. 23 has been compiled from information obtained from a 
paper by Mr. G. A. Chalmers, written in that connection. 

Section of B£Zi//D£Afy/LLE BofteMoi a 

^^00 F^. FftOM Dure FOP . 
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CHAPTER VII. 

SURVEYING DEEP-LEVEL SHAFTS. 

The time-honoured methods of phimhing and snrveying deep- 
level shafts must soon, in the writer's opinion, give place to 
more accurate and scientific means, in view of the great depth 
to which shafts will be sunk iu the future. 

The errors which are possible when dependence is placed 
upon a swinging plumb-boh, notwithstanding all precautions of 
winged plummets, mercury baths, etc., even at shallow depths, 
at once suggest themselves. How much greater the errors 
which would accrue if the method were adopted for shafts 
3000 feet deep and upwards, and leaving out of consideration 
such niceties as the error iu verticality of the plummet at these 
depths, owing to the difference in the rotative velocity of the 
earth at its surface, and that at, say, 4000 feet below. 

To overcome the objections to the plumbing method raised 
by the writer, a method has been devised by Mr. P. B. Osbom, 
his Chief Surveyor, which is at once scientific, practical, and 
efficient. Mr. Osbom thus describes it : — 

" The following method of accurately fixing points at the 
bottom of a vertical shaft of considerable depth, from which 
a subterraneous survey can be connected with the surface 
triangulation, obviates entirely the use of suspended plumb-bobs 
for an indication of verticality and direction. 

" Eeferring to diagram {p. 47). The surface station B is first 
placed on the projection of a longitudinal line drawn through 
the point A and several other poiuts fixed over the shaft com- 
partments. The station B should be well defined, and should 
be placed at a greater distance from the shaft than the deptli 
of the latter. The accurate vertical distance between the points 
A and B is now established by means of a good level. 

" Having placed all the points on the surface accurately on 
one line, we set up a transit theodolite, especially constructed 
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for this work, at the point A over the No. 1 compartment of the 
Bhaft. Then, by Bightiog on to B, and depresnng the telescope 
in verticality, we proceed, by a series of careful observations, to 
establish any point C, at the bottom of the shaft, aa near to the 
west side as possible, and, by reversing in azimuth and altitude, 
we repeat a series of observations and establish a second point 
C. which is placed by the assistant roughly at right angles to- 
the line AB. From C to C" will be the error of the instrument. 

" If we now take a point C, which should be io the plane of the 
great circle passing through B, and the centre of the instrument 
at A, we can proceed, by a series of observations, to find the 
angle 4> between B on the surface and G at the bottom of the 
shaft, both being in the same plane. We have already obtained 
the value of the angle 6 from the surface measurements, and 
from the value of these two angles, <^ and 0, may be deducted 
the value of the small angle at A, which is subtended by the 
distance, at the bottom of the shaft, between the established 
point C and the imaginary point indicating the prime vertical 
through A. With the depth of the shaft as base, and the above 
small angle, we are able to calculate the co-ordinates of C. 
Having established the point C in No. 1 compartment, we 
proceed to establish the two points D and E, or more points, 
in the plane of the great circle through A and B. 

" lu every case the two extreme compartments should, if 
possible, be used, and the illuminating of the poiuts at the 
bottom of the shaft should be effected by suitable electric 
devices. 

" To carry out the observations above described, and dealing 
with a shaft 3000 feet or more in depth, a specially constructed 
8-inch transit theodolite of the concentric type would be 
required, having micrometer microscope attached to the eye- 
piece, and the vertical axis enlarged and perforated sufficiently 
to permit of vertical observation ; fitted also with a very sensitive 
striding level, which should be of such a height above the 
instrument that it will be free from contact when the telescope 
is pointing down the shaft. 

" With this instrument, and a careful system of observation — 
by which errors of standard level, collimation, eccentricity, and 
graduation are eliminated — no reasonable difficulty should be 
experienced in establishing the poiots C, D, and E, or more 
points lying in the plane of the great circle through A and B, 
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and sitnated at the bottom of the shaft, within a limit of area of 
two seconds of arc. 

" Accepting this as correct, it is possible, by applying correc- 
tions to the points thus established independently at the bottom 
of the shaft, to reduce the error to half the above, or to one 
second 6f arc, which would mean, in numerical value, approxi- 
■ mately 167 inches. The latter figure is arrived at on the basis 
that one minute of arc subtends a displacement of 1 inch in 
300 feet, or 10 inches in 3000 feet, and therefore one second of 
arc will be subtended by one-sixth inch, or 0'167 inch. Taking 
the length of the line CE at the bottom of a five-compartment 
shaft as being ^0 feet, we have deduced from the above observa- 
tions that we may have a limit in deflection of the line CE from 
the direction of the line AB of 0'167 inch. 

" The influence of this error in our base of 30 feet on 
an underground traverse for a distance of 1 mile would be 
about 29 inches, or of 1 in 2000, which can generally be con- 
sidered sufficiently accurate, in view of the fact that under- 
ground surreys are classed as good when checked to within 
these limits of error.. It should be noted here that the angle 
4^ would be suflicieutly accurate if observed to vrithin a limit 
of error of 10 seconds, as an error of a few inches in the 
direction of AB would be of no consequence when spread over 
the length of the subsequent underground survey. The greatest 
accuracy is, however, necessary in the estabUshment of the 
points at the bottom of the shaft in the plane of the great circle 
passing through the points A and B on the surface, as from 
these data the whole of the survey proceeds. The shaft itself 
could be a few inches out in every direction at the bottom, and 
* it would make no practical difference. 

" While the shaft is in process of sinking, it should be kept in 
. line by being subjected to this method of observation, first at 
a depth of 600 feet, and subsequently at intervals of 500 feet ; 
otherwise it is liable to assume a position at the bottom reflected 
in the sketch in Fig. 3 (p. 47). 

" The particular advantages claimed for this method lie in 
the facilities it affords for performing accurate work with an 
instrument which is not in perfect adjustment, the errors of 
the instrument being eliminated by the system of observation. 

" In order to overcome unfavourable atmospheric conditions 
on the surface, the work must be done at night." 
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CHAPTER VIII. 

DEVELOPMENT OF DEEP-LEVEL MINES. 

Cost of Development. 

Hapfilt for the Witwaterarand, itfl immense possibilities have 
attracted a class of capitalist who, for enterprise in the tackling 
of ventares reguiring the sinking of sams connted in round 
millions sterling, for honesty of purpose, for &ee and expHcit 
statement as to the position and potentiality of their under- 
takings, are certainly not excelled in any other department of 
finance. 

It is to this fact, coupled with the position which the 
Rand has won for itself as a gold-prodacing district, that the 
great amount of public confidence in these Fields is to he 
assigned ; and that confidence, being permanently won, enables 
the promoters of mining schemes to successfully launch upon 
the market enterprises demanding collectively the employment 
of such vast sums as (within the like area) cannot be paralleled 
ID all the history of mining. 

The development of the deep-level areas of the Band evince 
a boldness in expenditure which, on any other formation but 
that of banket, would be regarded as simple madness. The 
average capital expenditure on the Baud mines deep-level 
companies of the first row stands at £590,000, the highest being 
£813,000 and the lowest £459,000. 

In the deep-level mines of the future, say in those of the third 
row, having shafts 6000 feet in depth, the cost of development 
and equipment will be considerably increased, and the time 
occupied to reach the metalliferous zone, and before develop- 
ment proper upon that zone begins, will be over five years, to 
which another two or three years must be added for the time 
required to develop and equip the property with the requisite ore 
reduction and treatment plant, and other matters in connection 
therewith. 
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In calculating upon the future cost of deep-level work, we 
cannot fairly base our figures upon the average sum which the 
deep-level mines of the first row expended, to bring the properties 
to the producing stage. The conditions obtaining respecting 
cost of labour and materials when the bulk of that work was 
in process of accomplishment were very gradually but surely 
undergoing alteration for the better, and there can be no doubt 
that the future work will be acoomplished for very much less 
money than was required for the same class of work in the 
past. 

The differences which exist iu the capital outlay on a third 
row deep-level, as compared to a first row, apart from the interest 
charges, lie entirely in the greater depth of shaft to be sunk, the 
heavier pumping and hoisting equipment, and possibly the pro- 
vision for mechanical means of ventilation ; otherwise the cases 
remain the same. 

The schedule of costs of a 6000 feet deep-level undertaking 
would stand somewhat as under : — 

£ «. rf. 

Tiro diamond drill holee at 6000 feet = 12,000 feet at 458. . . . 27,000 

Two 5-coiiipartment vertical ehafts 12,000 feet at £40 .... 480,000 
Two 4-compartineat incline Bhafts 1000 feet each = 2000 feet, including 

equipment and etations, at £25 50,000 

Cost of development of mine for 200 Btampa 1 G0,000 

Machinery and plant at surface, otiier thao shaft equipment . . . 200,000 

Bnildinga, etc 60,000 

Eeaervoirg 6,000 

Dama 15,000 

Stores and materiala for stock 10,000 

£997,000^^0 

In the amelioration of conditions which it is believed the 
establishment of the new political regime will witness, there is 
every reason to suppose that the costs scheduled above will be 
very materially reduced, and specially the cost of shaft sinking. 
The writer believes that the average cost of this work will be 
reduced by iES per foot within the next two years, making a 
total difference on the above schedule of ^70,000. A corre- 
sponding reduction in the cost of machinery and plant will 
occur, when the ruling high ocean freight and railway rates are 
reduced to prices more in keeping with those obtaining in other 
countries. 
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Time required for Opening a Deep-level Mine. 

The average time required for opening a deep-level mine on 
the first row, and bringing it to the prodnciog stage, as disclosed 
by the records of the Eand mines, is 3^ years. The average 
rate of sinking has, however, largely increased in the more 
recent shafts, specially in those of the Consolidated Gold Fields 
group, two shafts of this group having been sunk an average 
depth of 145 feet per month, over a period of 12 months. This 
rate, however, may not be taken as an average of aU shafts, for 
the simple reason that the conditions vary in respect of the 
quantity of water to be handled, the hardness and bedding of the 
quartzite layers, or the occurrence in the shaft line of hard, 
massive dyke bodies. In shafts up to 3000 feet in depth, and 
under normal conditions, the rate of sinking will probably not 
be less than 115 feet per month throujghout the sinking. The 
time required, therefore, to sink the shaft to the reef is 2-2 years. 

In shafts of a projected depth of 6000 feet the average rate 
for the last 3000 feet of the sinking will be somewhat reduced, 
and the writer would not figure upon a greater average thaJQ 90 
feet per month. The time occupied in sinking the total depth 
of 6000 feet will therefore be five years. 

At this point development of the ore begins, and it may be 
assumed that the reef has been struck in a cross-cut from the 
shaft at about the same time that the shaft strikes the reef, 
thus making it possible to start out two levels at the same 
time. 

The inchne shafts will also probably be placed near the foot 
of the vertical — in cases where two verticals are employed — in 
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order to facilitate handling the ore, so that these shafts will he 
started at ahoat the same time as the first levels. The average 
rate of sinking these wiU prohably be ahont 100 feet per month, 
so that, allowing some time for preliminaries — say at the end of 
2^ months — the depth of the first level in the incline shaft is 
reached, giving two working faces from each shaft, or four in all. 
The catting of the station will occupy another four weeks, and 
therefore the second level from this shaft will not be reached for 
five months from the time of commencement, the third at the 
end of 1\ months, the fourth at the end of 10 months, and the 
fifth at say the end of 12 months. 

At the end of the period named the possible working faces 
would be as under : — 

Two each from 1st cross-cat rrom vertical ehaft .... 4 
„ on iQBiD gallery at foot of vertical shaft .... 4 
„ „ 1st level from incline shaft 4 



„ 4th „ „ „ 4 

Dnriog the first 2} months period, 4 faces are working, at an 

average rate of advancement of 80 feet .... 800 feet 
During the second period of 2^ months, 8 faces aie working, 

at 80 feet per month advancement 1600 „ 

Baring the third period of 2^ months, 12 faces are working, 

at 80 feet per month advancement 2400 „ 

Daring the fourth period of %\ months, 16 faces are working, 

at 80 feet per month advancement 3200 „ 

Daring the Gith period of 1\ mouths, 20 faces are working, 

at 80 feet per month advancement 4000 „ 

12,000 „ 

Whilst the driving was advancing, the putting in of the 
necessary winze connections would be aocomphshed. 

The total of 12,000 feet of driving, on an assumed width of 
4 feet, and backs of 150 feet, would develop 600,000 tons of 
ore. Of this total we must make the following deductions : — 

Total ore developed 600,000 tons 

Deduct 10 per cent for loss bjr d;kee and fkulU . 60,000 „ 

540,000 „ 

Dedact 30 per cent for unpayable groand .... 172,000 „ 

368.000 „ 
Deduct 20 per cent, for sorting 73,000 „ 

295,000 „ 

The ultimate equipment of a deep-level mine is usually based 
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on a milling capacity of 20U stamps. The ore developed in one 
year, as shown ahove, would only be equal to 10 months' 
development in advance of the mill, which wonld not be 
safficient, as the number of stopes that would be available on 
sacb a development wonld not produce a supply of ore adequate 
to feed 200 stamps daily. It wonld be necessary, therefore, to 
develop for say one more year, in order to have sufficient ore for 
feeding 200 stamps. But here an important issue, mentioned 
in another paragraph, arises. If the mine be kept at the 
development stage for two years, the result is, firstly, that the 
shareholders are delayed one year in getting a return on 
the invested capital ; and, secondly, the cost per ton of the ore 
developed during the second year is double what it would be 
were the mill running. These facts point inevitably to the 
conclusion that at the end of the first year the mine should 
enter the producing stage by starting milling with 100 stamps, 
for the supply of which there would be an ample development 
of ore, increasing the number of stamps from time to time as 
the development warranted. 

It has been shown that the time required to sink a 6000-feet 
shaft is 5'7 years, and it has been further calculated that one 
year after the shafts had reached the reefs — always assuming 
no great dislocations interfering — 100 stamps could be started ; 
in other words, a deep-level property, in the position requiring 
6000-feet vertical shafts, will reach the producing stage six to 
seven years after the commencement of operations, and will be 
running with its full equipment of 200 stamps seven to eight 
years after the same date. The following table shows the 
estimated time required to bring deep-level mines of various 
depths to the producing stage : — 



3000 feet 
4000 ,. 
6000 „ 



Scheme of Development for Deep-level Mines. 

The development proper of the ore in the deep-level mines 
begins when the vertical shafts have reached the reef. 
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The custom in vogue in the first row of deep levels, of 
turning the vertical shaft by means of a curve into an incline 
shaft, at the reef horizon, is one that will not be continued in 
the deeper mines. In these latter instances, the vertical shaft 
will have fulfilled its functions at the said reef horizon, and will 
thenceforth be the medium of hoisting and lowering all men, 
ore, and materials, besides forming the air and water ways from 
the mine. 

Having the vertical shafts finished, and always assuming 
that they are located near the north boundary, the work of 
development proper will be commenced by starting out a main 
gallery, which will connect between the shafts, and run out to 
the east and west boundaries of the property. This gallery will 
be of large cross-section, to permit of free haulage facUities, and 
ample ventilation. At selected points between the vertical 
shafts, two or more main incline shafts will be sunk, of not less 
than 21 feet by 5 inside timbers, and divided into four compart- 
ments, two for hoisting ore, one for use as a sinking way, and 
the fourth for pump and ladder way. These shafts will be 
equipped with powerful electric or compressed-air hoists, placed 
in chambers above the gallery, and in such a position that ore 
hoisted through the shaft can be automatically dumped into 
a bin. Connections will be made iirom these shafts to one 
another, and the whole property developed in the ordinary way. 

The arrangements explained above are illustrated in the 
annexed diagrams, Figs. 24 to 28. 

In the development of a mine there are certain considerations 
of prime importance which must regnlate the scheme to be 
adopted, chief of which are the follovring : — 

(1) The number of stamps to be fed. 

(2) The rate at which ore can be developed. 

(3) The relation between footage driven, and payable ore 
developed. 

Assuming at the outset that the conditions of the mine are 
sufficiently well known, from the experience of neighbouring 
properties, to assess the number of stamps which the mine can 
conveniently employ, it has to be determined at what rate 
milling ore can be opened. 

This involves a knowledge of the average conditions govern- 
ing the ore shoots in the mine, which can only be definitely 
known by extensive development, between the lateral Umits of 
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the mine. A long level from east to west will, in normal 
ciroumBtances, sample, as it were, the whole area of immediate 
development, and a fairly accurate estimate of the average ore 
which may be expected can be thus determined. If the said level 
were to show that the payable stretches of ore were very narrow, 
then the question of the cost of developing the small payable 
areas becomes a very serious one. Take an example. Supposing 
a shaft situated 2000 feet from a side bonndary-line, and on a level 
driven from that shaft towards the said boundary, only 500 feet 
of payable ore were encountered, the said shoot of payable ore, 




Fig. a4. Fit. 35- 

lying adjacent to the boundary. In order to attack the ore in 
the indicated position, say at least 1500 feet of level would need 
to be driven. Assume that the cost to drive the level is i6 per 
foot— which it would be whilst the mine was in the developing 
stage — the total cost of the drive is ^9000, to which add the 
cost of one winze, say 150 feet at i?8, equal to £1200, and the 
total amount expended is £10,200. 

Now assume that the reef averaged 4 feet in thickness, and 
after deductions for sorting, etc., an average thickness of 3 feet 
was available for milling. The contents of an average block 
would be 500 feet (the length of shoot) by 160 feet (the height 
of backs) by 3 feet (the milling width). This gives a total of 
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225,000 cubic feet of ore, which, at 12 oubio feet per ton, equals 
18,750 tons. 

The total cost to develop this tonnage we have seen to be 
£10,200, or at the rate of 10'8«. per ton. In figuring out the 
working costs, the sum of lO'Sa. would have to be added to the 
operating charges, under the head of " mine development re- 
demption." The ore would, therefore, need to be a high-grade 
quality to support this heavy charge, and make a profitable return. 
Of coarse the shoot might be separately developed by a central 
incline, but that would necessitate the sinking of two other 
winzes, one on either side of the incline, if the latter were sunk 
on the reef, and at least one if off the reef, whilst a separate 
hoisting installation would have to be provided, and the cost of 
these, and additional handling, figured into the calculation, 
would leave but little to recommend its adoption. 

If instead of yielding 3 feet of milling ore, the block above 
figured upon were to yield only 2 feet, then the cost per ton for 
development would proportionately increase. 

The object to be kept in view, once the ore shoots are located, 
is the disposal of the working places so that the greatest number 
of points of attack, consistent with a properly proportioned 
system of development, are obtained. It would not do, for 
instance, to place levels at intervals of only 30 feet, for the 
sole purpose of securing more points of attack ; these must be 
placed at such intervals that the work performed from them 
will result in opening up a tonnage in proportion to the amount 
expended. 

In the early stages of the development of a deep-level mine, 
it is all-important, other things being duly regarded, to plan 
the work so that the mine may, at the earliest possible moment, 
for reasons which appear elsewhere, arrive at the crushing 
stage. The first levels will, therefore, be laid off at intervals 
of say 160 feet, and the winzes at intervals of 300 feet or 
thereabouts, dividing the mine into blocks of 300 feet by 150 
feet for stoping purposes. Each winze connection should give 
the starting-point for a double stope, and, depending on the 
width of the reef, it is easy to estimate how many stopes are 
required to keep the milling plant fully supplied. The stopes 
should be BO arranged that they give a fair proportion of ore of 
payable grade from the various sections of the mine. As the 
mine progresses and development work gains on the milling 
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requirement, the intervals between levels might with advantage 
be extended to 300 feet, and between winzes to 600 feet. 
Self-acting inclineB will be used eztensively for shifting the 
broken ore from the stopes to the levels, and therefore the 
need of handling in the ordinary way would be obviated. 

The qnestion of what tonnage development is necessary 
before starting a given milling equipment is one requiring nice 
adjustment. On the one hand, there is the undoubted advantage 
of having a very large development in order to enable the mine 
to return average yields, and at the same time to put it in such 
a position that, should large dyke and fault disturbances be 
encountered, the development in hand is sufficient to give time 
to exploit the disturbed areas, and regain zones free from their 
inflnences. If the mine bo not developed well in advance of the 
mining requirement, the striking of a disturbed zone, such as 
that referred to, might ruin, at least temporarily, a line 
property. 

But there is another aspect of this question which is also 
important — namely, the relative cost of developing ore before 
crashing begins, and the cost when the mill is in full awing. 

It may be taken as a general statement that all development 
costs are double before milling what they are subsequent to that 
stage being reached. This is accounted for by the fact that 
before milling begins the total costs of the administration are 
charged against the development work, and, when milling, all 
departments of the work — the mining, milling, and tailings 
treatment departments — bear a proportionate share of all general 
charges, so that the costs on development account are reduced 
by half. 

The bearing of this on the matter in hand is obviously this. 
All ore developed before milling begins must be redeemed by a 
charge per ton double that which is made after that stage is 
reached, and therefore the working costs per ton will be higher 
by just the additional development charge. 

The adjustment required in this matter is, therefore, such as, 
whilst giving a tonnage development reasonably in advance of 
the milling requirement, will not be excessively so, as all ore 
developed in excess means a constant, but unnecessary, extra 
charge to working cost, and, it follows, a reduction of profit. 

The rate at which ore can be developed is very largely a 
matter of conditions, rock hardness, thickness of reef, and 
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facilities for attack. The variations in rock hardness between 
mines under the control of the financial group which the writer 
represents are very striking. This can best be illustrated by the 
contract prices of headings in say the Roodepoort United Main 
Beef mine and the Aurora West mine. In the former the 
average coat of driving headings is 60«. per foot, and in the latter 
l05«. per foot, or 45^. per foot higher. The average performance 
in the first case for a oontraoting pair is 165 feet, and in the 
latter 00 feet. (The contractor in each case finds all labour, 
blasting material, candles, etc., the Company supplying rock- 
drilling machine, drills, and power.) 

Again, the tonnage development is strictly proportional to 
the reefs that will pay tor working and their widths. In some 
mines of the Band the three reefs of the Main Beef series are 
payable — namely, Main Beef, Main Beef Leader, and South Beef. 
In some instances the Main Beef and Main Beef Leader are 
separated by such a thin layer of qnartzite that they can be 
developed by driving only one level, which is generally on the 
Main Beef. In this case the Main Beef Leader is developed by 
making crosB-onts, generally at right angles to the bedding 
planes, from reef to reef, and from the said cross-cuts putting 
in the development " rises" in the ordinary way. 

In other mines all three reefs require separate drives. In 
such conditions as these it is obviouB that development will be 
rapid, since the three drives are virtually taken from the same 
attacking point. 

In the instance of only one reef, and that narrow, each point 
of attack, say from a shaft, oross-cat, or winze, only gives two 
working faces, in contrast to the case above mentioned, which 
would give six. 

The average monthly driving, by machine rook-drill con- 
tractors on the Band, is about 80 feet. It is, however, not 
Qsual to get a level advanced at this rate monthly. The 
general system is to let to the contractor two separate working 
places, it being arranged that, whilst diilling is going on 
at the one face, the broken rock from the other is being 
cleared away in preparation for the next shift, and so on 
alternately. 

If it be assumed that the "backs" from the level under 
process of driving are 150 feet, and the thickness of reef 3 feet, 
the ore developed for every foot of driving will be 37-6 tons. If 
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such a mine, and with only one payable reef, had to supply a 
200-stamp miU, driving would have to proceed at the rate 
of at least 1500 feet per month, and 750 feet of winziug would 
be necessary — when making due allowances for sorting and 
unpayable ground — to meet the requirement. To do this 
work would necessitate the constant running of 30 drills on 
development. 
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CHAPTER IX. 

ENGINEERING PROBLEMS IN DEEP-LEVEL 
MINES. 

Problems of Deep-level Mlnlns:. 

The problems iavolved in the parsait of ore-winning in deep- 
levels — that is, in those mines in which the reefs lie at vertical 
depths of 4000 feet and upwards from the surface — are many 
and varioa8, both from the engineering and the financial aspect. 

Hoisting. 

The initial difficulty with which the engineer has to contend 
is that of the depth from which he must hoist the broken ore, 
not as depth per se, but as snch in its effect upon the design of 
his hoisting plant. 

The first difficulty arises in the design of the hoisting engine, 
more especially of the rope drums. It will be readily understood 
that to overcome the period of inertia of a heavy load, suspended 
at a depth of say 4000 feet, requires the expenditure of great 
power. The heaviest pull on the engine is also at the start of the 
wind, when the counterbalancing effect of the descending skip is 
at its minimum. The speed at which it is requisite to hoist 
through deep shafts is such that no speed-reducing gear as 
between the engine and the rope-drams is practicable, and there- 
fore a direct pull on the load is necessitated. With the large 
drums necessary for coiling the amount of rope required in lifts 
of 4000 feet, and over, and no possibility, with the ordinary 
cylindrical drums, of getting a slow speed start, the power that 
has to be provided in order to lift the load in the beginning 
of the journey is excessive, and therefore engines of enormous 
power have to be installed, which at the same time must be easy 
of control, as the starting, gaining high speed, and the stopping 
of the load have to be performed within certain nice limits, and 
in quick time. 
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To assist the engine in overcoming the period of inertia, the 
drams are boilt conical in shape and spirally grooved, the first 
lift being taken on the small end of the cone, where the rope speed 
is lowest, and gradually increasing as the load ascends the shaft. 
The objection to this design is, that in order to take the length 
of rope necessary for a 4000-feet lift, the drums would be 
excessively long, and hence the rope would "angle" to a 
dangerous degree on the headgear pulleys. 

It is not improbable that the deep-winding engine of the 
future will be fitted with drums which are a combination of the 
conical and cylindrical, that is, conical for the first and cylindrical 
for the other half, the size of the drams being so gauged that an 
overlap of rope on the oyUndrioal portion is obtained, though this 
latter feature, having due regard to the life of rope, should, if 
possible, be avoided. An engine of this class has recently 
been built for the Tamarack Mining Company, of the following 
dimensions. The drum is 25 feet in diameter and 24 feet 6 inches 
in length, in shape partly conical and partly cylindrical, having 
a capacity for 6000 feet of l|-inch rope, and a weight of 300,000 
lbs. The drum is operated by four steam cylinders, each 34 
inches by 60 inches. 

The method used in Germany for deep winding is what 
is known as the Koepe system, which is illustrated in the 
accompanying outline drawings — Figs. 29, 30, 31, Plate VI. — 
reproduced by the writer from the Enffineer. In this system, 
as in the Whiting system, only one winding rope is used, but 
instead of the drums of the Whiting hoist, with about three 
turns of rope round each, the Koepe employs only one grooved 
winding pulley. The rope passes from the one cage over the 
headgear pulley and round the driving pulley on the under side, 
returning ou the top side again to the second headgear pulley, 
and thence to the second cage ; a balancing rope extending from 
the bottom of the one cage to that of the other, passing round a 
groove pulley at the bottom of the shaft. 

The disadvantages of this system are obviously the liability of 
the rope to shp in the groove of the driving pulley, more 
especitJly when starting the cages from rest, and the inertia of 
the load has to be overcome. These dif&culties, however, have 
been minimized by the adoption of a special form of groove 
pulley, the rope running either in a hornbeam or on a rope 
packing. It is significant, however, that, notwithstanding the 
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cheapness of this system both in installation and running, in the 
most recent instances of deep-level equipment in the United 
States — where the tail-rope systems have had abundant trial — 
the part conical, part cylindrical, drum has been adopted, 
although necessitating machinery of enormous proportions to .do 
the required work. 

The engines now building for the heavy requirements of deep-, 
level work are generally of the cross-compound condensing type, 
with steam-operated reversers, steam brakes, steam clutches, 
indicating at fall load from 900 to 1200 horse-power. 

A similar form of hoist to the Koepe, which finds favour 
amongst some engineers, is that known as the Whiting, illus- 
trated in the drawings herewith (Figs. 32, 33,. Plate YIL), 
for which the writer is likewise indebted to the Engineer. 
It consists substantially of two grooved drums, arranged in 
line. The winding rope from one side of a doable hoistway is 
wound over both drums, a certain number of turns, generally, 
three, and from thence taken back and down the second 
hoistway. If it is desired to wind from varying depths, then 
a form of take-up is adopted, which consists of a sheave on a 
movable truck, running out along the surface. In the case of 
employing this take-up, the rope, after passing over the drums, 
goes round the sheave on the movable carriage, and from thence 
to the headgear pulley, and down the shaft. The length of run 
of the carriage must be half of the greatest depth from which it 
is intended to hoist. 

Following are some particulars of a winding plant of this 
description, winding from a deep-level inclined shaft in the 
United States : — 



Depth of Bhslt 

Diameter of rope . 

No. of tuma of rope round drum 

Bevolutions per miDute 

Speed of skip iu shon per minute 



5000 feet.' 
1} inches. 



The engines are directly connected to the back drum and to 
the forward drum — which is inclined to the back one by the 
width of one groove— by parallel connecting rods. The engines 
are a pair of tandem compounds with Corliss valves, high, 
pressure cylinder of 16 inches diameter, and low-pressure 
cylinders of 32 inches in diameter, the stroke being 48 
inches. The exhaust steam is led to a condenser, of the jet 
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type. A foot brake is used, and steam reversing gear. The 
dram being small, the engine gets up to full speed in three or 
four reTolutious, and steam is carried nearly to the end of the 
mn. It works with extreme sensitiveness and regalarity. 

Direct-windins: Drums. 

A new arrangement of direct-winding drums has recently 
been patented, by which drums of any length may be used with- 
out any fear of the rope overlapping or angling. It was thus 
described in the Engineer : — 

Messrs. Marshall and Hopwood are the inventors. They 
place the axis of the winding drum or drums in a position at 
right angles to the headgear pulleys, and horizontal goide 
pulleys are provided to direct the winding rope to and from the 
headgear pulleys ; each of these pulleys has a groove in a plane 
tangential to the periphery of the drum or drums. The guide 
pulleys are mounted on carriages running on rails fixed parallel 
to the axis of the drums, and by suitable gearing the guide 
pulleys and carriages are made to travel on the tracks in front 
of the drams at a rate controlled by the revolutions of the drums, 
so that the rope is taken off from, or fed on to the drum or 
drums at proper intervals, and when passing off or on the drums 
is caused by the guide pulleys to travel in a dureot line to or 
from the headgear pulleys. 

The drums are mounted on the same shaft, so that in turn- 
ing in the same direction one winds the rope on while the other 
anwinds it ; the guide pulleys and trucks are accordingly arranged 
at different levels, and are drawn along by nut-and-screw spindles 
driven by gear from the drum-ahaft in such a way that when 
one moves forward the other moves backward to a corresponding 
extent, but both guide the rope straight in the direction of the 
headgear pulleys, either from the headgear pulley and rope 
wheel on to the drum so as to prevent any overlapping, or from 
the drum to the rope wheel and headgear pulley so as to prevent 
anghng. 

In winding, the following is the course of the rope : it bends 
vertically over the headgear pulley and again vertically under 
the rope wheel, then horizontally partly round the guiding pulley, 
finally, vertically on the drum, being subjected to the same 
flexures in the reverse order during unwinding. Many mining 
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eDgineers disapprove of the manifold bendings of the rope incident 
to this, as to the Whiting and eimilar systems. Two drums 
are nob necessary in the Marshall and Hopwood arrangement, 
bnt one drum may be used with one rope winding on whilst the 
other nnwiuds, and the guide pulleys and tracks may be traversed 
either by a nut-and-screw spindle, or by endless chain or other 
gear from the dram — the mode of traversing, in fact, would be 
adapted to suit conditions. For a plant designed to wind 4^ 
tons GOOO feet, Messrs. Marshall and Hopwood {we are informed 
by Mr. Marshall) intend using a drum 14 feet in diameter and 
31 feet long, and a rope 2^ inches in diameter, with safety factor 
taken at 7; the rate of winding is to be 30 feet a second, and 
the estimated horse power required is 1300 indicated. The 
guide pulleys will be 9 feet in diameter, and the track 4 feet 
gauge, the traversing is to be effected by a haulage rope and 
pulleys worked by an inclined shaft and bevel gear from the 
dram shaft. 

As a means of overcoming the weight of rope in suspension 
at great depths, engineers are now specifying for taper rope, the 
taper calculated on the gradually decreasing load sustained by 
the rope as it ascends the shaft. 

For the very deep shafts now projected on these Fields — 6000 
feet and thereabouts — and to hoist &om these the heavy skips 
of ore that will be necessary for keeping a big mill supphed, the 
winding will probably be done in stages. In the case of a shaft 
6000 feet in depth, the first landing would probably be arranged 
at 3500 feet from the surface, and at this position an engine 
would be placed for hoisting from the bottom of the shaft, 
dumping the ore automatically into bins which would feed into 
the first stage skips by shoots in the ordinary way. 

The arrangement of the winding engine will probably be, for 
the first stage, a powerful steam engine, and for the second 
stage an electrically- or air-operated hoist. In either event it is 
patent that the cost of hoisting will be quite considerably 
increased. 

The problem also remains to be solved by aotaal experience 
as to which method will give the most economical results con- 
sistent with the object to be achieved — namely, the landing of a 
given quantity of ore on surface in the shortest time and at the 
cheapest rate. 
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Hoisting and Lowering Labour at tlie Mines. 

The next problem before the engineer is that of the best 
means of introducing labour into the deep-level mines. This is 
a feature which will tend to demonstrate the difference of deep- 
level mining as against outcrop mining in no uncertain way. 
In an outcrop mine the whole of the native labourers find their 
way to their working places in the mine by arranged footways, 
and, at the conclusion of their " shift," or task work, as the case 
may be, they return to the sarface by the same means. Their 
ingress and egress is, therefore, not a calculable factor in cost 
to the company. 

In a deep-level mine having a 6000-feet vertical shaft, how- 
ever, the total labour force will of necessity be lowered and raised 
by some means which will call for the consumption of power 
to be provided at the cost of the company. The lowering of 
each "shift" of the force necessary to operate a mine feeding 
200 stamps, will occupy a winding engine (assuming that three 
deck cages are swung, and arrangements made for simultaneous 
entrance and egress on the separate decks, and that each deck 
will carry 15 individuals) a space of 9 hours, or with two engines 
about 4^ hours each. 

It is plain that, in these conditions, there are problems of 
(1) the most advantageous dividing up of the mine for ventila- 
tion and blasting, so that the latter can take place independently 
in various sections, at different times, without interfering with 
work in other sections ; (2) the arrangement of the hours for work- 
ing given stopes ; (.3) the arrangement of the underground work 
generally, so that, as far as possible, the cages will be running in 
balance. All these are matters for which only the experience 
of the case will indicate the proper adjustments. Doubtless 
some steps will be taken in the direction of an apparatus running 
constantly in the shaft, in the form of an endless lift, which could 
be utilized for the conveyance of the native labourers. 



Ventilation. 

The ventilation of the deep-level mines has been regarded in 
some quarters as a very knotty problem for the engineer to 
solve. The grounds for this opinion are accumulated from data 
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obtaiued in mioes or districts in whicli wholly different conditions 
prevail from those obtaining on the Band. In general, mining 
districts are characterized by a certain number of isolated shoots 
or chimneys of ore, and between the said shoots or chimneys the 
distance is asnally too great to admit of connection from one set 
of workings to the next. On the Band, jr>erconfra,the whole length 
of reef in the pay sections is mined, and each company at some 
time or other makes connection to its neighboar. Moreover, 
the regular laying out of levels, winzes, etc., and connections 
through not less than two shafts to surface, induces such a strong 
natural draught that, in all main workings, very good ventilation 
is secured. Levels have been run, as at the Crown Deep, at a 
vertical depth of 1000 feet, for a distance of 1800 feet, by air drills, 
without any ventilating connection. The general practice, 
however, is to ventilate at distances of from 300 to 600 feet, 
these being the intervals for winzes, and therefore the level 
connections. 

It is quite easy to understand that in districts where the 
rocks are heated, and the mining work is circumscribed by the 
limits of the pay ore shoot, the temperature of the lower work- 
ings becomes a serious drawback to development. In the case 
of the Band, however, there exist the long levels at regular 
intervals in any given mine, which have as storage reservoirs the 
lenticular spaces formerly occupied by reef, the levels themselves 
forming ventilating channels, drawing on the air at every section 
of the mine which is in connection. These openings must also 
have a cooHng effect npon the temperature of the rooks them- 
selves for some little distance at least from the presented surfaces, 
and so an aU-round cooling efTeot is obtained. 

Certain experiments were carried out in 1896 by Mr. M. 
Franke, a then inspector of mines, in some of the deep-level 
shafts, to arrive at a figure somewhat approximating truth 
which would express an average vertical depth for each 1 
degree centigrade rise in temperature. The figures obtained 
were as follows : — 
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LanElaaRte Deep, 
No. 2 shaft . 

Ctown Deep, 
No. 1 shaft . 

Geldeuhuis Deep, 
No. 1 shaft . 

No. 2 shaft . 
Rose Deep, 

No. 1 shaft . 
Rosa Deep, 

No. 2 Shalt . 


18-3 22-2 
17-7 1 21-1 
170 21-0 
2M 22-2 
16-7 18-9 
24-4 26-1 
24-4 2frl 


1342 
1099 
1352 
941 
928 
1201 
1099 


3-9 
3-4 
4-0 
11 
2-2 
1-7 
1-7 


1292 
1050 
1302 
892 
879 
1151 
1050 


331 
308 
325 
8101 
400) 
676 
616 


These shafht 
were not con- 
nected. 
This shaft was 

connected. 

These shafts 
nected. 
These shafts 
nected. 



It -will be observed that there are enormous differences in the 
average depth for every one degree increase in temperature. 

The shortest interval is obtained from the Langlaagte Deep, 
in which case, however, the shafts were not connected. The 
Eose Deep gives approximately the same interval from both 
shafts, whilst the Geldenhnis Deep gives doable the interval in 
the No. 2 shaft of that obtained from No. 1 shaft, the latter being 
obviously at the time of taking the temperatures the downcast 
shaft. The writer is not, however, aware under what conditions 
these experiments were made. If the temperature in an upcast 
shaft were taken soon after blasting in the development ends and 
the stopes, there would naturally be an increase of temperature 
owing to the absorption by the atmosphere of the highly heated 
gaseous products of combustion, arising from the dynamite and 
gelatine explosions. 

We may suppose that the experiments on the Bose Deep 
were carried out under normal conditions, inasmuch as both 
shafts show identical results in the recorded temperatures. If 
such a figure could be accepted — a rise of temperature through 
1 degree centigrade for every 600 feet vertical depth : and the 
average temperatures obtained from the two Geldenhnis Deep 
shafts rather support this — then we should only have, in 
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well-developed deep-level mines, a rise of 10 degrees centigrade 
in temperature above the average temperature of the shafts at, 
say, 50 feet from surface. 

It is probable, however, that in taking this figure we are 
using a factor which is too favourable, and an average of the 
lowest results from the conneoted shafts may be taken as in- 
dicating the true factor. This figure would be 450 feet nearly. 
The average temperature of shafts and ventilated workings on 
the Witwatersrand deep-level mines we know does not exceed 
24 degrees centigrade, and assuming a vertical limit of 200 feet 
at this temperature, aud an increase of 1 degree centigrade for 
each 450 feet thenceforward, the temperature at 6000 feet 
vertical would be 33 degrees centigrade, equivalent to 91 
degrees fahrenheit. This temperature, there is no doubt in the 
mind of the writer, would gradually be lowered as development 
proceeded, and conld be directly reduced by the introduction 
of mechanical systems of ventilation, which up to present limits 
have not been required. 

The conclusion to which these considerations lead is, that it 
is improbable that mines working a vertical depth of 6000 feet 
will suffer from any extraordinary heat conditions, or from such 
a temperature that the ordinary routine of the mine working 
and development will be affocted. 

Pumping. 

The experience of these Fields regarding water in the mines 
— with one marked exception, that of the Connor shaft, on the 
property of the Knights Deep, from which an average of about 
1,000,000 gallons of water per diem were hoisted and pumped 
for some considerable time prior to the war — has been, that the 
mines, generally speaking, in the deeper sections of ground, 
make but little water during sinking, so that the question of 
pumping in the early stages of a deep-level company is not of 
great importance. In the later stages, however, when active 
development begins, and many more water channels are cut by 
reason of extension of workings, the question of the best method 
to adopt for the raising of water to the surface most cheaply and 
efficiently, becomes a very important one. 

The general practice in all the recent deep-level shafts, is to 
instal electrically-driven three-throw pumps at intervals of from 
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500 to 600 feet in the shaft, each pump or set of pumps throwing 
the water to the one above. 

The pumps are placed in chambers adjacent to the shaft, and 
vary in dimensions according to the quantity of water which it 
is estimated will require to be handled. In an average case, 
it is not probable that the water to be pumped — assuming that 
there are two shafts — will exceed 5000 gallons per hour through 
each shaft, and, as the pump sumps should not be of less than 
five hours' holding capacity, they will require to be of sufQoient 
dimensions to hold 25,000 gallons. Making allowance for head- 
room in the pump chamber, the excavation work would amount 
in each instance to about 170 cubic yards. In the case of 
a company pumping only through one shaft, the chambers would 
of necessity be double that size. The average cost of catting 
out the chamber would not be less than 65». per cubic yard, 
totalHng an amount of say iEdSO in each case. A company 
pumping through two shafts, each 6000 feet in depth, would 
require to make provision for 24 pump chambers, each costing 
^550, equal to i;i3,200, for preparation of chambers only. 

Electric pumps, ovring to their Kability to stoppage from 
many causes, should be dupUcated at each station, and for spares, 
there should be provided, say one complete pump for every six 
installed. The installation for two 6000-feet shafts, therefore, 
would amount to the following : — 

Duplicate pumpa in Btations 48 

Spare pumps 8 



The cost of a pump of ample size to handle the amount of 
water figured on, would be, complete with motor, and fixed in 
position, approximately ^800. 

The cost of the cable connecting motors to generators, would 
not be less than £7500. 

The cost of the switchboards, complete with instrumento at 
each pump station, would be about £50, or £1200 in all. 

The electric horse-power necessary for running one set of 
pumps in each shaft, making ample allowances for loss, is 1000, 
and the cost of a direct connected engine and generator of this 
capacity would be approximately £12,000. In this instance, as 
in that of the pumps, provision would have to be made for quick 
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snbstitation of parts in case of breakdown, or what woald be 
better, a dnplicate generator would be laid down. 

The boiler plant necessary to furnish steam for 1000 h.p. 
would cost, erected and complete with economizer, chimneys, 
etc., £11,600. 

Summarized, the total cost would be as under : — 



7,500 


n 





1.200 








24,000 








11,500 








5,000 
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£107,200 









24 pump clumberB and sumps 

56 tbree-throw pumps, complete with motor, el 

26,000 feet of annonred cable . 

24 switcliboardB, complete with instnimenia 

Two direct connected 1000-h.p. generators 

Five 200-h.p. boilerij erected , 

13,000 feet G-inch pump coluniD, fixed . 



The cost of running and maintenance of this plant, including 
depreciation, could not be reckoned at less than £35 per horse- 
power per annum, and the cost to a company ruuning 200 
stamps and treating 336,000 tons of ore per annum would be at 
the rate of '2s. per ton mUled. 

The alternatives to tbe scheme of pumping just described 
are: — 

(1) Installation of high-lift pumping engines. 

(2) Installation of Cornish pumping plant. 

(3) Installation of (as an auziUary method) hoisting water by 
means of tanks affixed to the under side of cages. 

High-lift Pumping: Engines. 

The introduction of mechanically operated Tolves on the 
water ends of these engines has resulted in increasing the 
practical limit of lift to an extraordinary degree. 

Tlie pump of the type universally known and used in con- 
nection with high-lift work from mines, is the Riedler, first 
adopted in the mines of Bohemia and Silesia. The chief 
features of this pump lie in the shape and operation of the 
valves. These latter are circular in design, and have a lift of 
from 1 to 2 inches, and are so constructed that they work 
equally well under all pressures. The valve clearance is large, 
and in consequence the water passing through is not throttled, 
tending to efficiency and reduction of friction. The valve opens 
automatically, but, under the control of a mechanical device, 
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remains open for nearly the whole length of stroke of the 
plunger, Eknd closes positively at the proper moment hy the 
mechanical controller; the water pounding inseparable from 
ordinary valves, and the consequent frequent changing are thus 
avoided. Only one valve is required for suction, and one for 
discharge in this pump, making the water end comparatively 
simple. It can be run at high rates of piston speed without 
subjecting the parts to the severe strains and shocks which are 
inseparable from the working of ordinary valves, and because of 
the nature of the valve there is not even at high speeds a 
calculable slip. 

In its usual form this pamp is operated by a high-class 
engine, worked either by steam or reheated air, and is made to 
work in single lifts against heads up to 3000 feet. 

The question as to whether reheated air or electrical power 
is better, when applied to pumps situated in a mine, is a highly 
controversial one. The writer leans to the opinion that, in 
general, electrical power is the more readily adapted to the 
conditions presented, and would therefore prefer to specify that 
form of power. 

It is clear that the installation of pumps which will raise 
water from a depth of 6000 feet in two lifts will entail far less 
expenditure in pump chambers and sumps than will the low- 
lift pumps previously mentioned. The concentration of the 
work also in each shaft within two chambers instead of twelve 
materially reduces the cost of maintenance and supervision, 
whilst the necessity for plant duplication, inasmuch as it takes 
effect upon considerably fewer units, would not involve the 
same large capital expenditure as is required in the case of the 
low-lift pumps. 

Assuming that the first cost of an equipment of electrically- 
driven pamps with mechanically operated valves were equal to 
that of an installation of low-lift pumps — which it would not be 
— the cost of running it would be so low in comparison that, on 
the tonnage milled by a company running 200 stamps, the 
charge per ton milled would probably not exceed 1*. per ton. 

Cornish pumps, which it is not necessary to describe, are 
essentially low-Uft pumps, and expensive to instal on that 
account. Notwithstanding their great rehability when handling 
moderate quantities of water, it is improbable that they will be 
used in the deep-level mines of the future. 
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The anxiliary method of hoisting water by tanks affixed to the 
under side of cages is one that is likely to be adopted in every 
deep-level shaft, inasmnch as, seeing that no additional plant has 
to be provided, it is at once an expeditions and an economical 
means of dealing with mine water. Considering that every 
e£fort wiU be made, however, to raise a maximum load of ore, 
the quantity of water hoisted will probably be kept within the 
limits of 200 gallons for each hoist. On the assnmption that 
a round trip would be made every foar minutes, the double 
balers would raise 6000 gallons per hour at comparatively 
low cost. 
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CHAPTER X. 

FINANCIAL PROBLEMS. 

The financial problems which face the engineer in the con- 
sideration of deep-level property, and which lie no less within 
his province than the technicalities connected with the engineer- 
ing branch of the undertaking, are of qaite a complex character. 
The comparatively enormons sums of capital embarked in each 
venture make it necessary to study exhaustively the following 
issues : — 

(1) The size of property — that is, the area of ground which is 
necessary — and the potential profit, to warrant the heavy expen- 
diture involved in this class of investment. 

(2) The estimated ultimate profit which the property will 
yield, and how best to arrange the equipment and plan the 
development, that the said estimated profit may be soonest 
realized, consistently with a fair redemption of the capital outlay 
in plant. 

(3) The necessity of reaching the producing stage at the 
earliest possible moment, to obviate loss in accumulated interest 
and loss by increased charge on tonnage development. 

(4) In the consideration of the ultimate profit to be realized, 
whether the total capital should be redeemed in annual charges, 
or whether the total profits realized should he at once divided. 
This point must be definitely settled, before it is possible to 
calculate on the " present value " of a share which will earn an 
estimated dividend over a period of years. 

It will be useful to illustrate the bearing of these problems 
on the cases at issue. 

In any class of profitable investment, the total profit must be 
proportionate to the capital sum embarked. In the case of a 
deep-level company the proportions may be figured out upon 
the following basis : — 
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On the dAlor tide ; 

(a) CapitaJ outlay per claim mTolved io purchase. 

(b) Capital outlay per claim involved in equipment 

(c) The accumulated interest on the capital im-ested. 
On the credit tide : 

(a) Profit per claim neoeaaary to yield say 7 per cent interest 
(fi) Total profit necessary to recommend the midertaking. 

Now, it is patent that there is a minimum size of property 
which can be profitably operated as a deep-level mine. This 
minimum is found in that axea of ore which will return on 
treatment dividends equal to the sum involved, plus 7 per cent, 
interest over the period that the capital sum has been employed. 
An average property of 20 claims, for instance, on the third row 
of deep-levels, would not be expected to yield more than 20,000 
milling tons of ore per claim. Assume that the treatment of 
the total contained ore — 100,000 tons — resulted in a profit of £1 
per ton, or £400,000. This amount would not return the 
principal sum, and accumulated interest, involved in the 
concern, and therefore the operations would result in heavy loss. 

Let us assume a block of 42 claims, yielding 20,000 tons per 
claim, and giving with 200 stamps a treatment of 28,000 tons 
per month and a profit of £i per ton, and assuming also a 
4000-feet vertical shaft : let us suppose £600,000 to be involved 
in the undertaking, and a five years' period from the time of 
commencement of operations until the profit-earning stage be 
reached, the principal amount of £600,000 being calculated to 
yield during this period 3 per cent, compound interest — and 
calculating the total sum accrued at compound interest — to yield 
7 per cent, after the beginning of milling operations, and figuring 
on the interest on the dividends of £28,000 per month at only 
3 per cent. — the said block of claims would only just pay back 
the principal and accrued interest, as shown in example A. 

Examples B and C, which follow, illustrate the result of 
reducing the number of stamps .in the same proposal. 

Example A. 

Size of property 42 claims, each 150 x 400 Cape feet 

or 154-95 x 413-2 English feet 

Tonnage per claim '20,000 tons 

ToUl tonnage 840,000 tons 

Number of stamps 200 

Tons crashed per month 2fl,000 

Number of Ebafls One 

Depth of shaft 4000 feet vertical 

Cost of shaft (sinking only) .... £86,000 
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Coat of eqaipment, development, and porcbase 

of properly valuing the claiina at £5000 each £600,000. 
Time occupied in equipment, developnient np to 

commencement of miUing operation§ . 6 years 

Interest on capital snm 3 per cent compound intercBt up to time 

of milling, and 7 per cent, from then 
to termination of life of mine 

Interest on dividends 3 per cent compound interest 

Profits per month £28,000 

Dividends paid half yearly 

Then the capital sum involved up to the time of crushing is 
^£600,000 at 3 per cent, compound interest = iE695,664 : 

The total tonnage is 840,000, and this is exhausted at the 
rate of 28,000 tons per month ; the life of the mine is, therefore, 

^^ . 30 months = 2J years. 

The total capital sum involved at the end of the life of the 
mine is, therefore, £695,564 at 7 per cent, compound interest 
for ^ years = £824,000. 

At the expiry of the first period of six months after crushing 
a dividend amounting to £168,000 would he paid, and so on at 
the end of each similar period up to the termination of the life 
of the mine. 

To estabUsh an assessment of the value of these dividends on 
a comparative footing to the sum of £823,600 above given, we 
must, therefore, calculate the value of the dividends paid plus 
interest at the conclusion of the company's operations : 



3 years 


at 3 


percent 


= 178,231 
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= 176,035 
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= 173.040 
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= 170,520 

= 168,000 



Thus we have £824,000 capital expenditure against £865,426 
repaid in profits, which is in efTect just a return of the capital 
sum involved with accrued interest. 

Example B. 

Take the same case on a different basis of treatment, making 
a difTerence in the cost of eqaipment by reducing stamp capacity 
iirom 200 to 50. 

The cost of the shaft would still remain the same, and this, 
together with equipment and development and purchase of 
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property, would not be completed for less than £486,000, and 
the time occapied in equipment and development four years. 

The tonnage crushed per month would be 7000, and the 
profit per ton say 18s. 

The life of the mine would, in this case, be increased to 
10 years. 

Taking as before the interest on initial capital required at 
3 per cent, up to time of milling, increasing same to 7 per cent, 
from that time forward, the position is as follows : — 

486,000 at 3 per cent, compound interest for 4 years = 
jE546,997. 

546,997 at 7 per cent compound interest for 10 years = 
£1,076,052. 

Total value of capital expenditure at end of life of mine 
= £1,076,052. 

The dividends for 10 years at 18s. per ton = £6,300 per 
month or £75,600 per annum on a treatment of 84,000 tons. 

£76,600 per annum for 10 years at 3 per cent, compound 
interest = £866,400. 

Thus we have £866,400 total dividends with accumulated 
interest, as against £1,076,052, capital expenditure, with accumu- 
lated interest. 

It is, therefore, obvious that the reduction from 200 to 50 
stamps does not bring about the desired result. 

Example C. 

Let ns now assume the same case on a 10-stamp basis. It 
is obviously absurd, but it is interesting to note to what degree. 

The cost of the shaft would still remain practically the same, 
and this together with equipment and development and purchase 
of the property could not be completed for less than £400,000, 
and the time occupied in equipment and development at 
four years. 

The life of the mine would again be increased ; in this case 
to 50 years. 

The tonnage crushed per month would be 1400, and the actual 
working profit at a most Uberal estimate not more than 10s. per 
ton. 

Emplojnng the same factors of interest as before, we have — 

£400,000 at 3 per cent, for 4 years' compound interest = 
£450,000. 



,y Google 



FINANCIAL PROBLEMS. 79 

jE450,000 at 7 per cent, for 50 years' compound interest = 
Jei3,255,650. 

Total value of capital expenditure at end of life of mine 
= ^13,255,650. 

The dividends for 50 years amoonting to d£8400 per annnm 
on the basis of a treatment of 1400 tons per month would at the 
end of that time bearing 3 per cent, compound interest be equal 
to ^947,492. 

We thus have the value of the capital outlay at the end of 
the life of the mine, taken at 7 per cent, compound interest, 
amounting to £13,255,650, as against the value of the annual 
profits with accumulated interest for the same period £947,493, 
or a loss of £12,308,157. 

In each of the three examples given, 7 per cent, interest has 
been charged on the capital, as that is the minimum amount 
looked for in a mining proposition, whilst 3 per cent, only 
is allowed on the dividends, that being nominally bank rate. 

The profit per ton allowed in each case is only at most an 
approximate figure, but the margin is well on the safe side. In 
example C, for instance, it is doubtful whether on actual milling 
the profit per ton would be anything like 10^., seeing that the 
costs would be so much greater in proportion to the 200 stamp 
basis. 

From these three examples it is clear that there is nothing 
to be gained by erecting a smaller milling plant than that 
specified in example A, and although of the three examples this 
is the most feasible, it is equally clear that the expenditure 
necessary is too heavy for the calculated profit. The time taken 
to work the block out on the basis stated would be only two-and- 
a-half years from the time crushing began, and therefore the 
writing off of the plant at the rate of approximately 45 per cent, 
per annum would be most unbusiness-like in method. In order 
to get full value out of the plant it should run for 7 to 10 years, 
or three to four times as long as the 42 claims would allow of ; 
and therefore, as a business proposition, the size of the property 
on this stamping basis should not be less than four times 42, or 
168 claims, which would give the company a life of 10 years. 

The following examples — D and E— serve to compare the 
difference between a 40 and a 100 claim deep-level proposition. 
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Example D. 

This is a case of a property 5000 feet from outcrop, in which 
an average dip as from outcrop is maintained at 40 degrees. To 
intersect the reef in this property it would be necessary to sink 
a vertical depth of 4195 feet. Such a shaft would cost approxi- 
mately j£85,Q00, exclusive of shaft equipment, the latter factor 
varying slightly as the number of stamps to be ran. Supposing 
the size of the property to be 40 claims, estimated to contain 
20,000 tons per claim. Sixty stamps would be the most such a 
property would reasonably support, and the life of the miae 
would be about eight years. 

Inclusive of shaft sinking and equipment, the total cost to 
reach the development stage would be about £180,000. 

This estimate is made up as follows : — 

£ ». d. 

One Bhafl, 4195 feet, at £20 83,800 

One pennaoent headftear 6,600 

One temporaiy beadgear 1,000 

One temporary hoist, with boiler and building . . 3,000 

Pumping plant iiO.OOO 

Worksbopa, atorea, and tools 0,600 

Buildings 6,600 

Permanent hoisting engine 7,600 

PermBnent auxiliary hoisUng engine .... 4,000 

Boilers, economizers, chimneje, etc G,500 

Small air compressor, boilers, piping, etc. . . . 4,000 
Smidry plant, rope, trucks, rails, ainking pumps, 

piping, etc 3,000 

Portion of permanent compound .... 1,000 

£181,300 

Say £180,000. 

All this expenditure is incurred in arriving at a stage where 
development could be started, and the cost of development, 
reducing and treatment plant, etc., would begin from that point. 
The property is, therefore, committed to an initial expenditure 
of £180,000; and the subsequent expenditure in equipment, 
development, dams and reservoirs, electric plant, etc., on a 
60-stamp mill basis, would figure at about the same amount, or 
a grand total of £360,000. 

We then have to consider the price of the claims, and this 
may be placed at say £3000 per claim, or £120,000 for the 40 
claims. 

The total expenditure, therefore, necessary to purchase the 
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ground, and equip and develop same up to the time when 
milling should commence, would amount to j6480,000, exclusive 
of interest on capital up to the time named. 

Ou 40 claims the capitalization per claim amounts, there- 
fore, to £11,500 per claim, and the nominal capital of a company 
to work it on this basis could not be less than ^600,000. 

We have assumed the tonnage per claim to be 20,000, and 
we shall further grant that the profit per ton may he Ids. 

A 60-stamp mill would crush 8500 tons per month, or say 
100,000 tons per annum, equal to a profit of iE75,000 per annum, 
or 16 per cent, on a capital of ^500,000. (The average recovery 
for 11 deep-level properties in 1898 was 48a. 6d.) 

The dividends regarded as an annuity over the life of the 
mine would have a present value of £435,060, making allowance 
for amortization fund at 3 per cent., and taking the dividends as 
6 per cent, the annual payment to amortization fund would be 
£48,900. This amount, invested annually at 3 per cent, com- 
pound interest, would amount to the present value at the end of 
the life of the mine. 

In view of the fact that the present value of the dividends 
for the period named is less than the nominal capital of the 
company, it is obvious that the size of the property does not 
justify the expenditure of the amount of capital set against it. 

EXAUFLE E. 

If we now assume the property to be one of 100 claims, the 
difference in favour of the larger property becomes at once 
apparent, simply because we have a larger area over which to 
distribute the initial capital expenditure. 

Calculated ou the same basis as before, the proposition is as 
follows ; — 

Size of property 100 claima 

DietsDce from outcrop 5000 feet 

Average dip 40 degrees 

Vertical deptb to reef 4196 feet 

Cost of shaa (including equipment) .... £200,000 

Tonnage per claim 20,000 

•Profit per ton 15b. 

Number of stamps 150 

Life of mine 8 years 

• Ai coets wouJd be lower on the larger number of stamps, the profita would be pro- 
portionately higher. No allowaDce is made for this. 
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Expenditure np to time of millii^ .... £500,000 

Price of claims, each £3,000 

Total eipenditore £800,000 

Capitalixation per clnim £8,000 

Nominal capital £850,000 

l>rofit per atmam £187,500 

Percentage profit 22 per cent 

Present Tulne of annual dividenda, making same allow- 
ance for Amortization Fnnd as before . . £1,067,650 
Annual payment to Amortization .... £122,351 

It will be observed that in this case we have a present value 
of ^1,087,650, on a nominal capital of JE850,000, after allowing 
for J£160,000 capital expenditure in excess of the former case. 
It will be noticed further, that the capital expenditure in this 
case, exclusive of the price of the claims, amounts to £5000 per 
stamp on a lOO-stamp basis. 

This figure is approximately the average to be deducted from 
the statement of expenditure on deep-level properties on the 
Witwatersraud at the present date. 

In the case of the 40 claims and 60 stamps, the equipment 
and development figures at £5800 per stamp. 

It has been shown that a company of 40 claims containing 
20,000 tons per claim valued at \hs. per ton profit, situated 
6000 feet from the outcrop, where the average dip is 40 degrees, 
is not a paying one ; whilst, on the contrary, if the size of the 
property is increased to 100 claims it becomes a sound paying 
one. 

The factors of value assumed are based on the data available 
at present time, and regarded from a general standpoint, may 
be taken as in the neighbourhood of average. On this basis, 
therefore, it is evident that we require at least 100 claims 
to make the scheme a profitable one. As between mine and 
mine, however, in individual cases, there wUl be found an 
infinite divergence in all of these factors, and each case must be 
treated on its pecuHar merits. That is to say, it is impossible 
to establish any rule to apply equally to all properties situated 
at a distance of 5000 feet, or any other distance, from outcrop. 
For instance, in the two cases exemplified, the former may be 
in a neighbourhood where the grade is such that a profit of 30^. 
per ton may be looked for, or the reef thickness may prove to 
be equal to 40,000 tons per claim. Either of these variation 
make all the difference to the proposition, and 40 claims 
containing 40,000 tons per claim, capable of yielding a total 
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recovery of 60s. per ton, is obviously a much more valuable 
proposition than 80 claims at 20,000 tons per claim, at the same 
recovery value per ton. 

In regard to capital expenditure, it is just as obvious that 
the potentialities of the proposal treated of in these remarks 
do not admit of or justify the outlay of ^1,000,000 working 
capital, any more than that of only £50,000 ; and following on 
this statement, it is equally clear that there must be a mean 
basis between these two extremes, calculated to yield the 
maximum profit. 

The problem, stated briefly, is that, since there is au iuitial 
expenditure of something like £200,000 to be incurred for each 
shaft, in cases where the reef is to be intersected at a depth of 
something like 4000 feet, the size of the property, having due 
regard to the factors of probable value and thickness of reef, 
must be such as will permit of a certain reasonable life, on a 
basis calculated to reimburse the whole of the capital embarked 
with interest. 

Seeing, therefore, that it is impossible to lay down any rule 
in the calculation of the capital expenditure warranted in a 
given mining proposition, we must treat each case on its 
individual merits, and in that Hght estimate — 

(1) The ultimate net profit that the mine will yield, based on 
the calculated probable profits per ton of ore contained. 

(2) The annual profit that such an amount would represent on 
a life of 10 years. 

(3) The present value of such profit regarded as an annuity 
over the period named, allowing for amortization of capital. 

(4) The equipment and development required to work out the 
mine in a stated period. 

(5) The cost of such equipment and development up to the 
time of starting actual milling operations, inclusive of compound 
interest. 

(6) The capital of the company, covering the cost of equip- 
ment and development, and the purchase price of the property. 

Having these data in hand, a comparison of the present 
value of the annual profit — after allowing for amortization of 
the capital — as against the capital required, will reflect the 
value of the shares, and the general value of the proposition. 

Naturally the value of the calculation depends entirely upon 
the factors of tonnage and profit per ton. 
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The period of 10 years is taken to cover the depreciation of 
plant, and this may be varied as is warranted by the instance. 

Needless to say, all estimates must of necessity be only 
accurate in so far as the data upon which they are built prove 
to be correct, and the innumerable factors of divergence 
encountered iu all mining work preclude the possibility of 
making anything but approximate estimates of the value of 
unexploited ground. 

In iraming the above basis of calculation, therefore, all that 
is claimed for it is that it establishes a ground-work upon 
which one may, with some show of reason, fix the limit of 
capital to be embarked, and decide upon the number of stamps 
to be erected. As matters are to-day, the decision as to these 
important points is frequently more influenced by sentimental 
than by material reasons. 

In considering the estimated profit which a property will 
realize, the engineer is aware that he is dealing with some 
unknown factors, the influence of which upon his calculations it 
is not always possible to foresee. These are primarily : — 

(1) Yariatious from the estimated average in the ore grade, 
and in the reef widths. 

(2) The encountering of heavy faulting, or dyke intrusions, 
resulting iu the alteration of the whole plan of development. 

In planning the development of the mine, and in estimating 
upon the equipment required, the engineer therefore makes 
large allowances for unforeseen difScuIties which may have the 
effect of reducing the average grade of the ore, and the average 
payable tonnage per claim. But when he has arrived at a 
safety factor under this head, there is, on the other side of the 
balance, a credit factor which he generally leaves entirely out of 
calculation. I mean the advent of conditions which will result 
in transferring very large quantities of ore, at present written 
down to the unpayable total, to the payable section, as also 
steepening of dip and increased width and value in reef, etc. 

As at present conditioned, it is the writer's practice to write 
down all ore under 8 dwts. assay value on stoping width as 
unpayable, and every month a certain tonnage of ore which 
averages, say 7 dwts. assay, is thus dealt with : aggregating in 
a term of years, a total which may run into veiy large figures. 
In estimating the total tonnage to be treated, and therefore 
upon the total profit which it is expected a property will yield, 
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the possibilities which attach to the profitable treatment of 

7 dwts. rock are uot figured in ; and consequently, should the 
succeeding years witness that general reduction in working 
costs, which there is every reason to anticipate, the ultimate 
profit realized woold be the more by that amount of ore below 

8 dwts. in value, which will be dealt with in the reduction and 
treatment plants. 

Having arrived at an estimate of the ultimate profit which 
the mine will yield, it is next necessary to consider in what 
manner that ultimate profit may soonest be reaUzed — that is : 
Supposing the estimated figure to be JE20,000,000, how much 
capital expenditure should be carried out to earn that amount 
in the earUest period ? 

It has been shown in a former paragraph that the minimum 
recommendable size of deep-level property on average grade and 
tonnage per claim is one in the neighbourhood of 100 claims, 
which on a 150-stamp milUng basis possesses a life of 8 years, 
whilst a reason is given for so arranging equipment as to make the 
life 10 years. The custom, however, is rather to lay out pro- 
perties with longer estimated "lives" than 10 years; 20 years 
being nearer the average. The advantage of the longer period 
— assuming always that only 150 stamps are run — Ues in the 
increased possibility of the company sharing in the economic 
reforms which such a period is bound to witness, and also in the 
Ughter claim capitaUzation under the head of equipment-cost 
distribution. The question arises, however, at this stage, as to 
the relationship of a 200-stamp mill equipment to a property 
which will sustain it for 20 years, or will yield 6,720,000 
tons of payable ore ; and whether any better basis of equipment 
can be provided. 

There are three principal factors entering into the question 
of mill supply, which are : — 

(1) The average width of the reefs. 

(2) The possible rate of development. 

(3) The percentage of payable ore in a given developed 
area. 

It is evident that a reef which will allow of stopes 6 feet in 
width will supply the mill requirements from fewer points than 
one which can only be stoped 3 feet in width ; the latter in turn 
would supply ore at a quicker rate than a stope on a thin reef, 
say 12 inches in width, worked on the " resueing " system— that 
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is, a system which involves mining the foot-wall rook of the 
reef separately from the ore, and disposing of the rock thus 
mined in fiUing in the stopes, subsequently blasting out the 
reef matter as a clean body. 

The figures of tonnage per claim on each reef at an angle of 
20° would be, approximately, as under : — 

BeefefeetiDtbickDeBs 33,000 tons per claim. 

Reef 3 feet ID thickoew 16,500 „ 

Reef 1 foot in thickneee 5,500 

It is patent that in the last-named instance it would be 
impracticable to supply a 200-stamp mill, since the rate of 
development necessary would he one claim in every 4 days, 
and therefore, he the property of sufficient area to furnish the 
total tonnage before stated of 6,720,000 tons, the ore which it 
would furnish per month would probably not supply more than 
50 to 60 stamps. 

The possible rate of development depends, however, as much 
upon the system of attack as upon the thickness of the reef; 
or, stated as a proposition, it maybe said that the number of 
points of attack required in any reef varies as the width of ore 
and the mill requirements. It would be possible, doubtlesB, 
by placing levels and winze connections at short intervals, 
to keep pace with heavy mill requirements, but the scheme 
would not be one consistent 'with well-planned working, and 
the cost of development would be excessive. The only way in 
which a quick rate of development can be secured, having in 
view all contingencies, is to push the shaft sinking forward at 
such a speed that the intervals for successive levels are quickly 
gained, and, to accelerate the opening up of the different levels, 
wiuzes may be sunk at selected points, equipped with hoistiug 
apparatus : these giving, when they have reached the proper 
depth to connect to the work from the shaft, two more working 
faces. It is all-important, therefore, that the shaft should be 
kept well below the stoping place, if any great rate of develop- 
ment in advance of a fixed mill supply is to be secured. 

There still remains, however, the question of what percentage 
of the ore developed by a given amount of driving is payable. 
This is a point which every mine has to determine by actual 
disclosure of the values, and it depends on the width of the pay- 
shoots as compared to the total width of the property. A mine. 
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for instance, from which is only obtained 30 per cent, of payable 
ore out of the total developed, would require, firstly to return 
exceptional values to warrant its development, and secondly, 
would probably not be able to supply a big milling installation. 

The foregoing paragraphs make the fact sufficiently clear, 
that for every mine there is a certain development which can be 
achieved by systematic procedure, and this must, in every 
instance, be carefully studied when contemplating mill erection. 

The questions above considered have a very important 
bearing upon the problem of how best to plan the development 
and equipment, that the ultimate profit which the mine is 
expected to yield may be soonest realized, consistently with a 
fair redemption of the capital outlay on plant. 

In considering this question, let us assume that we are 
dealing with a deep-level mine in the Central Witwatersrand 
which has an area sufficient to produce payable milling ore for 
200 stamps for 20 years. Let it be assumed that the vertical 
shafts are sunk, and development of the mine proper is about to 
begin, and the value of the ore, as figured from the results 
of the producing mines in the immediate vicinity, has been 
arrived at. The first question that arises is, How soon may 
milling commence ? This would firstly be dependent upon the 
conditions which were disclosed at the points where the reef 
was struck — that is, as to whether or not the country had been 
subjected to faulting ; and secondly, as to whether the ore grade 
indicated a confirmation of the estimates which were fixed, 
based upon the results obtained from the neighbouring mines. 

If all the evidence pointed to the existence of normal con- 
ditions, then milling plant would be immediately ordered, and at 
12 months from the date of order, given favourable conditions 
— all plans in readiness and materials awaiting shipment 
— it would be possible to start milling with 100 stamps, which 
would be gradually increased to 200 stamps as the development 
progressed. Let it be assumed that at the time the 200 stampg 
begin running the mine has a life of 20 years, and let the 
profit, on a treatment of 28,000 tons per month, be j628,000, 
equal to ^336,000 per annum. At the end of 20 years the 
total profit earned by the company would be £6,720,000. Now, 
if it were possible so to increase the rate ,of development, and, 
pari pa3su, the milling capacity, that the total profit could be 
earned in half the time, the nett difference in the company's 
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favour would be that amount represented by the compound 
interest on the capital invested, plus the interest on the annual 
dividends, over the final 10 yeare, whilst against this must be 
set the extra capital necessary for increased equipment and 
development, plus interest on same. 

The advantage the sharebolders would gain might be thus 
stated. Supposing it were possible to discount the total earnings 
of the company as at the end of 20 years. The present value 
of the amount of £336,000 for 20 years, calculated to yield 
6 per cent, per annum, and allowing 3 per cent, for amor- 
tization, is i3,456,768. If, however, the total amount of 
£6,720,000 were discounted as a yearly dividend of £672,000 for 
10 years at the same rate of interest, the present value of the 
amount would be £4,564,224, or £1,107,456 greater than the 
same amount earned in a 20 years' period. The additional 
capital expenditure necessary to do this would amount to say 
£400,000. The inducement to realize the ultimate profit in the 
shorter period is obviously a very great one, and the possibihties 
of achieving it must receive the greatest attention. 

It has been shown in former paragraphs that for two reasons 
— namely, the saving of interest and the lightening of develop- 
ment cost — it is urgent that a mine should enter the producing 
stage as soon as there is a regular average ore supply available. 
In the writer's opinion the best solution of the problem would 
be the following : — 

In the first instance we assume that the first year's develop- 
ment has put 200,000 tons of ore in sight. In the meantime 
the first 100 stamps have been erected, and the plant is so 
arranged that additions to it at six-monthly periods are made 
— that is to say, during each six-monthly period there is 
unceasing plant erection, and the coupling up of additional 
plant takes place twice a year. 

The mine development facilities would improve from mouth 
to month, as new points of attack were opened up from the 
shafts, and each succeeding half-yearly period would witness a 
growing tonnage development. As the development progressed, 
80 in strict proportion would the mUling capacity be increased, 
until a time was reached when it was estimated that the mine 
had only seVen years' longer Hfe. It would then be necessary 
to cease all further expenditure on increase of milling capacity, 
in order that the capital so expended might be, to a great 
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extent, written off during the remaining years of the company's 
existence. By adopting a scheme on these lines, at the end of 
five years the company would have erected 460 stamps, and 
would have crushed at the end of the said period 2,010,000 tons 
of ore, leaving a balance of 4,710,000 to be dealt with. At the 
then rate of crushing, which would total 756,000 tons of ore per 
annum, the life of the mine would only be 6-2 years — which is 
rather under the 7 to 10 years we require for redemption of 
the capital outlay on plant — or, the total tonnage, and con- 
sequently the ultimate profit, would be secured in 11*2 years, as 
against 20 years working on a fixed 200-8tamp basis. 

Notwithstanding that the writer does not lose sight of the 
great undertaking involved in the feeding of a 450-stamp 
equipment, nor of the heavy capital outlay necessary to 
accomplish it, it is his firm conviction that deep-level mining on 
the Eand will be prosecuted on quite as extensive a scale as that 
he has just pictured, though in every instance it will be 
necessary, as has been shown, to closely study the general 
conditions in the mine, so that the equipment provided will 
correspond to its possibilities of practicable supply. 

Expenditure on Capital Account. 

The custom of placing certain amounts of monthly expendi- 
ture to " capital account," after a mine has secured a reasonable 
development, and has proportioned its equipment accordingly, 
is one which is open to a certain amount of abuse. 

The existence of a capital account, on a mine which has 
finished with erection work, offers great temptations to a manager 
to charge more than a fair proportion of his monthly expenditure 
to the said account, in order that his operating expenses may 
be lower ; and for this reason, apart from others which will readily 
suggest themselves, there will not be that careful control of 
details of expenditure which are necessary, and which must be 
exercised by a manager who has to balance his total expenditure 
against revenue at the end of each month. But there are cases 
in which, in the opinion of the writer, it is quite necessary to 
carry a capital account, these being in those instances where 
there is a heavy gain of development as against tonnage crushed, 
and a regular increase in the milling equipment. In such cases, 
were all the expenditure charged against revenue, it would result 
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in absorbing tbe total distributable amount, to the detriment of 
the present shareholder. 

Id cases, however, where mines have reached their Aill 
milling equipment, and the development work is so far ahead of 
the mill that the mine yields can be averaged from month to 
month, and hence when there is no necessity to develop more 
than tbe monthly tonnage crushed, then all capital expenditure 
should cease, and the total outlay, in whatever direction, should 
be made a charge on the current revenue. 

Experience thus far on the Witwatersrand teaches ua, how- 
ever, that as we progress our requirements increase, and 
whether it be a new shaft, or some other heavy item of ex- 
penditure, there is ever arising a need for a capital sum, which 
cannot under any pretext be chargeable to revenue ; and thus for 
the reasons already stated, the probabilities are that a capital 
accoaut, ot its equivalent in some form, will always figure in 
returns of expenditure. 

The importance of the question in its relation to profit and 
loss, and hence, to revenue, is obvious, seeing that these all 
important accounts may be influenced very largely according to 
the particular procedure adopted, and it is therefore incumbent 
upon those responsible for the administratioa of a mine, to 
observe the greatest discrimination in tbe employment of the 
charge. 

In principle, and as a general statement, it may be said that 
outlay on capital account can be applied only to items which 
represent an added value to the property extending over its 
Ufe. 

It is not always an easy matter to classify expenditure, and 
occasionally instances arise where the correct allocation of each 
item becomes a most difficult problem. 

The administrators of a company are naturally anxious to 
avoid undue taxation of the shareholders, and the tendency is, 
therefore, to favour the revenue account by charging certain 
classes of expeuditare to capital, especially in those cases where 
the margin of profit earned is very small. Whilst condemning 
that tendency, it must be allowed that in cases where the pros 
aud cons after careful deliberation appear to be evenly balanced, 
criticism should not be too bai'sh. Strictly speaking, however, 
nothing should be made a charge on capital account which does 
not rightly belong to it. 
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All other expenditiu'es, such as maintenance, renewals, etc., 
come under the head of revenae expenditure. 

We have three methods illastrated in practice to-day, in 
which expenditure on capital account is treated differently. 

These are briefly : — 

(1) All outlay up to the time of milling operations charged 
to capital account ; all subsequent expenditure charged to 
revenue. 

(2) All outlay up to the time of milling operations charged 
to capital account, with provision in the shape of a special 
fund 'for all subsequent expenditure not rightly chargeable to 
revenue. 

(3) A continuous capital account to which all expenditure 
outside of revenue is chargeable. 

In the first case the scheme is perfectly fair in the absence 
of any extraordinary expenditure, but supposing it is considered 
advisable to increase the milling capacity or sink a new shaft, 
the company would either have to absorb all its revenue, until 
the extra outlay was met, or it would be forced to make some 
financial arrangement for the distribution of the charge. The 
former course would be unfair to shareholders, and the latter 
would be a violation of the principle. 

In the second case, it would be difficult to frame a basis for 
the establishment of a fund to meet either unforeseen contin- 
gencies or those which, though being foreseen, cannot in the 
nature of things be gauged. A fund may be established and 
never utilized, or it may prove to be totally inadequate to the 
company's requirements. 

In the third case, there is always the danger of abuse in 
the shape of the charge of revenue expenditure to capital 
account. 

Naturally, any principle is open to abuse, but the more sound 
and practical the principle the less the danger. 

In the opinion of the writer it is impossible in this, as in other 
matters influenced by varying factors, to define auy rigid 
principle to be adhered to, but in the main it would appear that 
the most commendable policy is — 

(1) To charge all outlay up to the time of milling to capital 
account. 

(2) All subsequent working costs, including maintenance and 
depreciation, to be defrayed by revenue. 
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(3) All new extraordinary outlay to be provided for by the 
creation and dispoeal of reserve Bhares. 

It is assumed that no extraordinary expenditure will be 
incurred that will not pay for itself. The sharehoIdetB will, 
therefore, not be in any way injured by this procedure, whilst, on 
the other hand, if the new outlay is really warranted, they should 
benefit notwithstanding the increase in capital. 

The more that our mining propositions on the Band are 
regarded as industrial enterprises of limited terms of existence, 
the sounder will the administration of their financial affairs 
become, and the confounding of book profit with net profit, which 
is an inseparable feature of some systems of accounts now in 
vogue, will make place for a concrete statement of the company's 
affairs and the results of its operations, which may be read at a 
glance. 

One aspect of the misuse of capital expenditure is instanced 
in the following example : — 

A company equips and develops a property, say on a 100- 
stamp basis, and in so doing spends iE400,000 up to the time when 
milling operations begin. Assume that the whole of this amount 
is charged to capital account and all subsequent expenditure 
charged to working costs, and that development amounting to 
300,000 tons has been completed. 

Crushing begins, and 15,000 tons of ore per month are taken 
to the mill for treatment. Profits of, say £18,000 per month are 
made, and dividends are declared at regular intervals. If the 
mine is being worked properly, the development is proceeded with 
at the rate of not less than 15,000 tons of milling ore per month, 
and the machinery and plant and general equipment are kept in 
thorough repair, the cost of such development and maintenance 
being deducted from the monthly revenue. Operated on this 
plan the dividends available are a true profit. 

It is not difficult to conceive, however, that this working 
policy is occasionally neglected ; that is to say, instead of keep- 
ing up the development to 15,000 tons per month, it is either 
partly or wholly suspended, whilst only such maintenance and 
repair work is carried out in connection with the plant and 
equipment as will suffice to keep it running. The result is that 
large profits are made and handsome dividends declared for a 
time, perhaps a few years, then the company finds itself at a 
standstill for development and equipment, with reconstruction 
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staring it in the face, and this, notwithstanding the fact that 
the property may be a large one with payable ore showing in 
the majority of the faces of its undeveloped sectious. 

Briefly stated, the result of the operations is that, of the 
£400,000 originally expended, say £200,000 has been paid back 
in the shape of dividends, but the company is so placed that a 
further expenditure of £100,000 on development and overhaul is 
necessary to enable it to continue profitable work. 

This disappointing condition of things is directly traceable 
to undue haste in the desire to make large profits from the 
moment milling began. With 300,000 tons of payable ore 
developed, the company's administrators have not considered it 
either necessary or politic to continue development, and hence 
the standing development is drawn upon to meet the milling 
requirements. The cost of development having already been 
met in capital account, the ore going to the mill will only bear a 
comparatively low charge. Doubtless, too, the higher grade of 
ore would be mined to compensate for leakages inseparable from 
a new plant. 

The profits under these conditions would naturally be high, 
but the time would inevitably come when the administration 
must face the question of development and repairs. It would be 
realized that unless these two vital factors were attended to, a 
point would sooner or later be arrived at, when there would be 
no alternative but to shut down for a period. On the other 
hand, the administration would be fully alive to the fact that 
consideration of these matters would mean increased monthly 
expenditure, and a proportionate drop in the profits. The latter 
contingency would, to those not acquainted with the position, 
imply a falling off in grade, and would, therefore, damage the 
company in the eyes of the public. The position would be a 
difficult one, and one calling for deHcate handling. There can 
be no question, however, as to what should be done. The 
mistake, once recognized, would have to be remedied by attack- 
ing the neglected work without further delay. The result would 
be a falling off in profit, and the company would have to confess 
that it had got behind with certain work, to recover which would 
temporarily absorb most of the revenue. 

If the company in its desire to make high returns had not 
set itself an impossible standard of monthly profits to sustain, 
the position might have been saved, but after working at the 
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lowest cost on its highest grade ore, it left itself no latitude and 
therefore no alternative. 

It is possible in an exceptional case that the administration 
would not realize the difficulties to which neglect of the work 
mentioned would lead them, until the position forced itself upon 
them. Whatever may be the cause, however, there is no gain- 
saying the fact that such a position is unsatisfactory, and from 
the engineer's point of view cannot be excused, whilst in its 
financial aspect there is much matter for criticism. 

Depreciation. 

Depreciation may be stated as an amount calculated to 
represent the periodic diminishing value of machinery and plant 
or other assets to be regularly charged against the book value of 
sama The amount naturally varies in direct ratio to the 
estimated life of any given asset, and it is, therefore, impossible 
to apply any set general rule to meet the requirements of all the 
mines in regard to the charge. On the other band, it would 
complicate matters endlessly to deal with each item separately 
on any given mine, and in each case the accepted procedure is, 
to generalize the charge according to circumstances, and, it may 
be, under one or more heads. 

Elsewhere it has been shown that the life of a mine should 
be so regulated, in the matter of claim area and equipment, as to 
ensure from 7 to 10 years, in order that the writing off on the 
score of depreciation may not be an unduly heavy charge. In 
other words, the main items of which the equipment consists 
are estimated to last for the period named if properly maintained. 
The residue value of such assets may or may not be an appreci- 
able or calculable amount : in the majority of oases it will be 
neither. 

It has been pointed out on more than one occasion that 
depreciation has never yet been charged on the cost of 
claim areas, and this despite the fact that a property is being 
actually worked out at the rate of so much per cent, per 
annum. For instance, take a property of 90 claims estimated 
to contain 20,000 milling tons per claim. Working on a 100- 
stamp basis, 180,000 tons per annum would be crushed, equal 
to 9 claims; and in 10 years the mine would be exhausted, 
and yet at the end of the 10 years we find the property 
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figuring in the balance-sheet at the same value as it did 
before a ton of ore had been extracted. Such methods of- 
acconntancy would appear at first sight to be absurd, but a close 
study of the problem will prove that there is no feasible alterna- 
tive. If such a charge were made it must be based on an 
estimate of the life of the mine, and us any such estimate could 
only be the merest approximation, the charge made must 
necessarily be of the same nature, and therefore open to the 
same objections as have been raised in regard to amortization of 
capital. To-day we estimate the life of a mine on the conditions 
now obtaining, and for all practical purposes this must, for to- 
day, suffice ; at the same time it is patent that the trend of our 
endeavours is in the direction of decreasing costs and, pari 
passu, increasing profits, and every step thus gained brings into 
the range of payable ore, increased tonnage, and therefore pro- 
longation of the life of the mine. There are many other 
possibilities which vitally affect the question, and for these, and 
the other reasons given, depreciation upon property cannot, in 
the writer's opinion, be charged. 

It is admitted that a charge for depreciation should be made 
upon certain assets, and that such charge must be deducted 
periodically from the book value. The profit and loss account 
reflects this deduction, and the amount itself should be placed 
to the credit of a special fund to be utilized in providing such 
additions and renewals to plant, etc., as may from time to time 
be required. If a company makes no allowance for depreciation, 
such additions and renewals must either be paid for on capital 
account or charged to working costs. In the latter event the 
spirit of the depreciation charge is fulfilled, but as heavy 
renewals may be occasionally necessary, it is advisable to dis- 
tribute the expenditure over a period or to have a special fund 
upon which to draw, as otherwise the returns of cost and profit 
per ton wiU vary unnecessarily. 



Maintenance. 

The cost of maintaining machinery aud plant in working 
condition is directly chargeable to working costs, and may be 
treated either as a separate account or be distributed over the 
various heads upon which it is expended. 
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Reserve Fund. 

It is usaal, and is recognized as necessary and legitimate, to 
establish a fund or acconnt called " Reserve," the functions of 
whioh shall be to equalize yields upon certain grounds and within 
certain limits. Thus a company may one month exceed its average 
return in gold won by 10 per cent. In lieu of declaring this in 
its profits, the amount is carried forward to a reserve account. 
The following month the returns may be 10 per cent. less than 
average, owing to shortness of labour, or to a few days' stoppage, 
or to some unforeseen hindrance, but having 10 per cent, in 
hand from the previous month, it is able to declare an average 
return, whereas if the full amount won in the previous month 
had been declared, the return would have dropped considerably 
and possibly to the detriment of the value of the company's 
shares. 

The fund is not established with any other design than that 
described, and whilst this principle is adhered to, its use is not 
open to abuse. 



Amortization of Capital. 

In any class of financial undertaking which has a limited 
period for profit-earning, the question is sooner or later raised as 
to the desirability or otherwise of redeeming the capital con* 
cerned by annual charges over the term during which it is 
estimated that profits will be earned. Primd facie it would 
appear desirable that an investor should, at the end of a com- 
pany's career, have something more in which to participate than 
the realizable assets then possessed, such as plant, water-rights, 
etc., etc. ; and, in fact, it is not infrequently urged by account- 
ants that the total original capital should be available either for 
redistribution or for reinvestment. There are, however, certain 
very cogent reasons why amortization should not be recognized 
in practice, by the company in its corporate sense, although 
in principle, by the individual shareholder, it should be observed. 

It is patent at the outset that the practice of amortizing the 
capital outlay by annual deductions from the profits serves to 
diminish the current dividends to a company's shareholders — that 
is to say, an amount of money is annually retained in order to 
build up a solid sum which will equal the original amount 
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invested when the earning period of the concern is finished. 
The sum so retained from shareholders might well be utilized by 
them, in their individual capacity, in an immediate investment 
which would, possibly, earn considerably higher profit than that 
which could be obtained from the reinvestment of the total 
capital sum, especially in view of the fact that the trustees for 
suoh a fund could only invest in the very safest, and, therefore, 
the lowest interest-paying securities, and in such case the 
shareholder would be a distinct loser by the retention. 

The loss would be greatly accentuated in the case of investors 
who bought interests in the property in the early stages of its 
history and later sold out, unless the fact that amortization was 
being provided for reflected itself appreciably in the value of the 
shares. All such investors are paying away a share of profits — 
which rightly belongs to them for their immediate use — for the 
benefit of those who at a later date buy the company's stock ; 
in fact the arrangement gives a benefit not due to those 
investors who become interested in the property towards the 
end of its career. 

The shareholder who receives his share of the full current 
profit may, if he wishes, reinvest a portion of it in funds for the 
purpose of amortizing his capital outlay, and at least he has the 
immediate control of his capital's earnings. 

Bat, be the arguments fi^ and con what they may, it cannot 
be denied that a company which frankly confesses that it makes 
no provision for amortization is just as sound from the investor's 
point of view as one that carries annual amounts to au amortiza- 
tion account, for the simple reason that in both cases there is 
a proportionate share value, which can without difficulty be 
figured out. 

For instance, take the case of a company with a capital of 
MOO.OOO, with a life of ten years, and the profits whereof 
amount to ^£200,000 ftr annum. 

First Case : Allowing for Amobtization. 

Take the rate of interest for amortization fund at 3 per cent., 
and the rate of interest for dividends at 6 per cent. 

The present value of the net profits — £2,000,000 — to be 
earned during the life of the mine on this basis is £I,3o8,400. 

The annual payment to amortization fund will amount to 
£118,452. 
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;E81,548, or the equivalent of 6 per cent, on the present 
value, would be paid yearly as dividends. 

The amortization fund in this ease is an amount deducted 
from the yearly profits, which, if invested annually at a stated 
rate of interest, will amount to the present value when the mine 
is exhausted. 

On this basis the value of the shares in a capital of £400,000 
would be ^3 7«. llrf. per share. 

If we take the capital of the company, viz. .£400,000, as the 
amount to be redeemed, whilst the balance of the profit is to be 
paid away as dividends, then we must deduct from the yearly 
profits the sum of £34,880, which amount, compounded annually 
at 3 per cent., will amount to £400,000 in ten years. 

The balance of the profit, namely £165,120, equal to 41 per 
cent., would then be available for distribution as profit. 

The shareholder receives a dividend of 41 per cent, per 
annum on his £1 share, and in addition he will, at the end of 
the life of the mine, receive £1 for every share. 

The total net profits distributed as dividends at the end of 
ten years will be £1,651,200. 

In the one case only £81,548 is distributed, and on the 
balance 3 per cent, is obtained, as against £165,120 in the other 
case, with the same interest on tbe balance. 

The present value of the shares in either method would be 
the same if shareholders invested their profits received at only 
3 per cent. — the rate fixed for amortization — but if a man could 
invest his money at, say, 6 per cent., then the second statement 
would suit him better than the first. 

Second Case : No Allowance fob Auobtization. 

In this'case the shareholder is to receive the whole of the 
profits, viz, £200,000 per annum, or lOs. per share. 

The total value of £200,000 received annually for a period of 
ten years, compounded annually at 3 per cent., is, at the end of 
the period named, £2,292,700. 

The present value of this amount is £1,706,042. To find the 
value of the shares allowance must be made for the redemption 
of the capital. It has been shown that £34,480, set aside 
annually and compounded at 3 per cent., wiU amount to 
£400,000 in ten years ; therefore from the total of the present 
value we must deduct ten contributions of £34,480 to arrive at 
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the real figure of present value. Thus, ^1,706,042 less ^344,800 
equals ^1,361,242. 

Value per share on a capital of £400,000 equals ^£3 8». per 
share as before. 

Froua these two statements it is clear that the shareholder — 
who, after all, is the person to he considered — need not be 
misled as to the value of his shares when no allowance is made 
for amortization ; and, on the other hand, he obtains the use of 
the whole of his share of the profits to reinvest or do with as 
he wishes. 

Those shareholders who insist upon the carrying out of the 
practice of amortization will discover that there are many 
almost insurmountable obstacles to be dealt with in defining 
the amonnt to be set aside annually, seeing that the factors of 
"life" and "value" can only be approximately defined. We 
estimate, for instance, that the " life " will be 10 years, and the 
distributable profit £200,000, and on that premise we proportion 
the contribution to the amortization fund. Eventually the 
"life" may prove to be only 7 years, and the profit £100,000, 
or it may be 20 years and a profit of £300,000. The fact that 
such variations may occur is in itself sufficient to demonstrate 
the impracticability of the adoption of any such proposal. The 
charge decided npon to-day may subsequently prove to have 
been unduly high, and the shareholder of to-day who disposes 
of his holding will have been deprived of profit which has been 
carried forward for the benefit of a later holder. 

Tbe value of the shares when the company is not amojiizing 
its capital would gradually drop towards the end of its life, in 
strict proportion to the ultimate amount which it was estimated 
would be available for distribution. 

Mine Development Redemption. 

In the Witwatersrand mines an item of the cost per ton of 
production is that of mine development redemption. The 
principle of charging a fixed sum in working costs for each ton 
of ore milled from month to month avoids the undesirable 
method of charging the whole lump sum^which probably in 
ipost cases covers a considerable reserve tonnage over and 
above the monthly tonnage miUed — against the current monthly 
revenue, which would result in unduly taxing present share- 
holders for the benefit of posterity. 
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The amoant; charged to mine developmeQt redemption in 
any given mine varies with the costs of development and the 
amount of tonnage which a certain qaantity of driving, winzing, 
rising, and cross-catting blocks ont. A mine that has wide 
shoots of pay ore, and but short intervals between the shoots, 
will develop a much greater milling tonnage — assuming equal 
widths — than one which has narrow and widely separated shoots, 
Hud hence the cost per ton of ore is reduced. 

To illustrate this, let us assume that we have, on the one 
hand, a mine that has driven two levels of 2000 feet each in 
length, the one under the other, and that in the stated length 
there are two shoots of payable ore, each 700 feet in width, 
separated by 000 feet of unpayable rock. It is assumed that 
each level has 160 feet of ore " backs," and therefore the case 
of one will illustrate the instance. 

In a mine developing during milling operations the costs 
may be set down as approximately 70«. per foot. The driving 
of a level 2000 feet in length, with two connecting winzes, each 
l.'jO feet, would cost £8050. Assume that the reef averages 
30 inches of milling ore — allowing for all deductions of sorting, 
pillars, faults, etc.— in the pay shoots. Then 1400 x 2^ x 150 
= 525,000 cubic feet, which at 12 cubic feet per ton equals 43,750 
tons. The total cost to develop 43,750 tons is £8050, or at the 
rate of 3-7 shillings per ton. This figure would therefore be that 
at which the developmeut of this tonnage should be redeemed 
in the working costs. In the second case, let us assume that 
the mine has two payable shoots, being 400 feet each in width, 
and separated by 800 feet of poor rock. 

The cost of development -ipould be the same as that in the 
first instance, namely, £8050, and on the same assumption of 
milling width the drive would develop 300,000 cubic feet of ore, 
which at 12 cubic feet per ton is equal to 25,000 tons of ore, and 
this divided into the total cost averages 6*4 shiUings per ton, 
which is the amount that would he charged against this block 
for mine development redemption. 

It is usual in figuring the costs of developmeut, however, to 
take the total tons developed over a given period as against the 
total cost incurred, and thus establish a figure, for inclusion as 
a fixed charge in the working costs. As a matter of fact, the 
writer is very doubtful if the amount spent iu development is 
redeemed by the charge made for mine development redemption 
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excepting in rare inBtances. The usual manner of charging the 
amount is as against the total tons along the stretches driven, 
making no allowance for sorting, unpayable ore, or pillars, and 
the consequence is that a great reseiTe of ore is amassed, and 
appears on the company's books i ostensibly as a valuable asset, 
which sooner or later has to be written off as valueless. 

There is always, however, the possibility that a certain pro- 
portion of ore which is left in the mines to-day will one day be 
profitably treated, and in that case, having no development 
redemption charge to pay (as this is preaamably paid on the 
tonnage already treated), and in many cases being less expensive 
to mine (as it occurs in stopes from which the more valuable 
ore has been taken), the potential profit is considerably 
augmented. 

It is frequently urged by managers that it is unfair to saddle 
their operating costs with an amount which they cannot, beyond 
certain limits, control, as its inclusion makes unfavourable com- 
parison with the costs of another mine in which the tonnage 
development per foot is higher, and therefore the total operating 
cost appears less. If the various company reports be scrutinized 
it will be found that great variations in this charge occur, as, to 
take two widely difTerent cases, a charge of tts. per ton, included 
in the French Band Gold Mine Company's cost, and, in contrast, 
a charge of only Is. 2rf. per ton, included- by the -Geldenhuis 
Estate Gold Mine Company. There is something to be said for 
the manager's argument ; there is a great deal more to be said 
on the principle of comparison of costs, which the writer refers 
to in another place. 

The principle of the mine development redemption charge 
as carried out to-day is unquestionably correct if properly 
adhered to, but there is no doubt that that principle is very 
open to, and is not infrequently subject to, abuse. 

The temptation to keep costs low, conformably with good 
returns, is naturally a strong one, and in those oases in which 
the shoots o£ ore are very narrow, and the percentage of payable 
ore to the total ore developed very small — and in consequence 
the proper charge for mine development redemption very high — 
the manager is tempted to return a certain tonnage of doubtfully 
payable ore to meet the heavy expenditure that would otherwise 
appear against the lesser tonnage of actually payable ore, were 
that only retnniod. On various occasions the entire omission 
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of the charge has come before the writer's uotice. One in 
particular was that of a certain property which had been opened 
up by two shafts and developed quite considerably. The assay 
plans clearly showed one well-defined narrow payable shoot, the 
rest of the ground being unpayable. The company started 
milling, and worked profita.bly while the developed ore in the 
narrow shoot lasted. No mine development redemption charge 
was made in the working costs. On the evidence of the 
company's assay plans — which proved to be accurate — mine 
development redemption should have been charged up at 25s. 
per ton. But what manager or company would disclose such 
a charge ? It would simply amount to a confession, on the 
average Rand mine, of a heavy loss on the operations. 

In this particular case the disclosure was never made, but 
nothing could avert the inevitable failure which ensued. 

It is not probable that the charge included in working costs 
will — excepting in very isolated cases — ^prove ultimately to have 
been excessive. The tendency is naturally to keep it as low as 
possible. If, however, too small a charge be made it simply 
means that either a large amount must periodically be written 
off, or, when the mine is exhausted, there will still be a con- 
siderable amount standing to the credit of development for 
which there will be no material value. 

In the ordinary way, however, the amount appearing as the 
charge for mine development redemption is adjusted from time 
to time, as the conditions demand, and may be taken to repre- 
sent what is, in the opinion of the administration of the 
company concerned, the cost of development per ton milled. 
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EXPENDITURE. 

Working; Costs in Deep-Level Mines. 

The actual working costs in deep-level mines, considered apart 
from interest, will differ from those of the outcrop mines only 
under the head of mining charges, which include pumping, 
hoisting, and maintenance. The hoisting charges will be much 
heavier than those of the outcrop companies, firstly, because of 
the long and heavy lift, and secondly, because all the working 
staff must be lowered into and lifted out of the mine by the 
hoisting engine. The latter must necessarily be a heavy item, 
considering that the underground labour force required to work a 
mine running 200 stamps, will be approximately 2500 natives, 
and 200 white men. 

The cost to lower and hoist this force per day, may be taken 
as the horse power required to deal with the load, plus the cost 
of engine driving, boiler attendance and maintenance. 

Figuring these items out on liberal margins, it would appear 
that the cost to raise men from a 3000 feet vertical shaft, will 
entail a monthly expenditure of about £750, equivalent to about 
2*2 pence per individual per diem, or to 0"54 shillings per ton 
crashed, on a 200-stamp milling basts, and crushing 28,000 tons 
per month. 

The charge for hoisting 1200 tons of ore per day, in 5-ton loads, 
from a depth of 3000 feet, at an average speed of 1500 feet per 
minute, and assuming one engine to be employed all the time, 
winding on the tail-rope system, and including engine drivers, 
firemen, loading and banksmen, figures out at about £2200 per 
month, equal to 1"G shillings per ton milled. 

The cost for raising water from the mine depends upon the 
system of pumping adopted, but in any event, under the most 
economical pumping system, the cost to handle 10,000 gallons an 
hour against a pressure of approximately 1500 lbs. per square 
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iuch, would not be less than il050 per month, equivalent, on a 
200-stamp basis to 078 shillings per ton milled. The total cost 
for pumping and hanllng is therefore : — 

Hoisting 2-14 BbiUinge 

Pumping 0-78 „ 

Total . 2-92 shillings per ton milled. 

The average cost per ton milled for hoisting and pumping on 
outcrop mines with milling installations of 60 to 100 stamps is 
about Is. 6<f. On an equivalent installation the costs, as figured 
above, for deep-level work would be approximately 5'84 shillings 
per ton milled, or nearly four times the average of the outcrop 
companies' cost. The bigger installation, however, reduces the 
cost to say 3*. per ton milled, which is what it might be expected 
to prove in practice to be. 

Should hoisting be performed without tsul ropes, the cost will 
be immensely increased, and on the other hand, should it be found 
practicable to handle a fair proportion of the water by means of 
bailers, the cost of pumping will be materially diminished. 



Expenditure by Deep-Level Companies by end of 1906. 

The probable expenditure upon deep-level properties as at 
December, 1906, may be estimated, in the writer's opinion, at the 
following amounts : — 

Expeoditore bf companies that wOl tie proiw:iMg at tbat period £10,000,000 

Eipeaditnre by companies that will be dei>elopi«g at tbat period . 3,500,000 

Total estimated expenditure . £13,500,000 



Analysis of Expenditure by Deep-Level Companies. 

An analysis of the amounts spent in bringing present pro- 
ducing companies to the milling stage will show the main items 
to be approximately as under : — 

ArsRAaB Deith of Shaits, HOC feet. 
Expettdilurt Analytit, 

Shaft sinking 12 per cent. 

Development 33 „ 

Machinery and Plant 42 „ 

Buildings 12 „ 

Sundry expenditure 1 ,. 

It may be remarked here that the relative proportions of 
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expenditnre will be greatly clianged ia the future. The deep- 
level companies, so far equipped, have had a comparatively small 
expenditure upon shaft einking, compared with what will have to 
be borne by companies which sink shafts say 4000 feet in depth. 
What concerns us at present, however, is the saving which would 
have been effected by the present producing companies on the 
cost of machinery and plant, buildings, construction work, etc., 
had freight and railage rates been lower, and prospectively what 
future companies will save in respect of these. 

An analysis of the costs nnder the heads of machinery and 
plant, and buildings, would give approximately the following 
proportions, namely : — 



Uaterials 
Other 



We have elsewhere seen that the freight and railage rates 
bear to the total cost of materials, as laid down on the mines, a 
proportion of 30 per cent. Materials form to the total expense 
of developing and equipping a deep-level property a proportion 
of 35 per cent. The cost of freight and railage bears to the 
total cost, therefore, a proportion of say 10 per cent. If, as is 
believed to be probable, a redaction on the all-round transport 
charges is made of 50 per cent., the companies will save 5 per 
cent, of the total expenditure. This would mean, taking it that 
the present producing companies have spent on the average 
j6300,000 on surface equipment, a saving of ^15,000. 

On the next page some particulars are given (in tabular 
form) of the producing deep-level mines, which may be read in 
conjunction with the following : — 



Average depth of shafta, 1100 feet, newly. 




Average cost per stamp, all chafes .... 


£4C09 




£1983 




£1454 


„ „ ,. machiuety and plant 


£1929 


buildings .... 


£453 


Total tons crushed as at December 3l8t, 1898 . 


1,603,021 




£23,211,555 


Total profit realized, December 31et, 1898 


£1,222,727 
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Cost of Gold Production. 

A comparison of the working costs of certain Witwaterarand 
mines from year to year gives a most instructive lesson with 
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regard to the redaction which better coDditions, more experienced 
administration, and larger scale working can effect. 

In the early stages of the industry on these fields — with the 
difficulties of untrained black labour, indifferent white labour, 
remote position from seaport, peculiar features of gold deposit, 
and want of capital to contend against — it is not surprising that 
working costs were high ; but as a set-off to this, the reef was, in 
the upper oxidized zones — for causes relating to natural concen- 
tration — of higher grade, and easier of treatment than when 
that depth was reached, where the oxidizing influence no longer 
penetrated, and the dissociation of gold and iron sulphide had 
to be artificially effected. The impetus given to the develop- 
ment of these fields by the chance feature of high values in the 
superficial zones' of the reef cannot be over-estimated, as other- 
wise the dif&culties enumerated above would, in their reflection 
in operating costs, have absorbed more than the gold yield, to the 
discouragement of enterprise and, ergo^ damage to the fields. 

The construction of the railway A:om the Cape Colony 
through the then Orange Free State, and its ultimate completion 
for traffic to these gold fields, marked an epoch in the history of 
the industry. Prior to this the whole of the materials required 
for the mines, was transported by means of ox-waggons from the 
nearest railway terminus, either in Natal or the Cape Colony, 
and the difficulties experienced in carrying heavy machinery for 
long distances over unmade roads, in the wet season, could only 
be met by high rates of transport, and a very slow rate of 
progress. 

The opening of the railway put the Witwatersrand in direct 
touch with the coast ports of the Cape Colony, and although the 
railway rates remained abnormally high, the facihties which 
were obtained by through railway caiTxage were of infinite value 
to the fields. 

There is a strong tendency in the mind of the average 
director of mining companies to regard the working cost •per 
ton as the sign and seal of good management, without reference 
to the complicated questions which arise in the settlement of the 
line of policy best adapted to make a given mine yield its 
maximum profit per claim. It has been the writer's duty, in his 
professional capacity, on more than one occasion to condemn a 
system in vogue in a mine, which, being calculated to ensure to 
the company a minimum working cost per ton, entirely lost sight 
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of the vital iosue of maximum projit per claim. In one iDstance, 
the mine was working at low cost at a profit of 143. per ton, and 
after ezaminatioa of the miae the writer propoiied a change in 
the policy, which wonld raise the working cost at least 5s. per 
ton, but with the profit of 22s. per ton, or a net gain of 8s. per 
too profit, and this policy was successfnlly put iato practice. 

It is urged by some that the lower profit ensures a greater 
tonnage per claim, and a longer life, and is therefore in the end 
a benefit to the company. This, however, is an erroneous view, 
as the figures given below taken from a report by the writer on 
a Band mine will prove. 

The case in point had reference to the advisabiUty, or other- 
wise, of carrying very wide stopes on the South Reef, merely 
because the reef was of great thickuess. The writer maintained 
that the result achieved under the system then in. vogue, of 
mining the total width of ore, was quantity, not quality. The 
stope averaged approximately 10 feet in width over the two 
faces, and sampling demonstrated the fact that only tfae footwall 
section of reef carried payable gold. To more fully illustrate the 
point, the actual stope assays, at intervals of 20 feet, are given 
at the top of the opposite page. 

It will be seen that in each instance the footwall section 
shows highly payable results, whilst the middle and top sections 
are of very low value. If, instead of taking an average stope of 
10 feet in thickness, one of 4 feet had been taken, including only 
the footwall-section assays as the basis of calculation, the average 
result would figure out as follows :— 

30 inches footwall leader assays 



23-5 dwtg 


= 705MsaT-iDcL 


21-0 „ 


= C5I ,. , 


23-0 „ 


= 621 „ 


2-0 ,. 


= 24 ,. 


66-0 „ 


= 1560 ,. 


44-0 „ 


= 704 „ 


74-0 „ 


= 1406 „ 




6671 


= 35-5 dwte. 





6671 
153 

Average value 22*7 inches assay, 35*6 dwts. 
Average value over 48 inches stope = 16-7 dwts. 

Com PAH ATI VB ItEsuLT. 

Stope 122 inches in tliii.-kne:j.'>. Average assay 8'4 dwts, per U 



We now come to the question of the total profit per claim 
realizable by these methods. Figuring on the assay results 
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f30 footwdl 


23-6 


705-0 




18 „ 


waste 




Ul inches 


■^42 


4-5 


189-0 




|12 , 


waste 


— 




w ,. 


1-5 


63-0 




rai footwaii 


210 


651-0 




33 „ 


waste 




147 inches 


-^36 , 


nil 






]H ., 


waste 






[33 „ 


4-5 


148-5 




r27 footwall 


23-0 


621-0 




23 „ 


waste 




U5 inches 


Ul „ 


6-0 


2050 




1 8 „ 


nil 






u :. 


5-6 


233 




12 footwall 


20 


24-0 


144 inches 


48 „ 


waste 
1-5 


72-0 




36 „ 


45 


162-0 




24 footwall 


65-0 


1560-0 


90 inches 


30 „ 


waste 






3G „ 


1-0 


36-0 




/ 16 footwall 


44-0 


704-0 


90 Inches 


2* " 
41 , 


waste 
3-5 


— 
1430 




i i> „ 


waste 






ri9 footwall 


74-0 


1406-0 




38 „ 


waste 




94 inches 


\l9 „ 


8-5 


161-5 




1 3 „ 


waste 






Ll5 . 


7-0 


105-0 



7-4dwts. 

I-8dwts. 
17-7 dwta. 
9'4(lwts. 



Average of slope, 122 inches. Average of assay, 8'4 dwts. 

above given, and calculating on sorting out 15 per cent., the 
recovery of gold from an assay value of 8-4 dwts. would be 25«. 
per ton. On the same basis the gold recovery from an assay of 
16-7 dwts. would be 49s. per ton. The comparative profits to 
be made from say one claim, would then be as under : — 



PmSt 
pwton. 


Prollt 
per claim. 


8 
28 


£ 1. d. 
20,000 
27,300 



Difference per claim in favour of narrower etope j£7300, without 
considering the increased value of the total profit, because of the 
much shorter period taken for realization. 

The object in citing these instances is to show how great a 
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fallacy it is to regard low working costs as the fundamental 
principle of skill in the management of mining affairs. The 
writer does not mean to imply that every care and precaution 
should not be exercised in expenditure'; on the contrary, he 
insists that such expenditure shall be so directed that the object 
for which the company exists shall be as far ae possible fulfilled 
— and that is, the highest profit which can be made, and in the 
shortest possible time, reconcilable with an intelligent plan of 
operations. A sentimental regard to public opinion on the 
question of working costs is the last thing that should be present 
in the mind of an engineer, when framing a policy to suit the 
conditions presented by a given mining enterprise, as it is evident 
that the financial basis of such an opinion is grounded on 
erroneons premises. 

Following on the subject of low working costs, comes 
the no less palpably illogical rule of comparing the costs of 
one mine with another. These are, in fact, no more reason- 
ably comparable than are the yields from various mines, situated 
in different sections, and with quite different problems to 
elucidate. The differences that arise may be any or all of the 
following : reef width ; percentage of sorting ; hardness of country 
rock ; quality and size of equipment ; facilities for labour and 
materials; handling of ore in mine (this being a most important 
item, as- in one mine there may be several distinct sections 
caused by dykes and faults, or positions of claim blocks, all 
requiring separate treatment, and manifestly at increased cost) ; 
compactness of plant arrangement, etc. 

If the variation in operating cost that these differences can 
introduce be for one moment considered, it wiU be granted that 
only those mines working under similar natural and artificial 
conditions should be compared, and none other. The operating 
cost of every mine mnst be studied to suit the special case, and 
that without reference to the standard of cost maintained by 
another quite differently conditioned mine, whether adjacent or at 
a distance. Every present feature should be taken into account 
when figuring on a basis of working costs, and the policy should 
be, to sift details and propose economies, with a full appreciation 
of the position, and not — as is so generally the rule— to make 
unfavourable comparisons and sweeping generalizations, in 
cases which present, for this matter, only an approximate 
parallelism. 



,y Google 



EXPENDITURE. in 

The operating costs of the Witwatersrand mines are in most 
instances given in detail in reports issued by the companies' 
secretaries at monthly periods. Subjoined are two examples, the 
one by the Van Byn Gold Mines Estate, and the other by the 
Meyer and Charlton Gold Mines Company, Limited, both of 
which are included in the financial group represented by the 
writer. 

THE VAN BYN GOLD MINES ESTATE, Limited. 

Btportfor month t^July, 1890. 

Mike. 

Number of feet driven, snnk, and rieen . . . . 2,163 feet. 

Quartz miaed 25,712 tone. 

Less quartz rook discarded . 6,696 tons. 

QoEirtz sent to mill and cnuhed 1D,01G tons. 

Mill. 

Nnmber of days working (125 atamp*) .... 30 dsys. 

Ore cmithed 19,016 tons. 

Yield in smelted gold 61 13-95 ouDces. 

Yield per ton 6-430 dwts. 

CrAsiDE Works. 

Tailings treated 13,440 tons. 

Yield in bullion, at 60», per ounce 2871-3 ounces. 

Yield per ton treated 4-272 dwts. 

Yield per ton (on basis of tonnage milled) 5-019 dwte. 

Working cost per ton treated 2». 5'59Si;. 

ExPENDrruBB and Kevehde. 
On basis of tonnage milled 19,016 tons. 



WOBKIKO EXPBKDITUBE. 

Working cost. 

£ .. d. 

Mining ...... 6,399 C 2 

Milling -■...., 2,784 10 6 

Muntenance 1,230 14 3 

Qen. chargeB (mine) . . . 945 9 10 

Mine development redemption .%803 4 

Cyaniding 1,657 lo o 

Fixed charges (induding licences, 
inaaranceB, etc 600 

£17,420 14 9 
Profit for month . . , . 14,017 17 I 

£31,438 11 10 



Coat pet ton. 




d. 


C 


8-765 


2 


11-143 


1 


3-533 


11-933 


4 


0-000 


1 


8919 





7-573 


18 


3866 


14 


8-919 


33 


0-785 
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V.lM. 




£ t. d. 


Gold from mfll, 6113-95 ounces 




at 74i. 3-3&i. per auiic« 


•i^m 5 


Gold from cyaniding 2871'3oun<!eB, 




St 60f. per aoDce 


8,556 6 10 


Sundry revenue . . . . 


175 




£31,436 U 10 


ElPEHDlTUBE 


OS Capital Account. 



23 10-587 
8 11-989 



Development 
Permanent works 
Machinery and plant 
Cyanide works . 
Biiildinge , 
Iteserv oira and dams 
Live Btock , 



5232 16 6 
2503 19 2 
143 1 11 
167 13 4 
37 18 8 
303 8 5 



lA*t Mine development redemption 



The expenditure of the various departments is again analyzed 
into items, and, as an illustration, the details of the New Gooh 
development and mining costs are appended. 

NEW QOCH GOLD MINES, LmrrED. 

Akalvsis op Dbvelopmknt Costh. 

May, 1899. 

S. t. a. S. n. d. 

Proportion of staiT salaries 

Roclt (irill boss . 

Bock drill fitter 

One-third timbermaii'ii salary . 19 10 

Men einkinz winze .... 63 

One engine-driver on compressor . 31 

Slainlenance work for diamond drill , 2 16 

Fitter's time ... 

Smith's time 



Contractors in mine . 
Contractors sharpening drills 

Dynamite .... 

Cartage on rame 

Fuse .... 

Detonators 



Coal Tor compressor and shaAs 
Bock drill steel 
Smithy coal 



Ilock drill spares 
Piping and liitinp . 
Sundry stores . 
Oils and candies 
Nadves labour and food 



22 


15 





11 


12 


9 


11 


3 


ih 


11 


3 


H 



1115 


1 


.'I 


335 


15 


6 


22 


- 


n 


til 





li 


35 


1 


11 


16 


7 


3 


51 


15 


11 


549 


12 


U 


£3637 

Digitiz 


7 

ed 


10 
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Ahalysib of WoKKtKO Costs. 



&ui'0p6an labour 






375 10 


Native labour and food 






1212 9 8 


Dynamite . 






701 6 


Fuse 






41 10 


Caps ... 






20 16 6 


Candles . 






91 4 


Drill Bteel. 






55 11 1 


Smilhy coal . 






8 16 


SharpedDg drillE . 






83 10 9 








•2 16 6 


Cartage dyDamita 






7 10 


Assay account . 






IC 19 1 



(Cost per ton milled, 6>. 0-58d.) 



Pl-mpu 


-0 ASD Haduxo. 




S. i. d. 


European labour 


272 7 3 


Native labour and food 


80 2 5 


Coal .... 


■276 13 9 


Oils, etc 


30 4 10 


Waste .... 


2 6 6 


Carbonate of soda . 


8 2 


Cartage coal . 


38 9 6 



(Cost per ton milled, If. l-^d^ 



European labour 
Native labour and food 
Forage, chaff, etc. . 



65 5 
249 15 1 
13 18 8 



(Cost per ton milled, 9-12ii.) 



PL.lTELAYl.fO AND TlllDEitlSa. 



European labour 
Native labour and food 
Deals 

Mine poles 
Bails and sleepers 



08 10 





25 9 


9 


36 15 


3 


C8 8 





9 18 


4 



(Cost per ton milled, 5-80(/.) 
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Haiktsnakce. 



Piping nad pnnp fi [tings 

Bar iron and steel 

Packing . 

Cement and lime 

Fire bricks 

Sundry stores . 

Costii^ . 

Boiler tubes 

Electric fittings 

Quarter share ctwt Dew cages 

Wire nnd Manilla ropes 

White meUl 



384 18 
13G 15 
52 15 



(Coat per ton milled, 2«. I'50d.} 



Gkukkal Chakobb. 



Manager and 8t«ff salaries 


435 9 


9 




Compound native wages and food . 


116 9 


V 




Snodry cash items .... 


67 11 


G 




Medicines and sanitary few 


33 10 


6 




Stationery and tickets 


21 16 


li 


674 17 10 



(Cost per ton milled, It. 6'T2<^.) 

Total £5458 
(Total cost per ton milled, 12i. 7'36i.) 



Sloping 

Pumping and haiiling . 
Tramming . 
Platelaying and timbering 
Maintenance . 
General charges . 



6 


0-58 


1 


7C4 


1) 


9-12 





6-80 


2 


1-5(1 


1 


6-72 


2 


7-36 



8655 tons milled. 



The total expenditure is analyzed as on the next ; 
taking the Meyer and Charlton Mine as an instance : — 
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CHAPTER XII. 

FORECAST OF POSITION OF DEEP-LEVEL 
MINES IN 1906. 

Estimated Number of Stamps at End of 1906. 

The total number of stamps now in operation by deep-level 
companies is 1370. These are all in the first row of deeps. At 
the end of the year 1906, it is safe to assume that- all of the 
first and second row of deep-levels, that started active operation 
before the war, will have reached the producing stage, and in 
the mean time some of the first-row mines wUl have increased 
their plant. 

In all, there should be at the end of the period named at 
least 18 new deep-level companies producing, with an average 
milling capacity of say 100 stamps — this being actually a 
minimum figure — making a total of 1800, whilst the present 
producing deep-level companies wiU increase their milling power 
by not less than dOO stamps. To this total must be added the 
additions which the bigger outcrop companies will make in the 
same period. The East Eand Proprietary Mines will probably 
be the largest individual contributor, totalling at least 400 
stamps. Other companies to increase their milling capacity 
within our limits will be (1) Witwatersrand ; (2) Simmer and 
Jack ; (3) New Goch ; (4) Wolhuter — totalling not leas than 400 
stamps. In the extreme western section of the Band, the 
Raudfontein group of mines will largely increase their present 
capacity by extending plant, and probably will have brought 
new companies to the producing stage, bringing in all, with 
other companies in the Krugersdorp district, not less than 700 
stamps to swell the total. On the extreme east from Boksburg, 
east to Modderfonteiu, there will not be less than an additional 
200 stamps. 
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The estimated total is then as follows : — 

From new deep-levels 1800 stamps 

Additions to capacity of present deep-level compsnies . 500 „ 

East Band proprietary minee 400 „ 

Central section mines 400 „ 

Weetem section minea 700 „ 

Eaatern section minee 200 „ 

From new deep-level roinea not yet started operations . . 500 „ 

Estimated additional aUmps to end 1906 .... 4600 „ 

Average number of atampa mnnbg prior to war . 5T62 „ 

Total, 10,262 „ 

Tonnas^e crushed per Month at End of 1906. 

The average tonnage crushed per month on the whole 
Witwatersrand, for the first eight months of 1899 preceding the 
war, was 758,415 tons, from a total average nnmber of 5762 
stamps. The mills now erecting, and those that will be erected 
before the end of the period named, will be of heavy pattern, 
not less than 1250 Ibe. per stamp. The average duty of such 
miUs will be about 5 tons per stamp per diem, working with 
600-mesh screen, and this figure we may take as the stamp duty 
factor. Assuming the average running time of the mill as 
28 days per month, and taking the estimated additional 4500 
stamps as doing 5 tons per stamp per day, the total tonnage 
which they will require is 4500 x 5 x 28 = 630,000 tons per 
month. To this total add the requirements of the 5762 stamps 
working before the war, and the total ore milling per month on 
Witwatersrand, at the date named, will reach the colossal figure 
of 1,688,415 tons. 

The quantity of ore that will be mined to supply this 
requirement will probably be at least 20 per cent, more than the 
tonnage milled, the balance being represented by the waste rock 
discarded on the sorting floors, so that the total tons of broken 

1 T- ■ i. J * ii, e -n 1. 1,688,415X100 r,-,,r.^c^r> 

rock hoisted to the surface will be — — o7i " = 2,110,520. 



Probable Qold Output of the Witwatersrand at 
End of 1906. 

The average declaration of the gold output on these Fields 
for years 1898 and 1899 was 6-41 dwts. per ton caught on the 
plates, and 4-07 dwts. per ton extracted from the sands by the 
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cyanide procese, aDd 2*01 dwts. extracted from slimes. Only 
compaiatively few of the outcrop companies are treating slimes, 
but it is safe to assame that the majority, if not all, of the 
companies now equipping, and those that have yet to equip, 
will adopt some method of slimes treatment. We may calcnlate, 
therefore, that of the total stamps employed in ore redaction on 
the Band at the end of 1906, not less than 5000 will have the 
slimes process as part of the general treatment scheme. This 
will increase the average retarn of gold, for those companies 
employing this latter prooess, by half a dwt. per ton. The 
average value of the gold won per ton of ore miUed in the 
9 months preceding the war was 4U. Zd. 

Taking as an average the figures thus supplied, and basing 
om- calculations on them, we are able to estimate that at the 
end of 1906 there will he a total of 1,688,415 tons of ore milled 
per month, for a groas yield of say 541,137 ounces fine; 
1,181,890 tons of tailings treated for a gross yield of 240,514 
onnces £ne ; and 210,000 tons of slimes treated for a gross yield 
of 21,105 ounces fine: the aggregate grand total being 812,756 
ounces fine valued at .£3,450,828, or an average extraction of 
40s. 9{f. per ton milled. 

Taking into consideration the economies, which under the 
new regime it is confidently expected will be introduced, and 
the better administration and improved appliances which the 
mines will have by that time secured, the writer does not 
consider it unduly optinustic to assume that at the date named 
a substantial additional profit per ton will be earned. 
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CHAPTER XIII. 
VALUATION OF MINES. 

Mine Valuation. 

The special featiu'es which characterize the Rand banket 
deposits make it possible to introduce computing systems, 
relative to their extent and valne, which, intelligently applied, 
have been abundantly proved to strike well within the limits of 
practical accuracy. The lapse of time with its concomitant 
experience, and the application of rule, have crystallized into an 
axiom the enunciation, that within a given area — taking 
especially the direction of the ore shoots of the section into 
consideration — the values of unworked portions may be closely 
calculated from the resalts achieved in adjoining developed 
mines. The importance of such a generalization with respect 
to the development of deep-level areas — the value of which is 
otherwise purely conjectural^-and the stimulus which is thereby 
snppHed for enterprise in that direction, must be at once 
admitted, on the evidence afforded in the cases of the majority 
of the deep-level companies now in active operation, which have 
commenced work upon the assumption that the enunciation 
previously cited would have a satisfactory demonstration. 

Despite, however, these special features, which are funda- 
mentally necessary to the establishment of the generalization 
indicated, they have only contributed the bases of the proposition, 
aud are, if faultily construed, capable of supporting a deduction 
which would stifle all further enterprise. This was exemplified 
in the earlier stages of many now successful outcrop companies, 
before the policy of extensive general development was reooguized 
as the element required, in combination with the bases aforesaid, 
to ensure commercial success. 

Once having obtained the data for generalization, and having 
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derived therefrom a satisfactory indication of the value of a 
property which it is proposed to work, the functione of the 
generalization cease, becaose so soon as development begins 
upon the reefs we change the methods to partionlars, and each 
mine is valaed upon certain systems which are employed for the 
purpose. 

The first step in the valuation of a developed mine is the 
practice of " sampling " it — that is, to extract at carefully 
measured intervals, along all drives and winzes, a section of the 
reef for assay. Simple as it may appear to do this, it is really 
a most arduous operation, and one entailing more than average 
intelligence and conscientiousness to properly perform. The 
tendency in all sampling work is towards selection, not only in 
respect of the richer sections of the ore body, but equally in 
respect to the conditions of the reef at the points to be sampled 
— whether hard or soft ; whether easily or with difficulty acces- 
sible — and it is only by the exercise of great caution in the first 
case, and determination in the second, that these tendencies 
can be overcome. 

A sampler should at the same time, if the importance of his 
work is fully recognized, be a trained scientific observer, noting, 
as development, and pari passu the sampling, proceeds, every 
feature of the reef, whether the pay section is always exposed ; 
every fault and dyke, their nature and effect. Such observa- 
tions, if systematically recorded, assist greatly in the calcalation 
of general tonnage values, and materially assist in choosing the 
positions of stopes to the very best advantage regarding faults, 
which tatter, if not carefully considered and provided against, 
may easily so dislocate the reef in a stope, that attack from 
another quarter is necessitated. 

The sampler's first work is to measure off the intervals at 
which sections of the reef are to be taken. The intervals are 
generally either 5 feet or 10 feet, depending upon the width of 
the pay section ; if this be narrow the intervals are never greater 
than 5 feet, because in narrower ree& there is liable to be more 
violent fluctuation in value than in those of average stoping 
width, and for that reason it is important to minimize the 
possibility of high individual values having an undue effect 
upon the general average. In reefs of greater width, on which 
samples are taken at 10-foot intervals, the writer's practice is to 
temporarily exclude results which depart greatly from the 
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average of the samples taken in tbe vicinity, untU the total 
value of the assays round the developed block have been 
obtained, when the excluded results before mentioned are 
included as portions of the general result. The rationale of 
this method is to guard against the danger of enriching short 
sections of the reef by the inclusion of values which, whUst 
perfectly correct in themselves, will give erroneous results if 
averaged iu with tlie adjoining sections. This can be Ulustrated 
in the following manner : — 

A longitudinal section of reef is represented in Fig. 34, 
showing the width aud assay values of samples obtained at 10-foot 
intervals. The average value of each section is arrived at by 
multiplying the width into tlie assay, the product being " assay 
inches." The sum of the widths then divided into tlie assay 




SAMPLES AT lOFT. INTERVALS . 



inches gives the average value, and the total width divided 
by the number of samples taken gives the average width 
sampled. 

In the case of the foregoing samples, the average result 
would be as follows : — 



Sample Ko 


' Width Sampled. 1 


A 




B 




C 




D 


1 42 1 


E 




F ■ 


40 1 


a 


1 24 


H 


! 35 i 




42 1 


J 


1 36 1 


K 


1 34 1 


1 3S2 : 



Aiuy VmIuc. Asuy Inehet. 
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BMDlt— 

10306 „^ , , "l 

^., = 27 dwls. nearly I 

34-7 incfaea average 27 dwta 

In practice, sample F would be eliminated from the average 
obtained, on accoant of its abnormal valne. The result woiUd 
then be — 

382 - 40 s 342 total JDcbes 

10306 - 6000 = 4306 total assaf inchca. 



KU'. 



■2 iocbea arerage 12'6 dwts. 



The inclusion of sample F woold, therefore, in this instance, 
raise the vdue of each of the five samples on either side of it by 
no less than lS-7 dwts., more than doubling the actual average 
which they show when it is eliminated. Equally grave errors 
may arise if the intervals at which samples are taken be not 
spaced regularly, that is to say, if the standard of 5 feet or 
10 feet sampling, as the case may be, be not rigidly observed. 

The writer once examined an assay plan on one of the Wit- 
watersrand mines, which exemplified in a striking manner the 
errors which this departure from the system can introduce. 
The said assay plan reflected the values of South Beef Leader, 
narrow, but in places very rioh, on a width of 6 inches. The 
samples were shown on the plan somewhat as illustrated in 
Fig. 36. 

I I 

SAWPI.C5 »T 5Fr iHT-EWVAy^ . 

Rg.35- 

In the assay records these results were entered up in rotation, 
as though each sample represented a 6-foot interval ; and the 
result 80 obtained was carried down as a result accurately 
reflecting the total distance sampled, which is, in the illustration 
above given, 176 feet. The average value of the above 
sampling, on this system, would be as follows : — 
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Sampled place. 


Width of reef 
nmpled. 


Away value. 


5 feet east of foce of drive 


6 


M 


10 „ 


6 


70 


15 


G 


50 


20 


6 


60 


26 


6 


110 


30 


. 6 


30 


*5 „ „ „ 


6 


10 


C5 


G 


16 


80 „ 


6 


■10 


90 „ 


6 


35 


105 


6 


bO 


110 


6 


50 


115 „ „ „ 


6 


120 


120 


G 


150 


125 „ 


G 


130 


130 


G 


70 


135 


G 


30 


156 „ 


6 


12 


175 „ 


6 

114 


16 



-jjy = 61-6 dwta. 

Kesalt— Average value of reef for 175 feet sampHi^ G ioclies = 61-6 dwts. 

This result is qnite incorrect, because each sample is taken to 
represent an equal distance interval, or to be equal factors in a 
sum of 176 feet of distance, when, as a matter of fact, very 
widely different proportions of the total length are represented. 
To properly average the value of the total length sampled, it is 
necessary to remember that each sample must be taken to 
indicate the value of the ore as &om the sample immediately 
preceding, and although it is bad practice to have comparatively 
long intervals, the values of which are only reflected by one 
assay result, yet such iustanoes do occur, and for the sake of 
illustration the one under notice has been chosen. 

Taking the view that each sample represents the value of an 
interval, we may now average out the assay results shown in the 
preceding table thus : — 
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iBt result, 6 feet iDterval, arerageB fO dvlB. = 450 agsay feel. 



10th 
11th 
12th 
13th 
Uth 
15th 
16th 
17th 



Besalt— 176 feet sampled coDUio a product of 7960 asaay feet. 
Average value ._. = 45*5 dwts. 

By using each interval, therefore, ia its true proportion to 
the whole, we have obtained a result of 45-5 dwta., representing 
the average value of the total 175 feet sampled, as against 61 '6 
dwts., when incorrectly assuming each interval to represent an 
equal proportion of the whole. The practical effect of employing 
the first method would be to overestimate the value of the ore 
by 16 dwts. per ton on the width sampled, the seriousness of 
which it is unnecessary to further dwell upon. 

It is plain from the preceding calculations that, if samples are 
taken at regular intervals, and if the sampled width be invariable, 
the average of the whole may be obtained by simply dividing the 
sum of the assay results by the number of intervals represented. 

Having considered the importance of sampling at regular 
intervals, we now come to the question of how best to sample 
the reef at these intervals so that an essential degree of accuracy 
may be obtained. 

The method of sampling of reefs varies as to the conditions 
presented in the ore body under valuation. For the purpose of 
illustration let us take three cases as under : — 

(1) Narrow clean reef body. 

(2) Reef of medium thickness with intercalated quartzite or 
*' waste" rock. 

(3) Wide clean reef body. 
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(1) The south reef in the Eoodepoort district furnishes 
probably the best instance of a continuously narrow and rich 
reef. The actual width of the reef iu the richest sections is 
seldom more than two inches, and in sampling such a thin reef 
body it is customary to include a portion of the quartzite above 
and a portion below the reef proper, the sample being carefully 
channeled to a given width and depth, to obviate as far as the 
danger of including a disproportionate quantity of the rich possible 
reef. It is a matter for dispute whether this method of including 
the enclosing quartzite in the sample taken— or whether it should 
be untouched in the sampling, and only reef proper be taken — is 
calculated to give better results. From experience, the writer 
would rather exclude the quartzite, for the simple reason that, 
being generally tougher than the reef matter, and taking the bias 
of the sampler likewise into consideration, a strictly proportional 
quantity as to the whole sample of reef and quartzite is seldom 
obtained, and thus the assay value is higher than, with accurate 
proportioning, it should be. The practical effect is similar to 
that obtained by careless measuring of the widths, which maybe 
thus illustrated. 

Supposing a series of samples to be taken on a reef actually 
2 inches in width, and the value is reported as upon 3 inches, 
and assume that the value so reported is 120 dwts. The value 
of 3 inches at 120 dwts. on a stoping width of 36 inches, is 10 
dwts., but the value of two inches at 120 dwts. on the same 
width is only 6'6 dwts., the result in the one case being payable, 
and in the other unpayable. Since, therefore, the inclusion of 
quartzite in the sampling tends to introduce such errors, it is 
wiser to sample only clean reef matter. 

(2) In sampling reef of medium thickness, having intercalated 
bands of quartzite, the writer invariably 
has the samples taken from the reef 
matter only, measuring the quartzite 

and calculating it in the average result. , 

Let Fig. 36 represent a reef section to 
be sampled :— p,j_ ^^^ 

At the points A, B, and C sections of 
the reef would be taken and separately assayed, whilst a note 
would be made of the measurements of the intervening quartzite. 
The results would appear for the calculation of average width 
thus: — 
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A. Hanging wall section, 9 inchea aswy, wy 8 dwts. = 72 assay 

Band of qnartzile, 12 „ „ nil. nil 

a Middle reef section, 6 10 dwta. = 60 aesay 

Band of quart zite, 10 .. „ nil. nil 

C. Footwall reef section, 3 , 100 dwts. = SOOasaay 

Total nidth 40 „ Total assay inches 432 

Average value ' = 10-8 dwta, on a width of 40 inches. 

(3) In sampling wide clean reef body, it is the writer's practice 
to divide the width into sectioDB which are separately bagged 
and assayed. The object aimed at is to avoid as far as possible 
the liability which is present, when sampling, say a 5- feet reef in 
one section, of takiug nneqaal proportions of the ore, and thus 
vitiating the result. A limit of 18 to 20 inches is generally made 
by the writer as the greatest which may be taken in one section. 



Fi«. 37- Flir. 38- 

consequently ia a 5-feet reef, at each distance interval, three 
separate samples would be taken, and the results averaged out 
over the whole width (see Fig. 37) as under : — 

let section, width 20 inches, assay value, say 8 dwts. = 160 assay inches. 
2nd „ „ 20 „ .. „ 10 „ =200 „ 

3r(I „ „ 20 „ „ „ 12 „ =240 „ 

Total widlb 60 „ Total assay inches 600 

Average g, = 10 dwts. on a ividth of 60 inches. 

In all sampling, the greatest care must be taken to measure 
the reef exposed at right angles to its inolination : otherwise, if 
a reef be only partially exposed in the hanging wall of a level, 
it is possible to make very grave errors, as will be imderstood 
from the diagram in Fig. 38. In this case a careless sampler 
could take a section of reef, perhaps 3 feet long, and return it 
as 3 feet wide, when in reaUty he would be only skimming the 
under side of the reef body, and its actual width might not be 
more than 3 inches. 
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Standardizing Values on Fixed Widths. 

In all cases it is of the utmost importance to fix a width 
over which the average assay values are to be calculated. This 
is hest done by studying the angle of dip and the attendant 
bedding conditions of the reef, and determining from these 
what width of stope it will be practicable to carry. The nearer 
the reef approximates to verticality, the narrower will it be 
possible to stope ; and conversely, the nearer the reef approaches 
to horizontality, the more impracticable does narrow stoping 
become. The general practice on the Band is to fix a minimum 



a • s a a a s 1„1 * 

SAMPLES AT IOFt. JNTE.RVAL9 . 
Ha». ScALK . 3orr. tq Iim. Vkwt. 5c*i.t ■ &rtTo\tt* . 

Fl«. 39. 

width of 36 inches as a stoping basis, and all assay values on 
reefs narrower than 36 inches are brought to this standard 
width thus {Fig. 39) ;— 

I Sample No. { Width. ' Amy value. Aauy inehe*. ■ 



Average value -y.f = 147 dwU. 
Average width ^ = 17*5 inchcB, 

Result— Average valne 14-7 dnts. on 1T'& inches width. SundarduuDg tfaia result on the 
fixed width of 36 inches the value becomes ; oa 36 : 1T5 : : 14-7 = 7'1 dwto. 

In cases where a reef is very variable in width, falling above 

Digitized bvGoOgIC 
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and below the Btandard minimum of 36 inches, the value of each 
sample should be at once calculated out as upon the said 
minimum, and the valne of samples taken on thicknesses of over 
36 inches will remain unaltered, thus (Fig. 40) : — 

^ S«»pl.No. Width. , A«.yv^i«.' 86-T'^itoU. 



^^ = 9'6 average value od 36 inches. 

If the reef averages more than 36 inches in width, then 
a new standard, say 48 inches, is established, to which all 
values are reduced ; but as each inch of the 48 in a. calculated 







5amPUE» at lorr. IWTCWVALft 
Hot. Se»l< . 50f»- tc I in . V<rt- Scale . bt*-te tin ■ 



average is of equal value, it matters not — excepting for the 
calculation of tonnage^ — whether the value be reckoned on 36 
inches or on 48 inches, as an established value on 48 inches 
must be the same as a value on any of its integers, and there- 
fore the same as upon 36 inches. If, however, the value be 
established on 36 inches, and it is, say, 10 dwts. for that width, 
it would only be 7*5 dwts. on 48 inches. 
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Erroneous Methods of calculating: Averages. 

It may be well at this point to illustrate, by example, the 
errors which may arise if erroneous methods of computing 
averages are introduced in the valuation of the ore reserves of 



Samples at 5 ft- Intcbvals . 
Hor.Sote^ son Tolin. Ver^■ Scale .SW ^ Toli p. 
Fig. 4: 

a mine. We shall take as a basis for illustration a length of 
100 feet of level sampled at 6 feet intervals (Fig. 41), as under : — 



CalcuUtiDg svenge width. 



Calculnting avenge vslu« 



The Bum of the widths The sura of tlie assay 

pampled, divided by the values, divided by ihe 

total Dumber of samples Dumber of samples taken, 

taken, repTosenlB tlie represents the average 

average width. value. 
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Second Methoh. 



C*ICBlatiiig aTenge width. 



CiloUtiDK avenfe valae. 

The sniD of the total ueaj | 
incbe«, obtained b; innlU'plyiiig 
the width umpled in eacli Id- 
DtADce b^ the reipectire ssaay 
values, divided by the sum of the 
number of samples at an arbitrary 
width, which latter it ia intended ; 



Adverting to the sohedule foregoing we may now set ont the 
results obtained by these two methods : — 



Sbcoks Method. 



Arenga width. Avenge ralue, Avan« width, [ Average value, 
inchei. , dwta. inehea. dwta. 



Manifestly there is some fault with methods which give such 
widely different results, and it may be well to examine wherein 
the errors lie. 



^tfj pjr.ji?va a ^^^ ^ ' ^'ua^fe 



For the first method let three samples be taken from a reef 
as above {Fig. 42), and having the values shown below : — 



= 66-6 



The error here lies in assuming that all three samples are the 
width of the minimum sample. This statement can be proved 
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in the following manner. Let two tons of rock be mined from 
each point sampled, and assume the total yield of gold to be 
extracted, then we hare : — 

2 tons at 150 dirts, per Idd, from which we extract 300 dwts. 



From the total 6 tons we have, therefore, extracted 400 dwts. , 
which is equivalent to 66-6 dwts. per ton, or a similar value to 
that shown above. If the maximum width be taken as a 
standard, and all other samples be brought to that standard, 
then, the simple division of the column, as shown, will give a 
true average. This can he proved in the following manner : — 

Assume, as before, that we mine and treat the following 
tonnage, and that we extract all the gold contained. 

The standard weight being 6 tons, we must include in 
sections 1 and 3 a portion of barren qnartzite to make up the 
quantity required. 

Then, from section 1 we obtain 2 tons ore at 150 dwtd. = 300 

aod 4 „ qnartzite. 

2 we obtain 6 „ ore at 40 „ = 240 

3 „ 5 „ „ Ht 10 „ = 50 

and 1 ton qnartzite. 

TotalB 18 590 

From 18 tons of ore mined we have, therefore, extracted 590 
dwts., equivalent to 32-8 dwts. per ton. The average arrived at, 
therefore, by bringing the width of the 3 samples under notice 
over a standard of 6 inches should be the same as that shown, 
which can now be proved : — 



Sample No. 


Width. 1 


1 
2 
3 


2 
5 




1 



To prove the error in the second method stated, we may take 
the following figures from four samples (Fig. 43) : — 
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SuDple No. 


Width, iDcbo. 


V«lu«, imtt. 


AukriBdM*. 


1 


16 


10 


160 


2 


60 


30 


1800 


3 


50 


■25 


1250 


4 


•20 


16 


300 








3510 



Total assay inches, 3510, divided by the arbitrary stoping 
width of 36 inches = 97-5 dwts. Why is this method wrong? 
Because in each of the above cases where the reef is above 36 
inches, we have first used a factor above 36, for obtaining the 



total assay inches represented, and have then divided by 36 to 

obtain an average. Take one instance from the above samples. 

Section No. 2 is sampled over a width of 60 inches and 

assays 30 dwts. The product in assay inches is, therefore, 1800. 

Now we use the arbitrary divisor of 36, to fix the value of the 

1800 
section, and find that the value is now —^ = 50 dwts., which is 

absurd. The practical eflect of using a divisor less than the 
factor of width — which with its accompanying value yields a 
product of assay inches — serves to concentrate the value of a 
greater width within a lesser, which is absurd, for if it were not, 
then a deposit 100 feet wide, worth 6 dwts. per ton, which was 
calculated in this manner, would have a value of 33'3 dwts. on 
36 inches — a proposition no one will be willing to support. 

The followiug important deductions from the foregoing 
statements and illustrations may now be made ; — 

(1) The assay inch is the product of 1 inch in thickness, 
multiphed by the assay value over the whole thickness sampled. 

{2) In any given portion of a reef, the total number of assay 
inches is represented by the product of the number of inches 
sampled, multiplied by the assay value over that thickness. 
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(3) The total number of assay inclies at any given point of a 
reef, divided by tbe thickness sampled, gives the average valae 
over that stated thickness, 

(4) The total number of assay inches at any given point of a 
reef, divided by a thickness greater than that sampled, will give 
the average valne over the greater thickness. 

(5) The total number of assay inches at any given point of a 
reef, divided by a thickness less than that sampled, gives a mis- 
leading result. 

(6) Samples taken at regular intervals, and over an invariable 
mdth, are correctly averaged over the stated width, by dividing 
the sum of the assay result by the number of intervals repre- 
sented. It is necessary, however, in all cases to standardize the 
result obtained as over the proposed working width of stope. 

In a general valuation of fully developed ore in a mine, the 
system adopted is based, firstly, upon the assay values shown by 



ip 18 H* ig '7 1» g 7 14 1; ifr 1.1 y p w ^ ig i7 10 » 4 ■? '.' ti 'g !■* ? • tp 



Ima I B^ 
300 FT ^ ' 



Block of Ore 



A lb lb 19 14 l3 ly U 19 12 II 



a 4 a 14 M a 
Pig. 44. 



JDu 16 
nw* 

I • 10 ia ^ 



the developed blocks, and, secondly, upon the tonnages which the 
various blocks contain, in the following manner. 

Let A B C D (Fig. 44) represent a developed block of ore, 
sampled at 10 feet intervals : — 

The average of the upper level ia 12-3 dwla on 36 inches. 
„ „ lower „ 12-4 „ „ „ 

I, „ winze coonectioo at the right is 12-3 on 36 Incbea. 

„ „ „ on the left 12-7 „ „ 

,. value of the levels is, saj 12*3 dwte. on 36 inches. 

„ t, winzes „ 12-5 „ „ „ 
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\ incites. ToDnage coobuaed in block 

In another section of the mine the reef may be wide enough 
to average the values on a width of 48 inches, which would 
increase the tonnage by 25 per cent. When all the blocks were 
averaged out as above, they would be brought into column, and 
calculated out to average as shown below (Fig. 45) : — 



I 



ZOOrraiBOFi 



I8000 TON» 



rsooo-rarxs, 



10,000 tons baring an BRsaj value of 15 dwts. = 150,000 aasay tons. 
12,000 „ ., „ „ 14 „ = 168,000 „ 

16,000 „ „ „ „ 13 „ = 208,000 „ „ 

15,000 „ „ „ „ 12 „ = 180,000 „ „ 

14,000 „ „ „ „ 11 „ = 154,000 „ „ 

67,000 860,000 

860,000 ,„„ . . 
b'Ti^ = 12 8 dwts. 
Resait— Average value of 67,000 tons developed = 12-8 dwts. 

Relation of Assay Value bls shown on Assay Plans to the 
Recovery Value. 

The ultimate value of " assaying" in a mine is regarded in 
many instances by the so-called " practical man " as nil, for the 
reason, largely, that there are always wide differences between 
the average assay result which an assay plan shows, and the 
value which is finally recovered by the treatment processes ; and 
he has not, as a rule, sufficiently studied the ratio 'as between 
the original assay value of ore standing in the mine and the 
gold recovered, to discover that there is certain invariable 
relation of the one to the other, provided always that the 
sampling and averaging have been intelligently performed. 

It is popularly supposed, for instance, that a mine which 
assays on the average 6 dwts. of gold per ton will return that 
value, sterling, when the ore is treated; and therefore it is 
stated with some frequency that ores worth 6 dwts. per ton — 
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equivalent to say 24«. sterling — will pay to mine and treat, in 
places where the working costs are not above 20s. per ton. The 
error of this view lies in the fact that no aUowances are made 
for underestimation of the width of stope which will be carried, 
and none for the losses which occur in the ore treatment 
processes. If, for instance, the value of 6 dwts. per ton were 
correctly arrived at on an estimated stoping width of 36 inches, 
and if, in actual practice, owing to the occurrence of soft seams, 
or for any other reason, the narrowest stope possible were 48 
inches instead of 36, then at once the value is reduced in 
proportion 48 : 36 : ; 6, or to 4*5 dwts. per ton on 48 inches. To 
compensate for this possible error, the writer takes 80 per cent, 
of the value of ore standing ia the mine to represent its value 
when mined and deUvered on surface. 

The original value of an ore assaying 6 dwts. in the mine is, 
therefore, by this method, reduced to 4-8 dwts. when it is 
delivered in the mill bins, provided no sorting is done. The ore 
is now subjected to treatment, and again practice has proved that 
80 per cent, of the value of the ore in the mill bins is about the 
average amount recovered. Appljang that factor to our ore 
worth 4*5 dwts. in the mill bins, we arrive at a result of 3*8 
dwts., which represents the actual extraction we have secured 
from an original value of 6 dwts. in the mine. Thus, of the total 
value the amount secured is only 63 per cent., which for safety's 
sake the writer reduces to 60 per cent. We may, therefore, lay 
down the invariable rule, that upon reefs, or stoping widths, of 4 
feet and under, the estimated recovery value may only be taken 
as 60 per cent, of the assay value of the ore standing in the mine. 

This percentage may, however, be increased by sorting, as 
elsewhere shown, and by the introduction of a process for the 
treatment of slimes. By the first expedient it is possible to get 
an extraction per ton milled of the full value of the ore standing 
in the mine, but the tonnage milled will only represent probably 
60 per cent, of the ore mined and delivered on surface. 

By the second method it is possible to increase the amount 
recovered from the original assay by five per cent. 

Grades of Ore required to make Working: Profitable. 

The " grade " of ore which a mine can be made to produce is 
dependent largely upon the features which are presented by the 
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actual gold occurrence. In wide reefs, which contain the gold 
evenly disseminated through the mass, no means of stoping or 
sorting can poseibly be introduced which will have the eflFeet of 
concentrating the gold valne over a lesser width of reef, for the 
reason that each sectiou is precisely similar. In this olass of 
reef, the gold value as shown hy the sampling on a proposed 
stoping width, must therefore be regarded as the ultimate value 
of the ore which the mine can be made to yield. If, on the 
other hand, we are dealing with a very narrow reef, resting upon 
an easily-mined footwall, the ore proper could be either mined 
separately by first taking out the footwall rock, and subsequently 
blasting down the reef as a clean product, or, as an alternative, 
the ore and a minimum width of quartzite could be stoped in 
one operation — which is the usual plan — and the resulting 
product subsequently submitted to a selecting or sorting 
operation, which aims at the rejection of a certain proportion of 
the barren quartzite, and an enrichment of the balance which it 
is intended to mill. 

The more general condition in the Main Reef series is, however, 
neither the very thick homogeneous nor the narrow reef, bat 
rather we have alternating bands of auriferous matter and 
quartzite, constituting the width which is stoped. In this case 
the value of the ore as mined is subjected to the modification 
introduced by sorting. The diagrams here given (Figs. 46, 47, 
48) illustrate the possibiHties in the three cases : — 

In the first instance. A, it is shown that because of the 
homogeneity of the ore, the values are similar on any thickness 
of stope up to 5 feet. No system of stoping could, therefore, affect 
this value, nor could any sorting be done. 

In the second instance, B, the values vary as follows : 

On 12 incheB stoping width, assay TnUie 400 d^ii. 
H 24 „ „ „ „ " „ 20-0 „ 



In the third instance, C, the values vary as follows ; 

On 12 inches sloping width, assay value 25*0 dwtf. 
.. 2^ .. „ „ „ .. 1^5 „ 

., 36 „ „ „ „ „ 11-3 „ 



,y Google 



VALUATION OF MINES. 






A/ 



,yGoogle 



138 THE DEEP-LEVEL MINES OF THE RAND. 

It is clear that in oases B and C there is the need for the 
exercise of an experienced judgment, in determining -what width 
of stope will Becare to the company the maximum profit per 
claim. This immediately raises the question as to the net 
money value which can be recovered from a mined product 
assaying 8 dwts. per ton on 60 inches, of which 20 per cent., or 
12 inches, contains the whole of the gold. Were sampling 
methods perfect, and were stopes carried perfectly uniformly, or 
at least made to average the exact sampled width, or the width 
taken as the basis upon which the value is arrived at, and were 
it possible by our reduction and treatment methods to extract 
100 per cent, of the gold content, then an average ^say of 8 dwts. 
on 60 inches, not subjecting the ore to a sorting process, would 
net 33-6 shillings per ton. But experience has shown that 
sampling gives a result too high by 20 per cent, on account of 
the practical difficulties of blasting hard rock to the defined lines 
laid down, and therefore the mined product, instead of being 8 
dwts., equal to 33*6 shillings in value — as called for by the 
sampling — is reduced to 6*4 dwts., equal to 26-8 shillings. 

The ore is now at this latter value placed in the mill bins, and 

experience has shown that of the average value of the ore placed 

in the milt, an average of only 80 per cent, is recovered. The 

actnal recovery obtained from the gold value of 26*8 shillings, 

26'8 X 80 
therefore, is — r^ — , or 21-4 shillings, or to sum up the operation, 

we have only recovered from an original assay value of 33*6 
shillings the sum of 21-4 shillings equal to 60-7 per cent. Con- 
sidering that the average working costs on these fields are 
25s. per ton, the result would be unpayable. This establishes, 
therefore, as a general proposition, that ore assaying 8 dwts. 
in the developed block, is unpayable. We have also determined 
that a factor of 60 per cent, of the assay value, represents 
— in the conditions which we are assuming — the ultimate 
value we may expect to recover. It is easy, therefore, to arrive 
at the lowest assay value which is requisite in order to pay the 

average working rate of 25s. per ton thus - f^Q— = 6 dwts. fine 

gold, which at 4-2 shilUngs per dwt. exactly balances the working 
costs. On a mine doing no sorting, the value of the ore in the 
stoping faces must, therefore, average 10 dwts. per ton, to pay the 
working expenses. 
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In the stope, however, upon which we are figuring, the total 
gold-prodncing rock only bears a proportion of 20 per cent, to the 
total mined, the balance being barren quartzite. If it were 
practicable to stope only the 12 inches of gold-bearing reef, then 

the recovery value would be — ^r^^ — = 24 dwts., equivalent to 

100-8 shillings per ton recovery value ; but, as in practice it is 
only very rarely that the conditions are favourable for extracting 
the narrow width of 12 inches — and then it must be done by 
mining either the footwall or hanging-wall first — and as in the 
case under immediate discussion, we assume that not less than 60 
inches can be mined, it is necessary to introduce an operation 
that will effect, more or less, the same result which narrower 
stoping would achieve. In subjecting the mined ore to sorting, 
the fact of rejecting a certain percentage of waste rock, and thus 
concentrating the total value of a given number of tons into a 
lesser number, provides the equivalent of narrower stoping, 
which we desire, although, seeing that sorting has a practicable 
Umit, governed on the one hand by the quantity of " fines " 
which the ore produces, and on the other by the degree of 
absolute separation of the reef fragments from the accompanying 
quartzite, by its means it is hardly possible, even in the best 
conditions, to exceed the equivalent of 40 per cent. , which would 
reduce the 60 inches stope we are considering to 36 inches. 

We may now consider the original value of 8 dwts. on 60 
inches under this aspect. 

Let 100 tons of ore be dehvered from the mine into the 
sorting house, having a value of 6-4 dwts. per ton. Thirty tons 
of this would pass through the grizzlies as fines, not capable of 
being sorted, leaving 70 tons to be handled on the sorting table. 
Of this latter assume that the maximum of 40 tons is rejected 
as worthless : then the proposition would figure as under : — 



100 tons delivered from the mine assaving 
30 „ pass through grizzlies and go to the mill at 

70 tons pass over sorting table, assaying 6-4 dwts., and 
taioing a. total of 70 x 6-4 . 

40 „ are rejected as waste, assaying say 1-7 dwts., contain- 
ing a toUl of 40 X 1-7 

30 tons of sorted ere remain, cantainiDg say . 

Then, of the original 100 tons mined we have — 

-I— 
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6-4 dwts. per ton. 



3800 dwts. ID all. 
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30 Iohb fiDU placed in mill bins at 6*4 dwts. 
30 „ of lorted ore containing 



of mixed fioea and Bori«d ore contun 



Average valae of 60 tons in mill bins 



672 
60 ' 



9-6 dwts., 80 per 

cent, eztraotion obtained in reduction and treatment works, 
7*6 dwts. Actual recovery value from 8 dwts. mine assay and 
40 per cent, sorting = 31'9 shillings. 

The costs incurred to obtain this result are, however, con- 
siderably higher than the average of 25«. per ton, which 
represents the cost when no sorting is done, and would be 
somewhat as under, taking some actual figures as a basis — 





Opekatino Costs. 




No »itiDS. 


SoninglOpcrceDL 


CoftpCTtOD 

mmed. 


Com ht tod 
■.lined. 


Mining .... 
MUliDB .... 
Maintenance , 
General charges 

CyanidiDg 

Sorting.: . . . 


t. d. 
12 
6 

a 

1 
4 
3 




Mining .... 
Milling .... 

Maintenance . 
General charges 

Cyaniding 

Sorting .... 


». d. 

20 
3 

2 
1 
6 

3 
1 


Total . 


. 25 


Total . 


. 36 



Working costs and ralue of oltimate gold recovered from 
60 inches in the mine. 


an aTerage assay of 8 dwts. on 


Ho Sorting. 


Sorting 40 per cent. 


Working coit 
pCTton. 


ritimate 


Pcrenit4ge of 
usay 

iKovered. 


Working eort 
pttton. 


Dltltnel* 

recovery por 

ton. 


Percentage ot 
«iMy 


25.. 


21.. 


60 


36.. 


31-9.. 


95 



The results obtained show that sorting fails to make an ore 
assaying 8 dwts. in the mine profitable to treat, when costs 
average 25a. per ton, when not sorting. If costs were 20s. per 
ton then the results obtained would be as under — 
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MiaiDK . ■ . ■ . 

MiUing .... 

Majateaance . 

Geaeral cbaigea 

Mine deTelopment redemption 

Cfaniding 

Sorting . . . . . 



Sortiiig 40 pai etnt. 



Mining 11 

Milling 3 

Maintenance .... '10 

General chafes ... 10 

Mine development redemption. 6 

Cyaniding .... 30 

Sorting 10 



Working coeta and value of nltimate gold recovered from an average aaaay i 
60 inches in the mine. 



KoSfiTtiaK- Sorting 40 p«r cCDt. 


Working cost 
per ton. 


Ultimate 

reeaTci7pci 

ton. 


'''«i:i^'"i working ««t 
re^^. 1 P«ton 


Ultimate 

recovery per 
ton. 


PenenUge of 

reared. 


20.. 


21«. 


60 


27». 


31-9.. 


95 



In actaal practice the increaBc of cost when sorting 40 per 
cent, would not be as great as the theoretical advance shown, 
and therefore the case for sorting is stated at its worst. 

Thus far, however, we have only dealt with ore assaying 
8 dwts. in the mine, and that value, it has been shown, is unpay- 
able in the conditions that we assume, and would be very 
doubtful as a profit-earning proposition, even with abnormally 
low working costs. We have, therefore, now to consider, in case 
B, whether a stope 48 inches wide, assaying 10 dwts., and costs 
at 25s. per ton milled, is a payable proposition. It is unnecessary 
to again go in detail through the figures by which we arrived 
at the working costs, and the percentage of original mine assay 
recovered, and we may at once tabulate the case, as in the 
preceding instances. 
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Ahsav Value of Oer, 10 i>wt«. ovee 48 ixcoeb width. Woehsq Cost, 25«. per tos. 
I Xa SoniDg. 



WoTking cc 



Ultiiiiiu PcrcanUge of 
ton. recoTcred. 



Sorting W ptr cent. 



Profit per ton milled, no sorting 0'2 ahOlinga 

„ „ „ 40 per cent, sorting ... 3*9 „ 

If costs were 20s. per ton the profit would figure as under— 



Profit per ton millei], no sorting 
„ „ „ 40 pet cent sorting 



5-2 shillings 
12-9 „ 



The next instance, in case B, is a 36-inch stope, assaying 
13'3 dwts., and let the working costs and percentage of sorting 
remain as in the last case considered. 



<F Oee in Mine 13-3 dwis. Workinq Costs 



Sorting 40 ptr cent. 



Ultimata Per cgotBge 



■.at \ 



ProSt per ton milled, no sorting 8'4 shtUings 

,. „ „ 40 per cent sorting . . . 17'0 i, 

If the costs were 20^. per ton, the profit would figure as 
under — 



Profit per ton milled, no sorting 
„ „ „ 40 per cent, sorting 



13-4 sbillings 



We have in the foregoing illustrations established the follow- 
ing important deductions : — 

(1) Ore assaying 8 dwts. and under in the mine is an unsafe 
mining venture on these fields. 

(2) Ore assaying 10 dwts. in the mine is payable, if working 
costs are low. 

(3) The value of sorting varies directly as to the thickness, 
character, and grade of the reef, and inversely as to the working 
costs per ton. 
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In considering the valaes of stopes in the case C, we may at 
once dismlBB the possibility of stoping payable ore above 36 
incheB in width. Here, however, we have quite different 
proportions of reef and " waste " to deal with, for whereas in the 
case B, already considered, the reef, as to quartzite or " waste," 
bore only a proportion of 20 per cent, in this instance, out of a 
total stope of 36 inches, the proportions are 67 per cent, reef and 
33 per cent, "waste." The possibility of sorting is therefore 
confined within much narrower limits in this case than in the 
case B preceding. 

Of the total rock rednced to fines by blasting, the probabiHty 
is that the proportions of reef to waste are approximately 
maintained ; therefore, in the case under notice of a total of 
30 per cent, of fines passing through the grizzUes, the proportions 
remain one part of waste to two parts of reef. Out of 100 tons, 
therefore, delivered from the mine to the sorting house, there 
would be 30 tons of fines, 20 tons being reef and 10 waste. The 
total waste in the original 100 tons is 33, and deducting 10 for 
fines, the balance of 23 tons, represents all that will pass over 
the sorting tables. It is not probable that more than 15 tons 
would be sorted out, which would equal — as we are dealing 
with 100 tons — 15 per cent, of the total ore, as compared to 
40 per cent, sorted out in case B. 

The proposition before us is, therefore. What is the ultimate 
recovery value to be obtained from ore assaying 11-3 dwts. over 
36 inches width in the developed block, on a 15 per cent, 
sorting ? Proceeding as in the former case, and taking 100 tons 
as the basis, we have — 

100 toDB delivered from mine wortii- — j^— .... 9-0 dwts. 

30 „ fioes pass through grizzly worth 9 dwts. per ton . 2700 ,. 

70 „ ore pass to aortiDg table cODtaining 70 x 9 . 630:0 „ 

15 „ waste rock are sorted out 15 x \\ 22-5 „ 

55 „ of sorted rock contain 607-5 „ 

Then ore to mill consists of — 

30 tons fines containing 2700 dwte. 

55 „ sorted ore containing 607'5 „ 

85 „ of mi;(ed ore cootain 877-5 „ 

Average value of ore in mill bins „ — = 10-2 dwts. 

Recovery value from 10-3 dwts. = '"'^,m>^ = ^'^ ^'^^ = **'* Btillings. 
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Theoretical recoveiy from original aaaay vftlae, 72 per cent 
Then— Recovery pet ton, no sorting . . — j^= — = 281 Bhillings. 
„ „ „ 15 per cent, sorting = 34-4 „ 

In the foregoing instances, the percentage extraction as 
theoretically arrived at, on varioas sorting bases, needs a 
correction for practical application, and below is given the mle 
which the writer apphes : — 

To the factor of 60 per cent, of original assay value add half 
the figure representing the percentage of sorting, and the result 
is the estimated ultimate recovery value. 

Illustration : the developed ore of a mine has an average 
assay value of 15 dwts. on 42 inches, and it is proposed to sort 
out 30 per cent, of the ore mined. 

Then 60 per cent, represents the factor of extraction when 

30 
not sorting, and ^ = 15, the amount to be added to the first 

factor. 60 + 15 = 75, which is the factor of extraction in this 

instance. Result : extraction without sorting — , x-^— = 9 dwts. ; 

15 X 75 
on 30 per cent, sorting — ,,.- = 11-25 dwts. 

From this rule the following factors for estimating the 
recovery from the original mine assay, on a given' sorting 
percentage, are obtained : — 



To avoid complicating the issues involved in the foregoing 
illustrations, the writer has expressly made no allowances, either 
in cost of mining, or in variation introduced into differences 
between estimated assay value of ore in mine, and value at 
surface, when deaUng with wider than average reefs. It is 
evident that the development redemption charge appearing in 
the working costs of a company working a wide reef should be 
less than a company working a narrow reef, for the reason that 
the tonnage exposed by a given expenditure on mine develop- 
ment would be increased proportionately as to the greater 



,y Google 



VALUATION OF MINES. 145 

width. Similarly, the expenditure npon labour, materials, and 
explosives required to extract a given number of tous from 
a wide reef will generally be less than that required to extract 
an eqaal tonnage from a narrow reef. 

These allowances must be made to meet the special instance 
under consideration ; but, assuming that they be not figured 
upon, the omission will at least appear as au error on the right 
side in actual work. 
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CHAPTBB XIV. 

PROBABLE ECONOMIES TO BE EEEECTED 
WITHIN THE NEXT FIVE YEARS. 

The main heads of expenditure are, as shown hy the twelve 
months' cost analysis elsewhere given : — 

SaluieB and whiU wages 32*6 per cent, of tbe total 

Native vagea 21-0 „ « « 

Materials and stores (other than esplosives) . 15*0 „ „ „ 

Dynamite aad expiouvM generally .... tO'5 „ „ „ 

Coftl 9-0 „ „ 

In considering the value of the future production of the 
Band, the question of the possibihty of lowering working costs 
is a very vital one, and it hecomes necessary to examine tbe 
expenditure under each of the heavy items included in tbe 
preceding list, to determine if any saving in respect of these may 
be effected under the new regime. 

Rate of White Wages. 

There is a decided tendency, on the part of all responsible 
employers of labour on these fields, to shirk the issues involved 
in any proposal to reduce tbe ruling rates of white wages. The 
reasons are firstly and largely altruistic, there being a strong 
desire on the part of the financial houses controlling the mines 
to have a prosperous and contented working community ; and 
secondly, business expediency, there being a feeling that the 
proposal to introduce reductions would lead to disorganization of 
tbe work, and consequent delay and loss. Tbe high rates ruling 
are in great part a heritage of the past, when skilled labour was 
scarce, and the demand greater than the supply, and when the 
cost of conveying supplies to a small community over a great 
expanse of practicaUy uninhabited country was enormous. 

The increased and rapidly expanding market presented for 
skilled labourers by the mining industry of these Fields, coupled 
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with the high rates of pay, have attracted men from every 
country in the world, and means of commnnication being what 
they are, we are practically in competition with the labour 
markets of the world; drawing from all a certain number of 
men, allured hitherward by the higher wages offered. The 
feeling has, however, never ceased to exist, that residence in 
this country was at the best but temporary— the unsettled 
political conditions being mainly, if not wholly answerable for 
that sentiment — and, consequently, workmen as a class have not 
been disposed to remove their families and belongings from 
their native places. All doubt as to permanence and stabiUty 
now being removed, there will undoubtedly be a big influx of 
men and families, as well as an army of artisans, from aU parts of 
the world. The net result will be a surplus of labour over 
demand, and what is inevitable, a lowering of the existing high 
wages rate. This, however, would not be desired by the heads 
of the industry, until living costs had been lowered in proportion. 

The conditions of existence press here specially heavily 
upon the married man. Bent, water rates, schooUng, etc., are 
enormously high, and must absorb almost the total amount 
earned, even when close economy is observed. It is, however, 
certain that these conditions will be immensely improved in the 
near future, and the bnrdens to married and single men become 
better proportioned. The actual cost to the single man is only 
slightly higher on the Band than in the settled mining districts 
of America or Australia, but all expenses incurred in amusement 
or luxury of any sort are considerably heavier. 

The following list of wages is an average compiled from the 
total mines of the Band, by the State Mining Engineer : — 



>laDiigers 92 4 per month, 

Aseayere 28 3 « 

Amalgamaiors 22 7 3 

Battery managera 40 5 8 

Cyanide workere 23 C 10 

Concentrate workera . . . . . 21 IG U 

Carpenters 25 16 10 

Draughtsmen 2U 6 

Engineer (foreman) 38 18 

Electriciana 2t) 9 4 

Engine drivers 25 2 9 

Fitters and Blecbanics 26 9 5 

Gangeru 27 1 

Greaser 18 15 4 

Labourera 18 1 8 
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22 10 


3 


22 910 


27 9 


6 


26 7 


2 


23 10 


3 


18 7 


9 


25 2 


9 


21 16 





30 6 





33 1 


2 


20 13 


5 


18 15 


3 


27 16 10 


20 14 


2 


1910 






148 r^^ DEEP-LEVEL MLNES OF THE RAND. 

S. ». d. 

Mine foremen 38 11 10 per monlli. 

Mioe clerk and atorekeeper . 

Miners and tr&mmera .... 

Machine drillers .... 

Masons 

Overseers (general) .... 
Pitmen 

I'ampmeD 

Painters 

Secretaries 

Smiths 

Stokers 

Smelters 

Sundry workers 20 14 

Vanner workers 19 10 

In the settled mioing districts of Aastralia — Bendigo and 
Ballarat, for instance — the rates for miners, fitters, and carpenters 
are as under : — 

Z t. d. 

Miners 11 per month. 

Fitters . . ■ . . . 15 
Carpenters 12 10 

In the United States the rates of pay are somewhat higher, 
averaging ahont 3 dollars a day for miners, etc., and 3^ dollars for 
mechanics. 

Stated generally, it may be said that the Witwatersrand 
mining companies pay their employees 50 percent, higher wages 
than the Victorian, and 30 per cent, higher than the Amerioan 
companies. 

It is safe to surmise, in view of the altered conditions that 
will obtain here nnder the British rule, and specially considering 
that we are bidding for labour against all the markets of the 
world, that there will be a levelling process introduced, which 
will tend to regulate the wage rates on these fields iu some 
manner proportionate to those obtaining elsewhere. Such a 
reduction will bring within the profit-earning margin many 
companies that are now beyond that pale ; and though to the 
individual workman the lowering of rates by natural causes may 
be regarded as unfortunate, still, in the end it benefits the 
working class as a whole, because the fact that a reduction would 
stimulate into activity many mines now dormant means that a 
greater total of workmen would be employed at a good wage after 
the reduction than was possible before ; it means, in short, the 
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greatest good to the greatest number. It has also to be borne in 
mind that the purchasing power of a sovereign will be greatly 
increased, before the time arrives when the natural law of supply 
and demand will have compassed the reduction here indicated, so 
that in efTect the position of the workman will be in no way 
altered, in respect to his faoihties for saving. 

If we assume that in five years after the declaration of peace 
wages will have dropped 30 per cent., it is probable that events 
will show the assumption not to have been &,r wide of the mark. 
On this basis, and calculating the expenditure on white wages as 
30 per cent, of the total operating cost, and estimating the 
average cost at 25s. per ton milled, the reduction would amount 
to 2-3 per ton milled, or rather more than the equivalent of 
\ dwt. fine gold. This would total a net saving per month to a 
company running 200 stamps, and crushing 28,000 tons monthly, 
of ^3150. 



Native Labourers* Wages. 

This item of expenditure bears to the total operating cost a 
proportion of about 24 per cent., or taking 25^. per ton as the 
average rate of working, it is equivalent to 6s. per ton milled. 

The average rate of pay to Kaffirs in the year preceding the war 
was about 50s. per month of 28 working days, exclusivo of food, 
which the companies provide. The sudden demand which arose 
for native labourers, in a country which had practically no 
industries, and therefore no schools for the training of native 
workmen, gave rise also to a rate of pay about three to four 
times greater than the average paid to natives in the colony of 
Natal. The steady expansion of the industry, and the increasing 
requirements for native labourers, has always more than kept 
pace with the supply available, so that there has always been, as to 
the total wanted, a shortage of some thousands of natives. This 
state of things naturally tended to make competition for this 
class of labour, very keen, with the result that the natives were 
practically masters of the situation, and could demand their own 
terms. In addition to the actual shortage of supply, the mines 
were hampered by the eff'ects of diink supplied by illicit dealers 
to the natives. This resulted in each company having in its 
compound from 15 to 20 per cent, of its total force either quite 
incapable of work owing to intoxicatien, or unwilling to work 
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while suffering recovery. It can readily be imagined that of the 
natives who did tarn out to work, quite an appreciahle percentage 
were indisposed to make an effort to do more than fill in the 
time. To discharge natives was out of the question, as they 
would be greedily snapped up at the adjoining mine, and new 
drafts would behave on the average just as their predecessors. 

Lastly, the want of a proper enforcement of the pass system 
gave rise to a well-organized method of swindling the mining 
companies, by obtaining deserters from one mine and selling 
them at high rates to another company in the neighbourhood. 
The cost of the purchase of natives became in some instances 
an alarming amount, amounting in one case in the month to 
2*. 8rf. per ton nulled. The average cost to purchase natives 
for service with the companies was from ^3 to ^4 per head, and 
as there were no means of compelling the native to remain if he 
preferred to work elsewhere, aud no means of properly identify- 
ing deserters, a company would sometimes be in the unenviable 
position of paying, say, JE2000 for 600 Kaffirs, and finding at the 
end of a month that they had practically all deserted, the 
company having no redress. 

Such are in brief the conditions in respect of native labour 
under which the mining companies have worked in the past. 
It now becomes necessary to examine in what direction the 
future promises improvement. 

The first requirement to put the native labour question on 
a satisfactory basis is a well-organized scheme for the recruiting 
and distribution of native workmen, together with a pass system 
which will readily lend itself to the registering of natives in 
their respective compounds, and to the identification and restitu- 
tion of deserters. The said scheme of organization, to properly 
perform its function, must be embodied in a regularly con- 
stituted authority, vested with powers for making rules and 
regulations pertaining to all vital matters in connection with 
native labourers — such, specially, as distribution and rates of pay 
— and competent to inflict penalties for their non-observance. It 
will require, for its satisfactory working, entire unanimity 
amongst the mines, and due and faithful adherence to its 
provisions on the part of the mine managers. 

Granting these postulates, and being free from the machina- 
tions of the promiscuous native labour agents, it will be possible 
to reduce the average rate of pay to 35s. per month, and in 
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addition, being clear of the demoralizing and paralyzing effectB 
of the illicit liquor traffic, there will be 10 per cent, more daily- 
workers from the total number of any given compound. 

A reduction of native pay to 35^. means a lowering of the 
former rate by 30 per cent., equivalent to I'Sa. per ton, or, in 
the case of a company running 200 stamps and crushing 28,000 
tons per month, a saving of ^2520 per month. 

The question arises as to whether the native labour supply 
will keep pace with the demand. Reasoning on analogy from 
past experience, there can be no doubt that it will. The 
average requirement for the Witwatersraud is about 4 to 5 
natives per ton milled per day, so that, with 10,000 stamps 
running, the mines will require 200,000 to 250,000 native 
labourers. 

As a means to make the mines in some measure independent 
of native labour, there are doubtless many operations, now 
performed by Kaffirs, which will in future be done by machines. 
Many attempts have been made to perfect stoping drills to 
replace the hand stopers, but so far without achieving success 
sufficient to warrant their general adoption. The smaller-sized 
air drills, which are designed for the purpose, ate unable to 
withstand the strain imposed upon the moving parts by the 
combined shocks caused by air pressure and the force of the 
blow. Electric drills have been tried, but so far without 
satisfactory results. The solenoid principle of obtaining re- 
ciprocations, which is successful enough when drilling in soft 
rocks, is unworkable on the Witwatersraud quar^zites. It is 
probable that design iu this respect will be in the direction of 
separate motors connected to the reciprocating movement of 
the drill by means of a flexible shaft. In any event, there can 
be no doubt that a stoping machine is practicable aJid will 
ultimately be perfected. 

Materials and Stores. 

According to the analysis of general expenditure, we have 
under this heading a contribution of 15 per cent, to the total 
operating costs of the mine, or an equivalent of 3'75«. per ton, 
assuming the average working cost to be 25». per ton milled. 
The possibility of reducing this charge depends upon two things 
— firstly, the cost of the material at the port of shipment ; and 
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secondly and chiefly, as far as these fields are concerned, npon 
the rate of freight and transport. The former possibility we 
may leave out of the calculation, concerning ourselves only 
with the latter. 

It is notorioQS that South Africa can boast the unenviable 
distinction of paying the highest rates on freight and railway 
carriage of any country possessing the volume of commerce 
which is hers. The late Mr. L. I. Seymour, before the Industrial 
Commission in Johannesburg, in 1897, tendered evidence in 
which were included certain comparisons of freight and railroad 
charges bearing out the statement just made. The writer takes 
the liberty of extracting &om tiie Industrial CommiBsion's 
report the following figures given by Mr. Seymour : — 



OCEAN FREIGHTS. 

(All per ton of 2240 pounds.) 

Umok, Alan Line, and Aubeican and Afhioas Stkamshif Link. 
(From New Xork to South Africa direct.) 



Flight >^OD 


macliin«iy. 






C«pt Town atul 


EutLoodonud 




Port N«t«l. 




«. d. 


•. d. 


Not exceeding 2 tonainweiriit 


32 6 


40 


,. .. 2i „ „ 


37 6 


46 


,. 3 „ „ 


42 6 


50 


,. 3i ,. ,, 


47 6 


55 


n 4 „ 


52 6 


60 


■- 41 „ „ 


57 6 


65 


, V , 


62 6 


70 


•3 


67 6 


75 


7 


72 6 


80 


8 


77 6 


85 


,. ,. 9 


82 6 


90 


., 10 


87 6 


95 


.. 11 


92 6 


100 


.. 12 


97 6 


106 



Note. — Ten per cent primage is charged on all the above rates, returnable in the form of 
rebate. The latter is claimed on the 31at of January and Slat of July of each year, and ia 

payable six montbs thereafter. 



SaUJNO TEfiSBUl. 



Ea(t LoDdon. Algoa Bay. 



1. Mining machinery and cement (iri 

2. Boileia, etc., 3 tone to 9 tone . 



I dnimB) up to 3 tons . 



All per ton weight or measurement (ship's option). Freight net. No primage. 



,yGoogle 



PROBABLE ECONOMIES. 

Steamer Fbeiobtb. 

(All up to 3 toQs' weight,) 

From London, Liverpool, or Glasgow to— 



-..,„*.. 


NcmectU-e. 


1 ■• 


II. 


III. 


IV. 








f. d. 


« d. 




East London 


Bucknall and Clan . 




38 9 


32 6 


30 


East London 


Castle and Union (inter 












mediate) . 
Castle and Union (mail) 


52 6 


40 


32 C 


30 


East London 


65 


41 3 


32 C 


30 


AlgoftBay . 


Bncknall and Clan . 


42 <i 


31 3 


25 


22 6 


AJgoaBay . 


Caatle and Umon (mter 












mediate) . 


1 46 


32 fi 


25 


22 6 


AlgoaBay . 


Castle and Union (mail) 


47 t; 


33 9 


25 


22 6 



Class I. Machinery, boilers, etc. 
„ II. Trucks, piping, etc. 
„ III. Bails, soap, earthen pipes, etc. 
„ rV. Bar-iron and sleel, cement. 
On packages over 3 tons' veight, bt. 6d. on every ton or half ton, np to 5 tons. 
From 5 to 12 tons, Ss. Bd. per Ion additional. No charge for heavy lifts or heavy 
measurement 

Sea Frbiqeit. 

From New York \o London, 12<i. Hd. per ton. 

From Chicago to London on heavy boilers, via Kanawha Despatch (Railway, 1000 miles ; 
sea distance, aboQt 3300 milee), 60 cents per 100 ponnda, equals 40t. 6<^ per ton of 2240 
ponnds {weight or measurement not at ship's option). 



Sea FsEiaRT. 



li. 6Jd. per 100 ponnds, per ton 2240 ponnds 



RAILWAY RATES. 

For comparison of Indian and other railway rates per mile, t'nyiaeering, vol. xlii. p. 214, 



Charges per ton per mile in.pen««. 


ClM» at good*. 


India. EDgland 


Belgium. 


Holland. 


GenDUi;. 


Grain 
Cotton 

Cotton goods 

Average 


0-85 
1-63 
1-28 

85 


1-&4 
2-77 
2-64 

1-12 


0-79 
1-74 
2-22 

1-60 


0-96 
1-61 
101 

0-96 


113 
1-61 
20G 
1-32 


113 


2-02 


1.59 


1-28 


1-55 
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Ekolibh Railway Rates in 1893. 
From Enginterioi), toI, Isv. p. 48, January, 1893. 



, per mil«. Fint 30. Kext 80. Next SO. 



Great Gatiteni 

Great Nortliera 

(Jreat Western 

London and North Western 

London, Cathain and Dover 

Korth Eastern 

South Eaatem 

TaffVale 

Lancashire and Yorkshire 



1-50 


1-20 


0-70 


l-W 1 


1-20 


0-70 


1-SO ! 


1-20 


0-70 


1-50 


120 


0-70 


1-50 1 


1-20 


0-70 


1-75 


1-50 


1-26 


1-50 1 


1-20 


0'75 


l-.W 


120 


0-70 


1-60 1 


1-20 


0-70 



The coat per ton per mile iu Germany has been — 

Coat ia ptnea 



l*i8 




1-063 




1878 




0-911 












1«82 




0-815 












1886 




0*788 












1890 




0-749 














*cr rarioni roadi in 


America, par too ot 9000. 




Total ehaige. 

». d. 

47 7 
18 lOi 
94 5 

24 71 
90 3 


, Distance 

1 (mile.). 


Rate per ton 

(per mat). 


Chicago to Atalanta, Georgia 

„ Syracuse, New York . 
Denver, Colorado 
New York, New York 
San Francisco, California 


1 

1500 
070 
1041 

9m 

1 241C 


it. 
0-3807 
0-3381 
1-0H« 
0-3078 
0-4485 



For the following named materials, the rate from Chicago to 
New York in 1892 — which practically governed all railway 
rates in the Eastern States — was per ton of 2000 pounds in car- 
load lots, distance 960 miles railage : — 



Cotton 
good.. 


Storei. 


0-:'57 


lliterial rale in pence per ton per mile. 
Coffee. Starch. Sugar. 
0-257 0-257 1 0-257 


Soap. 




Uachiner;. 


0-513 


0-2668 


0308 
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For American railways the total actual cost of carriage to 
the railways themselves was as follows : — 



Rviwtr. 


FeDM {wi ton per mile. 


1B87. 


1888. 


1889. 


189a 


Main line branches . . ... 
United railroads of New Jersey 
Philadelphia and Erie railroad 
Lines east of Pittsburg and Erie 


0-3298 
0-6303 
02659 
0-3595 


0-3103 

0-6007 
2511 

0-3398 


0-3053 
0-5761 

0-2709 
0-3348 


0-2955 
05663 
0-2511 

0-3201 



In 1892 all the American railways combined carried 
88,241,050,225 tons one mile, for -which they received 
$799,316,042, or an average rate of 0*898 cents ; equals 0-4422(i. 
per ton per mile. 

Comparing the various rates above cited, we have — 



German (latest quoted) 
English (average) . 
American (average) . 

Machinery, American 

„ Cape 

„ Orange Free Stot( 

„ Natal . 

„ Portuguese 

„ Netherlands — Cape . 

„ Natal 

„ „ Delagoa 

Actual cost coal. Band tram 



m per mile. State railways, 
„ private railways. 



0-749rf. perl 

1125<i. 

0-5422rf. 

a-bUM. per ton per mile, 1-000 per cent. 



2-34rf. 
2-34d. 
3-04d. 
407rf. 
7-69J. 
6-06rf. 
4-27<i. 
3-58d. 



4-5G5 
4-565 
5-931 
7-940 

15-000 
9-871 



The standard rate for conveyance of coal from Pennsylvania 
to New York, over mountainous roads in specially built trucks 
for coal which cannot be used on the return journey, is 0'3305d. 
per ton per mile.* 

The actual cost of coal on the Witwatersrand, from Springs 
station to the Geldenhuis and Jumpers Deeps, in bulk, is 358t^. 

■ In a paper road before the London Chamber of Commerce, Mr. B. H. Thwaite, C.E., a 
friend of the writer's, has supplied data for rates ruling at present {January, 1902), which make 
the comparison still more striking. Thus — 

Great Britain jd. 

France 0-65-^. 

Germany \d. 

United States I''. 

Mr. Thwaite gave also a detailed comparison between the working eKpenses of a standard 
English railway and an American one. The comparison, briefly, was that in American 
practice the average working expenses per ton per 100 miles equalled 24-74d., whereas the 
cost of the standard British line equalled 61-87rf. The differences in detail were Striking, 
varying from 200 per cent, to 300 per cent, in favour of the American practice. 
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per ton per mile, or 10*83 times the rate in Eastern United 
States of Americtu 



MaCHISEBV ShIPKENTB to JoUAKHnBDBU — ACTCAL COST. 

(CoBt per toD of 2000 pounds.) 



F. 0. t). LoiidoD or Bleamer . 
Ocean freight (iDtermediftte cUaa) 

to Port EliMbeth 
Landing ..... 
Wharfage ^ per ceut on home cost 
Cleeiring and forwarding 
Rwlage to Viijoen'e Drift (third 

clans) 

Viljoen'a Drift transport to Johan- 

neubure, including carUge . 
TrsnaTaEil duty, eauala IJpercent. 

OQ home cost, plus 20 per cent. . 

Cost delivery at Johannesburg 

IMSerence between home cost and 
cost delivered at Johannesburg . 

If carriage were 1-13>^. per ton per 
mile, as was charged in India in 
1886 on groin, sugar, cotton, and 
cotton goodti, the railage would 
have been 

Leaving cost at Johannesburg 

Or difference between home cent 
and cost here per ton 

Saving per ton over present coat . 



v^;- 


total cost. 

~' ~ ~ 
75U4 


Out-inm 
mortar !>■■(• 
cored ind 

giTd<n,otc 


PMcentig, 
total oort. 


£ . d. 
31 5 U 


S. i. d. 

4 1 10 


«.75 


2 2 
4 3 
1) 2 4 
3 9 


4-86 
0-Sl 
0-28 
045 


2 2 
4 3 
3 
3 9 


14-60 
1-55 
0-09 
1-36 


5 10 


13-32 


5 10 


39-98 


1 13 4 


404 


1 13 4 


12-12 


7 6 


090 


1 6 


055 


41 6 4 


100-00 


13 16 1 


100-00 



Rblativb Cost or MAcmyBUv i 



O. B. (^OLAKD, CoSTIUKItT, ( 

0!< THE MrsEs: — 



Single drum hoisting engiur . 
Double „ „ 



Cornish pumping plant 

35-drill compressor complete 

Eight boilers 125 h.-n, each . 

8] feet by 135 feet chimney complete 



; Ahuriga, axd ekgcted 



Home cost. jPueeotage. Coit erected. 



1,560 
1,612 
2,160 



.1,802 14 8 
4,6K2 1 
4,626 17 3 
7,312 11 
8,738 9 4 
1,799 17 



34,079 11 3 



Generally speaking, the principal machinery at any mine 
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will be foand to cost, when erected, two and a half times its 
home cost. 

No commeDts on these figures are necessary, excepting that 
the remark may be permitted that rates which are so evidently 
above the high-water mark of those ruling in other countries 
must sooner or later be considerably redaced. 

The following extracts taken &om the evidence of Messrs. 
H. Jennings and F. Raleigh, given before the Industrial Com- 
mission, illustrate how greatly the prices of material are increased 
by the prevailing transport charges, and Mr. Jennings' comparison 
shows what an enormous saving would be effected were it possible 
to reduce the cost of materials to that ruling at the Alaska 
Treadwell Mine. 

STATEMENT BY MB. H. JENNINGS. 

Ck>MPARI80N BETWEEN PsiCES OF STORES FAID BT AlAHKA TREADWELL MIHX AHD 

THE Crown Reef, 



Article. 


AmaaDt Dud. 


AUika price. 


down Bnf price. 






£ t. rf. 


£ «. d. 


Dynamite . 


200,089 Iba. 


5,134 11 2 


17,354 12 2 


fSm . . . 


14,314 coils 


474 6 


268 7 9 


Cbds . 


75,182 


168 6 


150 8 


Timber 


14,909 cb. ft. 


482 


3,168 2 


Steel, mining 


25,519 lbs. 


429 16 5 


637 18 


OiU . . . 


6,545 gals. 


428 3 5 


1,309 


Candles . . 


272 boxes 


177 15 


146 


Mortars 


2 


96 


304 


Mortar linei^ 


58,058 lbs. 


766 12 


1,209 10 10 


Cam sbann . 


3 


59 4 


52 10 


Gaide blocks 


120 pair 
161,922 lbs. 


22 16 


856 


Shoes and dies . 


2,178 17 3 


2,278 16 8 


Screens. 


1,300 Bq. fL 


109 C 


97 10 


Heads . . . 


12 


49 16 3 


78 


Sulphuric acid 


328,000 lbs. 


1,000 


4,100 


Salt . . . 


455 tons 


790 8 6 


2,733 


Bar iron 


G3,503 lbs. 


275 9 6 


529 3 10 


Lead . 


1,461 JbK. 

! 


18 4 


62 11 6 




12,651 10 


35,324 10 9 



If the same proportion exists for the balance of the stores 
used for the Alaska Treadwell which are not classified above, 
and which amount to further ^3500 exclusive of coal, these total 
stores, costing ^16,100 in Alaska on the above basis of prices, 
here amount to about ^45,100, thus increasing their costs by 
£29,000, and the total cost per ton at the Alaska Treadwell mine 
by 2*. 2rf. on the tonnage milled— 263,670 tons. 



,y Google 



158 



THE DEEP-LEVEL MINES OF THE RAND. 



On the other hand, if the Crown Reef Compauy had been 
able to obtain its stores last year at the above prices ruling in 
Alaska, their supplies — exclusive of coal, which actually cost 
them j£85,100 — would only have cost them £30,500, which would 
be a saving of X54,600, or uo less than 5s. &d, per ton, on their 
tonnage of 198,236 tons. 

STATEMENT BY MB. F. RALEIGH. 

Band Mines, Lhutkd, Details of Ihpobtino, Cost op MAcmiiEBr, Plant, etc. 

via East Losdom. 



si 

i'l 









IS 


\ 


1 


1 


1 








itf 




1 * 


£ 


£ 


Copper pktes . 


' 413 ■ 


13 


2 


Cast-iroD base plates 


1 114 


53 


8 


Wrought-iron pipe 


285 


46 


9 


Oata TalTea 


i 79 


3 


1 


Battery post ahoes 


{ -26 


10 


2 


Boiler breechingB 


1 127 


79 


12 


Netlierton iroD . 


268 


46 


9 


Hex. black nuts 


1 60 


9 


5 


Two Comet cniBhoiB 


8K0 


:08 


15 


Shoes and dies . 


1 25-2 


27 


5 


Mill engine 


1 3,656 


325 


48 


Air pump . 


223 


5 


2 


Sheaves . . 


184. 


33 


5 


Coroish pumping ng 


, 1.227, 


131 


20 


Condenser . 


1 5(15 1 


121 


9 


Amalgam retorts 


I 50 1 


5 


1 


Anchor bolts . 


1 1«", 


16 


2 


Base pktes 


1 240 1 


114 


15 


Steel stamp beads 
Two cyanide tanks 


700' 


42 


8 


! 99 


19 


3 


SteeUhaft. . 


21 


3 


I 


Steel shafUdg and fit 


1 






tuigs . 


277 


30 


5 


One Corliss engine 


I 41fi 


40 




Angle iron . 


1 185 1 


49 


9 


Pump 


1 51 . 


4 


.V 


Mill part« . 


785, 


70 


15 


]^at-iron capitals 


2yj 


7 


2 


Winding eoKine am 
hoisting plant. 








2,414 1 


151 


29 


Plunger pump . 


230 1 


23 


4 


Hope fly wheel . 
3oltsandnnts . 


145 


67 


4 


461 


5 


1 


Two cast-iron pulleys 


61. 


3 


i 


Bottom balance bob . 


18' 


1 


1 


Hubbcr pump valves . 


46 


1 


\ 


Steel shafting and pul- 








leys . .. 


504' 


43 


8 


Stamp mil] parts 


864 


49 


9 



806 66 ' 126 



160 I 12 



43 
4 


1 


3 


6 




2 




2 i 


k 


1 




2 




17 


15 


32 



502 


21-55 


12-59 


382 


2.35-09 


176-31 


570 


100<IO 


76-09 


102, 


■27-85 


17-72 


77; 


192-30 


142-31 


287 


126-77 


48-82, 


6«;t, 


119-79 


84-33 1 


117' 


93-31 


56-66 


1,314 


49^ 


3011 


402. 


59-13 


4087 


5,027 , 


.'(7-47 


2-2-04 1 


258 


14-79 


7-17 


276, 


49-45 


2.^-37 ' 


1,843' 


50-28 


32-76 


760. 


.50-49 


19-60; 


76 1 


50-00 


34-00 1 


194 ■ 


77-97 


5505, 


82.5 1 


231 ■.t2 


193-90 1 


946, 


35-14 


22-71 , 


198, 


97-97 


70-70 i 


36 


61-90 


42-38 


438. 


58-12 


40<W 


590 


41oK 


25-00 1 


4931 


166-48 


129-19 : 


65 1 


29-41 


13-73 ! 


1.133 1 


44-46 


30-57, 


54; 


22-000 


165-00 1 


3.116 1 


29-08 


16-40 i 


356 1 


.54-.T5 


37-83, 


285, 


95-99 


46-69] 


70 


50O0 


30-43 1 


77 1 


27-87 


14-75 


26' 


44-44 


27-78 


52! 


10.87 


434! 


705 1 


39-88 


24-40, 


1,124 


30O9 


17-94 
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' stamp mill parts 

Three tanks 

Four 8-inch phinger ; 
pumps . . ' 

ManiUiLrope 

Cafrt-ateel cams . 
I CorniEh pumping rig . 
I Spur wheel 
I Mortar bodies . 
I Steel-wire rope , 
I Pigs of lead 
, Steam niuch 

Whiting hoist plant 

Cast-steel pulleys 
' Stamp mill parts 
I Steel chimneys . 

Machinery 
1 Cam shafts 
' Stftmp stems 
' Iron piping and fit- \ 
tings . 



3^ 



■2,274 : 154 I 31 



797 87 14 



1,150 104 15 



Steel pipe jomts . 
I^ing 
' ■" Knowlea " tank pump 
Portland cement 
Liner plates 
Wrought-iron pipe 
Steel crank shaft 

\ 24-incb stroke column 
shaping machmery 

Forty Hteel rails. 

Wrought-iron pipe 

Kcking table 
I Winding engine. 
! Six steel tanks . 

One 10-foot boring 
'' and turning rail! 

Six cast-iron colun 
, Angle iron . . 



Total of above items . 



886 I 18'.) ; 20 



m^ 207 ■ 11 



1:1 



2,085 24U 30 , 1,2.98 38 



38,150 4028 i 671 14,034 941 




54-34 
4316 
5510 

24-27 
78-60 
94-44 
16-66 7-69 
819-51 469-50* 



35-23 
26-31 
34 40 
12 36 
59 3.^1 
71-66 



29-2 



«-?3 ' 


99-75 


?40 


GO-00 


574 


Cl-69 


UT 


30-f>8 


245 


206-2.5 


,87(> 


111-74 


.110 


58-00 


i,87!l 


34-85 


,840 


80-21 



70-23 
25-34 

31-55 

1519 

162-60 
82-02 



41-24 1 
177-74 

184-77 



1351 i 59,748 | 6298-45 | 3891-44 ■ 



" Special Transvaal duty of St. per 100 lbs. 
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Details or Imtobtino Cost of Timbek, via Dklaooa Bat. 



I 


1 
1 


! 

1 


Ifff 


1 


1 

"si 




11 

1 


V 










I 




1^ 


1 




£ 


£ 


s. 


£ 


£ 


£ 


£ 


£ 


Rough . 


1700 


3363 


801 


C150 


82 


12,096 


611-53 


36176 




44 


59 


22 


112 


2 


239 


442-95 


254-54 




1(> 


28 


11 


56 


1 


111 


593-76 


343-75 


Siectod ; '. 


65 


100 


23 


202 


3 


393 


504-62 


310-77 


Tongned and groTed 


317 


335 


72 


512 


28 


1,264 


298-74 


161 51 1 


Doon 


86 


27 


7 


30 


8 


168 


83-72 


44-18 


WiDdowB and frames 


181 


69 1 14 


_^ 


16 


330 


82-32 


33*15 ! 




2409 


3971 


950 


7121 


140 


14,591 


605 69 


295M 

1 



The cost of freight and railage, as given ia Mr. Baleigh*s 
list, is 30 per cent, of the total cost laid down on the mine. 
Taking it that the cost of materials is Z•^5a. per ton milled, the 
transport charges figure out at l*12s. per ton milled. It does 
not appear to the writer too much to assume a reduction in the 
all-round cost under this head of 50 per cent, within the next 
few years, or, say, the equivalent of &d. per ton milled. On 
this assumption the saving to a company working 200 stamps, 
and milling 28,000 tons monthly, would be £700 per month. 

Dynamite. 

This commodity (including under the term explosives in 
general) bears to the total operating cost a percentage of 10*5, 
or, on the basis of 25s. per ton — taken to represent the average 
working cost on these fields — the equivalent of 2-6». per ton 
milled. The rates paid for explosives six months prior to the 
war were as under : — 



Gelatine . 

Dynamite (70 per cent) 



105«, per case of 60 !b«. 



In considering how a reduction will be effected in connection 
with explosives we may leave detonators and fuse out of con- 
sideration, and deal only with the explosives proper. 

The present price of gelatine and dynamite in large 
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quantities, f. o. b. English, Americao, or CoDtinental ports, is 
approximately as under : — 

GeUtioe 40^ per case of 50 lbs. 

Dynamite 30-.. „ „ 

Add to this the following charges : — 

Fr^ht, lailage, e^QCy, etc. ... dt.Od. per coee. 

Traneit dutj, colooial ports, say . . 2f . 6<1. „ 

Transvital duty, say 20*. Od. „ 

Then- 
Cost of gelatine, 40 + 28<. Gi. = 68(. &/. per case. 
„ dynamite, 30 + 28». M. = 58». 6rf. „ 

Gelatine is only rarely used in stoping work, and would, 
therefore, not appear against the charge for mining. 

As an average the quantity of dynamite required per ton of 
ore milled is 1*3 lbs., equal, at the former rate, of IBs. per case 
to l'95a. per ton. At the reduced price of 58s. ^. per case, and 
the same consumption per ton milled, the cost would be 1*5«. 
per ton milled, or a saving of 5'4d. per ton. 

A further saving would be effected in the cost of gelatine 
used upon development. At the former price of 105a. per case, 
the average cost of gelatine figured out at an average of about 
20«. per foot driven. This cost would be reflected in the total 
charge against a given developed tonnage, and later would 
appear in the working costs under the head of mine develop- 
ment redemption. The cost of development per foot, when 
gelatine costs 68s. 6d., will be reduced to 13«., a reduction of Is. 

The average cost of development on producing mines is about 
.70s. per foot, and as explosives represent about 28'5 per cent, of 
this the total cost of development will be reduced from 70s. to 
63s., equivalent to a 10 per cent, redaction. If, therefore, under 
former conditions a charge of 4s. per ton for mine development 
redemption were necessary, the saving in gelatine would bring 
this charge to 3*6s. per ton, a saving of 4'8rf. per ton mUled. 

This charge, however, as for mine development redemption, is 
a very variable quantity, and the figure of saving shown can only 
be taken as indicative. 

Coal. 

This item bears to the total operating costs of the mines on 
the Fields a proportion of 9 per cent. — equivalent, on an average 
figure of 25s. per ton working costs, to 2'2s. per ton miUed. 

In considering the probable reduction in working costs 
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under this bead, we shall ignore the posBibilities involved in the 
advent of better economic conditions in their effect upon the 
cost of coal cutting and production, and confine ourselves to 
the items of railage, etc. 

Under the system formerly in vogae it was compulsory in 
all but a few instances to have the coal sacked for rail transport. 
This operation, together with the loss and wear and tear on 
sacks, entailed a cost of about Is. Qd. per ton of coal. The 
raOage charges were as follows ; — 

1 miU to 10 Sff. per inil«. 

10 miles to 20 ■■^K .. 



3() „ S) . . . . . IJ./. „ 

With very few exceptions companies were not permitted to 
have coal sidings, and were, therefore, compelled to transport 
the coal from the nearest railway station, at costs ranging from 
la. &d. to 3s. Gd. per ton, depending upon the distance. In 
addition the companies bore the cost of uidoading the coal 
from tracks to waggons or bins, as the case might be,, at- a cost 
of about Is. Gd. per ton. 

Summarizing these costs, we obtain the following : — 

CoBt of coal at pit's moatli, average li.Sd. per ton. 

„ railage, average distance .30 inileB, at average rate of '^^d. per mile 6$. 3d. „ 

„ bagging coal U.6d.„ 

„ of otT-loading and tronitport to bins, average . . . . )ts.M.„ 

Total, representing average coft . . ITi. 9d. „ 

The items in which reduction will be effected are the railage 
charges, cost of bagging, and cost of transport. 

Railage. — The short distances to be hauled, and the fact that 
the coal trains run empty on the return journey, will always 
make the coal traffic distinctly expensive ; and bearing in mind 
the conditions of the country after the war, and its need for 
raising revenue from every legitimate source, it is not probable 
that the average rate of 2^. per ton per mile in vogue before 
the war wili be reduced by more than one penny per mile, or 
to a rate of less than 1^. per ton per mile. The net saving on 
this head will, therefore, be, for the average haul of 30 miles, 
25. %d. per ton. 

Bagging Coal. — The introduction of bottom discharge trucks 
of large capacity for carrying bulk coal, and of side-tipping trucks 
for the smaller sidings, entirely obviates the necessity for 
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bagging. This charge will, therefore, be entirely done away with 
in fature, resulting in a saving of Is. 6d. per ton of coal. 

Cost of Unloading and Transport. — This item will be reduced 
in almost every instance, by reason of the fact that the authorities 
are building or have built, or have in contemplation, sidings 
to every Important mine, the latter then arranging that the 
trucks shall discharge direct into the bins of the various large 
steaming stations. The average cost under former conditions 
has been placed at 2s. Gd. per ton — a very low estimate. The 
saving that can be effected will be the difference in the interest 
on the capital outlay involved in sidings and bins, plus the cost 
of the carriage over the siding. If we assume that the average 
cost to each company for sidings is £1500, and the cost of bins 
£2000, the total annual interest charge is ^£210, or for a company 
working 100 stamps, and using, say, 15,000 tons of coal per 
annum, the interest charge is B-Bd. per ton of coal. 

It may be reckoned that each company will be charged with 
running over one mile of siding, and assuming a high rate of 6d. 
to cover terminal charges, shunting, etc., the total cost would be 
Qd. per ton per mile. This charge, taken with the interest 
charge, amounts to 9-Sd. per ton per mile, as against 2s. Gd. 
formerly — a saving of, say, Is. 8d. per ton of coal. 

Summarized, the estimated saving is as under : — 

Baflage 2t. &{. per ton. 

Bagging coal U.6d.„ 

Unloading and transport .... It. Sd. „ 

Total . 5.. 8d. „ 

To a company milling with 100 stamps and burning 1500 
tons of coal per month, and crushing 14,000 tons of ore per 
month, the net saving is £4:0,5, or 7'_Bd. per ton milled. 

Total Estimated Saving in Working Costs. 

This (it will have been seen) works out as follows : — 

White wages . 

NatJve wages . 

Materials and Stores 

Dynamite 

Coal .... 

Total saving 

As a set-off against this saving, we have the increased 
working costs in deep-level mines, elsewhere considered. 
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Economical Motive- power. 

Prior to the discovery of the posaibilitiea of nsiag blast- 
furnace gas iu internal combustion engines, the power-capacity 
of this type of motor rarely exceeded 150 H.-P. ; but engines are 
now in use developing 1000 H.-P., and the enormous economies 
obtained are producing quite a revolution of opinion in favour 
of this type of motor. 

The advantages of gas power are numerous and important : 
in regular working, an economy of from 200 to 300 per cent, 
compared with steam practice is easily obtainable ; and the facts 
that the character of the water used is one of indifference, and that 
the supply of water for a given power-capacity is extremely small 
compared with that required for steam-engines, are alone 
sufficient to establish the economic superiority of the system. 
Again, the maximum pressure established in the plant producing 
and dealing with the power gas never exceeds a few inches of 
water, so that the possibility of a dangerous explosion is almost 
remote. In addition, the labour associated with the supervision 
of the working of the plant is almost insignificant, and the 
removal of the clinker can be effected by Kaflir labour. 

The depreciation of the treatment plant, with reasonable 
care, could be satisfied by 1 per cent., as compared with the 10 
per cent, which should be charged against high-pressure steaiu> 
boiler plant. 

In the most modern gas-engines and gas-plant, designed by 
Mr. B. H. Thwaite, C.E., the gas-engines can be applied for 
driving electric machinery. With regard to the character of the 
fuel, ^most any character is now available. With respect to 
first cost of the plant, a comparison with high-class steam 
condensing engines and high-pressure boilers shows that the 
cost (especially in a mining country) would be in favour of the 
gas power. There is no doubt that in the future we shall see 
the almost exclusive adoption of power gas plants, established 
at convenient points in the coal fields, from which the energy 
will be transmitted under high pressure to the different mines. 
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PoBTSCEiPT to page 163. — Total Estimated Saving in WoBKma 
Costs. Since the table summary under the above heading was 
written, an Association for the Keoruiting and Distribution of 
Native Labour has been formed, and its provisions are such, 
that to some Companies, especially those situated within the 
town radius, there will be considerably less saving than that 
indicated in the item — 

Native wages 1'8«. per ton. 

Under the new conditions, Companies must pay a capitation 
fee of ^62 to the Native Labour Association for every native 
registered in their books, whether they seek work voluntarily or 
are distributed by the Association, and have also to pay the 
monthly pass-fee of 28, per head. Formerly, Companies 
centrally situated generally obtained all the natives they re- 
quired without purchase, and the charge for the monthly pass 
was deducted from their earnings. 

To some Companies, therefore, the reduction of native wages 
will not mean more than from ninepence to one shilliug per ton 
milled, and the figure of 1'8 shiUings as shown in the table 
summary must be taken to represent the most favourable case, 
whilst an average of 1*0 to 1*3 shillings will probably represent 
the general saving. 
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ALASKA Treadwell Mine, 15" 
compariBon of prices paid 

with those of Crown Reef, 157 
Amortixation of capital, 96 
Angelo Deep Mine, 27 

coet of shaft sinking, 27 

Assay plans and records, 122 

Assay value, relation of, to recovery | 

value, 134 
Assaying, 131 I 

Assays, tables of stope, 109 
Aurora West Kine, 60 
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of the Central African Company, and Leader of Ariican Guld Pruspeclinc Uxpeditloiu. 
With IlluilratioDs ipeciatly Drawn and Eogisved far Ihe Work. 



bcmfit , '- XliHint Jturnal. 



It of u«^ul kDowled^e for ibv pr 



Mtdium Siir, cleth, pria it/, nit. 

THE METALLURGY OF GOLD. A Practical Treatise 

on ibc Melallutj^ical Treatiaent of Gold-bearin|> <>re>, including ihe Auayiog, Melting, arid 
Refining of Gold. By M. Eisslrr, Mining Kngineer. bidh Edition, EnLa^;ed and 
Re-arranged. With OTer 300 Illuitratioaa and oumeruji Folding Plates. 
"This book ihoroughly dnerm ill lilk of a ' Pncticil 'I'reiiiac.' TIie vholc praccu of gald-inilliiig. froni ih* 

breaking of the quHrti lo ihcauay of rhc bulf^n. kdesoilhd incJeir and orderly riArraliveand witli much, but not 

loo much, Tulno* of dcuil." — ^tturday Krvim-^ 

Sint, -jt. 6-i. tlMh. 

THE CYANIDE PROCESS OF GOLD EXTRACTION. 

Including iti Pntctical Application on the Witwalersrand Gold Fleldi in South Aftica. By 
M. EtssLER, M.E., Author of " The Metallurgy of Gold," &c. With Diagrams and Working 
Drawings, becond Edition, Revised and Enlarged. 



Cnm'H Efff, lot. 6d. clolA. 

THE METALLURGY OF SILVER. A Practical Treatise 

on the Amalgamation, Roa.<ting, and Lixiviation of Silvn Orel. laclnding the Assaying 
Melting, and Refining of Silver Bullion. By M. Eisslek, Author of " The Metallurgy of 

Gold," iic. Fouriti Edition. 
■' A pmctial ireitiw, niid 1 t«hnieal work which we a™ convhimd will wpply ■ loDi-falt want amonlM practical 
men, lod tx Ibc umc time be of value 10 HudenU and <mIih> indirecily coaiMcted with Ihe \nia)Xne^"—.Viniite 

Nearly rtady, Mtdium Ssb, 248 /lyw, ivith abeul ISO Illuttralietu. 

THE HYDRO-METALLURGY OF COPPER ORES. By 

M, ElSSLER, Author of " The Metallurgy of Gold," &c. 

Digitized by V.-jOOQIC 
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Croiiti iivo, iw, bd. cltth. 

THE METALLURGY OF ARGENTIFEROUS LEAD. 

A PrBctical Treatise on ihe Smelting of Silvcr-I^ead Ores and the Refining of Lead Bullion. 
Including Repoils on vaiioui Smelling Establishments in Europe and America. B]r M. 
EissLER, M.E., Author of" The Melallurgy of Gold," &c. 400 pp., wiih 183 Illustrations. 
•Tax aumiroui mcUllunial procctMi. whicb arc riiLly Hud sncnuvcly treated of. tmbna ill ihe iHEeii 
*iperieiK«d in the puu^ of Ihe lead from ihc i-aiiou! naiural Ham 10 iu usue from the retinery ai m article of 

CrmoH Sfs, \is. dd. clolli. 

A HANDBOOK ON MODERN EXPLOSIVES. A Prac- 

tical Treatise on Ihe Manafactiire and Use of Dynamite, Gua-Cotton, Nitro-Glycerine, and 
other eiplosive Compounds, including Collodion-Cotton. With Cbapten on fixplosives in 
Ptaciical Application, By M. Kisslbk, Author of " The Metallu^y of Gold," &c. Second 
Edition, Eula^cd. With 150 Illusi rations. 
" [Iteful not only 10 Ihe Diiner, bul alio 10 officm oF bolb Krvigu 10 whom t>la>llD| and the use of siphHives 



Cn/iVH ive, 9/. clelA. 

DANGEROUS GOODS : Their Sources and Properties, Modes 

of Storage and Transport. With Notes and Comments on Accidents arising therefrom, 
loRelhcr with the Government and Railway Classifications, Acts of Parliament, Jic. A 
Guide for the Use of Government and Railway Officials, Steamship Owners, Insurance 
Companies and Manufacturers, and Users of Explosives and Dangerous Goods. By 
H, JosHtiA PhilUfs, F.I.C, F.CS. 



Crvwn Sim, 91. (UiA. 

NITRO-EXPLOSIVES. A Practical Treatise concerning the 

Properties, Manufactuie, and Analysis of Nitrated Substances, including the Fulminates, 
Smokeless Powders, and Celluloid. By 1'. G. Sanpord, F.I.C, Consulting Chemist to the 
Cotton Powder Company, &c. 

of othei eiiJoiivu, Gy ihe aid of [h> inslruclimi bihii vdIuhk. Thii i>one of the verj' few leal-bDoiii in which can 
be found luitt what u vanted- Mr. Sanford ffoe^ through Iha whole liH of eiplnjaiveB cDmmonly used, names any 
giiiene:<plo«ve, andleU>asorwhaIilisctiai|»aedandhowit iinianubctured. The book iseicellenl throughoui. ' 

AluCiim Sra, l6&/agtt, izr. id. clolh. 

DIAMOND DRILLING FOR GOLD AND OTHER 

MINERALS. A Practical Handbook on the Use of Modem Diamond Core Drills in 
Prospecting and Exploiting Mineral. Bearing Piopetties, including Particulars of the Costs of 
Apparatus and Working. ByG.A. DknnY, M.E. (of Johannesburg), M.N.E. Inst. M.& M.E., 
Author of "The Deep-lcTel Mines of the Rand;" "The Klerksdorp Goldfields." With 
Illiistralivc Diagrams. 

Jiial puiliihtd, foshcap %va, Imthcr, 51. net. 

FIELD TESTING FOR GOLD AND SILVER. A Prac- 

tical Manual for Prospectors and Miners. By W. Hauiltoh MBitRtTT, M.N.E. Inst. M.E.. 
A.R.S.M., Slz. With Photographic Plates and other Illustrations. 
"A^an initruclot of prospectors' claues Mr. Mertin ha:^ the advanUge of knowing exactly Ihe infwinatLoD Jikely 
silver ores- The work wiJI be a useful addition to a prospector's kit." — Mining Jsuma^, 



Croion %vo, 5j. cloth. 

THE BLOWPIPE IN CHEMISTRY, MINERALOGY, 

AND GEOLOGY. Containing all known .Methods of Anbydrou.'^ Analysis, many Woiking 
Examples, and Instructions for Making Apparatus. By Lieut.-Colonel W. A. KtKS, R.A., 
F.G.S. With lao Illustrations. 
'■'Ilie student who zoe< conscientiously through the cruise of eiperiineniaiion here laid down will gain a belter 



»Googlc 
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ASBESTOS AND ASBESTIC: Their Properties, Occur- 

rence, and Ute. Bjr KnnEkT H. Jones, F.S.A^ HineralogUt, Hon. Mem. Asbolos Club, 
Black Lake, Canada. With Ten CoUoljrpe Plate* and olher lllustnlioiu. 

" An inlctcuing and inviLuablE m'k.."~C»Ultrf GKurJian. 



Crmim 8m>, in. &/. tlelk. 

EARTHY AND OTHER MINERALS AND MINING. 

Bjr D. C. Davies. F,G.,S., Author of " Melallifernui Minerals," &c. Third EditLon, Revised 
and Enlartjtd by hii Son, E. IIenky Davies, M.E., F.G.S. W[lh about loo Iltustralions. 

Entirily xrto Editmt in Iktfrat, priei about i^i. nrf. 

MACHINERY FOR METALLIFEROUS MINES. A 

Fraclical Treatise for Mininf; Engineers, Metallurgists, and- Managen oT Mines. Uy 
E. Henhy Uavifs, M.E., F.G.S. 

Alnml evoy kiixl of ir 



Large Cream 8c(^ tlotk, its. f>J. lut. 

METALLIFEROUS MINERALS AND MINING. By 

D. C. Davies, F.G.S., Mining Eneineer, &c.. Author of "A Treatise on Slate and Slate 
QuarrTing." Sixth Edition, ihnroughljr Revised and much Enlarged by Us Son, E. Hbnky 
Daviu, M.E., KG.S. 600 pp., with 173 Illustrations. 
" NeHbar (he practical miiKr nor iIh general nailer, intireMed in miiKt, can hart I bcller book for hit eoDpanica 
and hu puAt-"—Miniitf /ffurmal. 

Crmm tiDt, 3/. fUti. 

SLATE AND SLATE QUARRYING: Scientific Practical, 

and Commercial. B; D. C. Davies, F.G.S. Third Edition. With nunterous Illustrations 
and Folding Plates. 
"One of the botand beu-ba1an«d Ireatiiai on ■ special lubject Ihatwc havenwt with.'— 7**1 Emtimr. 

Foelscaf %ve, ji. 6d. lalktr. 

THE MINER'S HANDBOOK. A Handy Boolt of Reference 

on the suhjecis of Mineral Deposits, Mining Operations, Ore Dressii^, Ac. For the Use 
of Students and others interested in Mining Mailers. By John Milne, F.R.S., Professor of 
Mining in the liaperial Univenily of Japan. Revised Edition. 
" Piofeaor Uiloa'm handbixilL ii lun lo be rMeired wlih t^TDiv by nil Connected with miaini, and vill be 



Fteluap Stw, 9/, Itatker. 

POCKET-BOOK FOR MINERS AND METALLUR- 

GISTS. CompKdng Rules, Formnlc, Tahles, and Notes for Use in Field and Office 
Work. By F. Danvus Powex, F.G.S., H.E. Second Edition, Corrected. 

*' Thi« excellent book 1A an vdirinthle enamplc of lEs kind, and ought (a find ■. large wle unoiigu EtigLuh4peakins 
proipecton and mitung enjpneer^."— £B^/ac(rv»^. 

Small Cravm 8tv, tMk, y. &/. ; vr Uather, facttl-lioot farm, wilk hick, \s. 64. 

THE PROSPECTOR'S HANDBOOK. A Guide for the 

Prospector and Traveller in search of Melal-Beoring or other Valuable Minerals. By 
J. VV. Anderson, M.A. (Camb-), F.R.G.S. Eicbtb Edition, thoroughly Revised and much 
Enlarged. 
"Will tDpply a inuch.felt want, enpecully amone (!^ni«ts, in whoee way are so ofteoihroini niany minenlogicaT 
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Sufer-fvyal Sw, £a at. etoth. 

BRITISH MINING. A Treatise on the History, Discovery, 

Practical Development, and Falnre Prospects of MetallireTont Miiie<i in the United Kingdom. 
By RoBE&T Hunt, F.R.!>. Upwards of 950 pp., wilb 230 liluslTations. Second Ediiioo, 



n-tiouu et lUliuiQi 



Sint, l&f. clolA. 

THE IRON ORES OF GREAT BRITAIN AND 

IRELAND. Theii Mode of Occurrence, Age and Origin, and the Methods of Sevching 
for and Woiking Them. With a Nolice of some of the Iron Ores of Spain. By J. D. 
Kkndaix, F.G.^, Mining Engineer. 

" Tha (uthor hu a thorouEta praclitsl knowledfc of hii lubjecl. ind hu ■uppleincnud ■ anful itud7 of Ibe 
CKiiMH fiiil 10 In of viiue to nil inurewd in ihe iron indmnryof th«n)uiiuy." — /mftufrui. 

Cremn Sew, 5.;. elttA. 

METALLXJRGY OF IRON. Containing Methods of Assay, 

Analysis of Iron Ores, Processes of Manu&cture of Iron and Steel, && By H. Baubk- 
MAN, F.G.S. With numeroiu Illustrations. Sixth Edition, Revised. 
*' InviUunblc u n Icvi-book for tht studeDl and prmctiCMl tneu1lar[ut." — Crliury CHarJiBm. 



Medium Sbii,£i ^i. cloth. 

THE COLUERY MANAGER'S HANDBOOK. A Com- 

preheniive Treatise on the Laying-out and Working of Collieries. Designed as • Book of 
Reference for Colliery Manaeers, and for the use of Coal Mining Students preparing for 
Fint-cUss Certilicaies. By Caleb Pamely, M.N.E. Inst M.E, Fourih Edition, Revised 
and Enlarged, 900 pp., with 700 Flans, Diagrams, and other Illustrations. 

"Mr. pHmcfy bat n« only given lu a comprehciuivp refcTcncc-book of a very hifffa order, BUIIabic ID the 
requiremchb of minins CTwjiwm and colUcry maaa^en. but haa a1» provided mining atudenti wiLli a cUu-book 
thai b ai intetetting ai 11 li Ublnidive.''— C«/Any Mmnattr. 



Mfdium 8tw, 15/, doth. 

COLLIERY WORKING AND MANAGEMENT. Com- 

pridng the Duties of k Colliery Manager, the Oversight and Arrangement of Labour and 
Wages, and the different ^^stems of Working Coat Seams. By H. F. Bulman and R. A. S. 
Redmavne. 350 pp., with 3S I>Iates and other Iltustraiioas, including Undei^round 
Pholr^japhs. 



on. Mweli aianoM iiieful andintenaling work on the lubjeaforolLwhoinany wayKmn! lodowiih M 



Just fuiHthcd. ermvn 9vo, p. 6d. cloth. 

COAL AND COAL MINING. By the late Sir Warington 

W. Smyth, F.R.S., Chief Inspector of the Mines of the Crown. Eighth Edition, Revised 

and E«ended by T. FoRSi — " "■=" '"'-:-'• .— _r .1.. m.?_„ .( .v. ,■ j 

of the Duchy of Cornwall. 



and E«ended by T. Forstek BaowN, M,E., Chief Inspector of the Mines of the Cro 
-'■'--'^-'^y of Cor •■ 



C'miiH 81W, cloth, y. net. 

INFLAMMABLE GAS AND VAPOUR IN THE AIR. 

(The Detection and Measurement oO. By FlANK Clowfs, D.Sc. (Lond.), F.I.C., Professor 
of Chemistty in the University College, Nottingham. With a chapter on The DbtkcTion 
AND Measurement ok Petroleum Vapour by Bovsrton Redwood, F.R.S.E. 

ime on a subject of moch induatriBJ importance. . - . TTlOH interested in 
idy this boot, wbicli is asy of comprerienidoii, and coDEain-^ many good 



L,.!„,.™w^.oogle 
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Crnum Sivv it. td. elatk. 

NOTES AND FORMUUE FOR MINING STUDENTS. 

Bf John IIbrman Mikivale, M.A., late Profe<isor of Mining in the Durham Collne cf 
Science, NewcaslIe-upon-Tyne. Poarih Edition, Remeil and Enlarged. By HI F. Bui.- 
MAN, A.M.IniLC.E. 



Rtyat %v», dalliy 15T, utl. 

MINE DRAINAGE. A Complete Practical Treatise on 

Direcl-Adine UnderKround Steam Piunpine Machinety. "By Stbphin Michkll. Secood 
Edition, Re-wrillen and Eolarged, 390 pp. With abont 350 Illiulralions. 

"ThuinlunxcnnuIiuuiininiFnKaniounitf impDnanliind inlemiing ncwniMlv. The bonk iliouM undanbHlly 
rovcoT ami dm luallwhs wiih for informiiiDn on the "ut^ecl, inuauch u Id* diffenni p«itrmi of «aid oomim 
re n« iSane luciilly dewrilxd and diarl^ illuiinisd, but in ■Jdiiim nuiiHrou> i>bl« an w^plicd, \a which tl»ir 



, _ -.-irJy illuiiniad. but in addiinn nunKrou> imblct ate vupplicd, ia 

y. price. &c.. arc fWt &rth, Bcncc fitciliiatinfE iBdiBnwty ibc rmional wlcrtiofi of ■ pui*! 



Juit fiibUtbidy riya/Sve, cMk, tfa. wft 

TUNNELLING. A Practical Treatise. By C. Prelini, C.E.. 

with Additioni hjC. S. HiLL. C.E. Including 150 Diagrami and IlluUlAtions. 
''A pni-Kwiirlhy and iiicctufnl tKon lo plan on nmrd, in a ihorouichlT pmrikil and ialclliiible fcmn, oil ihc 



Imftrial 8™, jf a w. elath. 

PRACTICAL TUNNELLING. By F. W. Simms. M. Inst C.E. 

Fonrth l-jlition, Reviied and Aitther Extended, including eiampln of Sub-nqaeoui and other 

Tunnels, by D. Kinniar Clask, M.Init.C.E. With 34 Folding Plates and other 

llliuiiations. 

"Tht pnKot(iS96)«liii<in huhecn brought eight up la din. and ii tbuiraderedi mik loohicli dni en^netn 

hut which ID the iroiinf rr menibfrt of the pTafe»ioaJ> iovaluahte, ai from is |Bges Ibcy can loni tbt uate lo which 



Jtat fiMished, ermoa ive, clatk, 31. tut 

TRAVERSE TABLES, For use in Mine Surveying. By 

W, LlNTERS, M.E. 



Cnnen ive, 51. fid. clatk. 

THE MINERAL SURVEYOR AND VALUER'S COM- 
PLETE GUIDE By W. LiNTtRN. M.E. Fourth Edition. With un App«ndi» on 
Magnetic and Angular Surveying. 
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